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PREFACE TO THE SECOND EDITION 

In this edition I have corrected some mistakes, and 
made some additions that seemed essential. 

I trust that some degree of originality (which I have 
not hitherto claimed) will be recognized in the treatment 
of certain subjects. 

W. T. A. EMTAGE. 

University College, 
Nottingham. 



PREFACE TO THE FIRST EDITION 

This book has been written with the object of 
supplying an Introduction to the Mathematical treat- 
ment of Electricity and Magnetism, and will, it is 
hoped, be useful to those who possess the requisite 
elementary knowledge of Differential and Integral 
Calculus. It is complete in itself, and may be read 
without previous knowledge of the subject. Purely 
experimental parts of the subject, requiring no special 
mathematical treatment, have been entirely omitted. 

The Author is especially indebted for assistance to 
the Treatises of Professor Clerk Maxwell, and of 
Messrs. Mascart and Joubert. 
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AN INTRODUCTION 

TO 

THE MATHEMATICAL THEORY 
OF ELECTRICITY 



PART I. 



CHAPTER I. 
Laws of Electrical Action. Potential. 

1. ELEOTBIFIOATION. If a carefully dried glass rod is 
held in the hand and rubbed with a piece of dry silk, it is 
found to acquire the property of being able to attract light 
bodies, such as little pieces of paper or straw, pith balls, &c. 
Several other bodies show the same property, as, for instance, 
a rod of ebonite rubbed with flannel or a cat's skin. 

Bodies which possess this property are said to be electrified, 
or electrically excited^ or to be charged with Electricity, 

Among bodies which show electrical excitement well in this 
way, may be mentioned, besides glass and ebonite, amber, 
sulphur, resin, and sealing-wax. 

2. With certain bodies this experiment is impossible, as, for 
instance, with a rod of brass or any other metal Electricity is 
developed on the surface of the metal, as it is on the rod of 
^lass, but it immediately flows away through the hand and body 
to the earth. But if the metal rod be provided with a handle 
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it,,, ^\ taws' of -plectrical Action. Potential. [Part i. 

Vna3e'of glass if will retain its electrical charge just as the glass 
rod did. 

We must then distinguish between two classes of bodies : — 

(i) Those which allow electrical charges readily to pass through 
them, or over their surfaces. These bodies are called conductors. 

(ii) Those which offer good resistance to the passage of 
electrical charges, and retain them for a long time. These 
bodies are called non-conductors , or insulators. 

No sharp line can be drawn between these two classes, as 
bodies possess all shades of conducting and insulating power. 
Also there exists no perfect conductor, and no perfect insulator. 
Every body conducts electricity, or allows it to pass, with more 
or less freedom ; and the best-known conductor offers a certain 
amount of resistance to the passage. 

3. Two kinds of EleotrifioatdoxL If we take two glass rods 
and rub them with a piece of silk, they will be found to exert a 
force of repulsion on each other. But a glass rod rubbed with 
silk and an ebonite rod rubbed with flannel are found to attract 
each other. A gilt pith ball suspended by a piece of silk and 
touched with the glass rod is found to be repelled by the glass, 
but attracted by the ebonite rod. 

From these experiments we infer that there are two kinds of 
electricity. Now the glass rods were obviously charged alike, 
and on touching the pith ball with one of them it gave to it a part 
of its own charge. All these charges repel each other. The 
electrified ebonite rod behaves in a different way ; it attracts any 
of these bodies. Thus we see that the ebonite rod is charged 
with a different kind of electricity. And we would further see that 
the ebonite rod would repel a similarly electrified ebonite rod, or 
a pith ball suspended by silk which had been touched by it. 

We thus infer the existence of two kinds of electricity, and 
the mutual actions of bodies charged with them. This action 
may be stated in the following law of electrical action. 

Law I. Bodies charged with' like eleotrioal charges repel 
each other ; bodies charged with unlike electrical charges 
Attract each other. 
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Chap. iJ Laws of Electrical Action. Potential. 3 

These two sorts of electricity are called positive and negative 
electricities. That with which the glass rod was charged is 
called positive or vitreous. And that with which the ebonite was 
charged is called negative or resinous^ as it is the kind of elec- 
tricity a stick of resin would be charged with if rubbed with silk 
or flannel. 

4. A sphere of metal, charged with electricity, can be made to 
give up half its charge by placing it in contact with an exactly 
equal metallic sphere, originally uncharged; both being far 
from all other charged or conducting bodies. From the 
symmetry of the arrangement the charge flows over the sur- 
faces and divides itself equally between the two. The given 
sphere then has just half as much electricity on it as it had 
at first In the same way we can divide the remaining half 
into two equal portions, and so on. 

Since then we can say that one charge is J, J, and so on, of 
another, a charge of electricity is a quantity which we should be 
able to measure in terms of a fixed unit charge. 

5. Coulomb has investigated with the torsion-balance the 
manner in which the force between two charged bodies depends 
on their charges, and on the distance between them. In the 
torsion-balance a gilt pith ball is carried on a light insulating 
horizontal arm, the whole being suspended at its centre of 
gravity by a vertical wire or glass thread. The ball is charged, 
and another similarly charged ball is brought up, repelling it, 
and put into the place it originally occupied. The balls must 
be allowed to be at a considerable distance from each other 
as compared with their dunensions. This distance may be 
adjusted by turning the top of the wire. The moment of the 
deflecting force is just balanced by the moment of torsion in 
the wire, and this is proportional to the amount of twist in the 
wire. The amount of twist may be measured, by observing 
the angles through which the top and bottom of the wire have 
turned, by means of scales provided for the purpose. 

The fixed ball is then removed and made to give up half its 
charge to an exactly similar ball. To bring the moveable ball 

B 2 
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4 Laws of Electrical Action. Potential. [Part l. 

to the same position as before it is found that ju^t half as much 
torsion in the wire is needed as in the first case. Thus the force 
of repulsion between the balls is halved by halving one of the 
charges. If we take \ of the original charge on the fixed ball, 
the force of repulsion is found to be J of what it was at first. 
In the same way if the charge on either ball be altered in any 
manner, the deflecting force will be altered in the same ratio. 
The same law is true for the force of attraction between dis- 
similarly electrified bodies. 

This shows that, for a given distance between the two charged 
bodies, the force between them is proportional to the product of 
their charges. 

It may also be shown, by keeping the two charges the same 
and varying the distance between the balls, that the force between 
them is inversely proportional to the square of the distance 
between them. 

Thus we get the second law of electrical action. 

Law II. The iforce between two charged bodies, fax apart 
as compared with their dimensions, is proportional to the 
product of their charges, and inversely proportional to the 
square of the distance between them. 

The law of inverse squares, as the second part of this law is 
called, is only roughly proved by means of the torsion-balance ; 
a much more rigid proof will be given later on. 

6. Suppose two small bodies to have on them charges which, 
measured in terms of any given unit, are expressed by q and /, 
and to be a distance apart r units of length. Now q arid q' 
express the magnitudes and signs of the charges. If the signs 
are alike, the force between the two bodies is one of repulsion ; 
if they are different, it is one of attraction. Then we may say 
the force of repulsion between the two bodies is, measured in 
terms of any unit of force we please, given by the equation, 

k being a constant depending on the units of charge, of length, 
*and of force. 
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The action between two charged bodies will also depend, as 
we shall afterwards see, on the medium in which they are ; but 
here, and in all cases, unless the contrary is specified, we shall 
suppose that medium to be air under standard conditions, that 
is, pure dry air at o® C, and under a pressure equal to 760 milli- 
metres of mercury at 0°, in latitude 45°, and at the sea level. 

Now let us take the centimetre for the unit of length and the 
dyne for the unit of force ; and let us take for the unit of charge 
such a quantity of electricity, that when each body is charged 
with a positive unit charge, and the distance between them is 
I cm., the force of repulsion between them is one dyne. 

Then when ^, g\ and r are each made equal to unity, F is 
unity. Thus ^=xi. And we have the equation for the force 
of repulsion between the two small charged bodies, 

all our quantities being measured in terms of the units specified. 

And we have the following definition of the imit of electricity. 

Def.: a unit op ELEOTBIOITY is that quantity of 
electricity with which an indefinitely small body must be 
charged, so that when placed at a distance of one centi- 
metre from another indefinitely small body charged with 
an exactly equal quantity of electricity, the fbrce of repulsioxi 
between them is one dyne. 

It should be noticed that we cannot say that one charge of 
electricity repels or attracts another with a mechanical force ; we 
can only speak of the bodies, on which the charges reside, as 
mechanically repelling or attracting each other. But we may 
regard electrical charges as acting on each other with forces, 
for the purpose of computing the energy expended in any 
relative motion of the charges. And the force with which a 
charge is acted upon by a given set of charges, to cause it to 
move from one part to another of a conducting body, is, in this 
sense, the same as the force with which a body to which it is 
attached would be acted upon by the same charges. For the 
same amount of work would be done owing to a given dis- 
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6 Laws of Electrical Action. Potential, [part l. 

placement of the charge, whether along a conductor, or with 
the body on which it is. This may be shown as follows. 

If the amounts of work were different in the two cases, by 
constantly allowing a charge to move from one position to a 
second with a conductor, and back again along a conducting 
wire, an indefinite supply of energy would be obtained. 

Thus the energy expended when given charges move in any 
manner under the action of given charges, whether they move 
with charged bodies or along the bodies, can be calculated by 
the ordinary mechanical methods of calculating the work done 
by given forces. 

7. When a conducting body is charged with electricity, which 
is at rest on it, it can be shown by experiment, and it will be 
proved later on, that the charge resides on its surface alone. 

When a body is spoken of as being charged with electricity 
it is to be understood that the charge has taken up its state of 
equilibrium upon the body ; with an ordinary conducting body, 
such as a metallic conductor, this will practically be the case in 
a very short time, a small fraction of a second, after it has 
received a charge. 

When a body is charged with electricity, as a rule the surface- 
charge is not uniformly distributed all over its surface, but the 
quantity per unit area varies from point to point. 

Def. : THB SUBFACE DENSITY at any point on the 
surfifioe of a charged body is the quantity of electricity per 
imit area at that point. 

Or, if we take a very small area s including the point, and e is 
the quantity of electricity on j, then the surface-density at the 
given point is the limiting value of ^/^, when s is made indefinitely 
small. 

Def. : THE VOLUME-DENSITY at a given point is the 
quantity of electricity per unit volume at that i>oint. 

As has been said, the volume-density at all points within the 
mass of a conductor is zero. 

8. WOBK. Suppose a charge of electricity e concentrated at 
a point 0. Let us consider the work done by it in ergs, or 
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Chap. I.] Lows of Electrical Action, Potential. 7 

centimetre-dynes, on an indefinitely small body with a positive 
unit charge, as this body moves from A to B^ the distance A 
being rjcms., and ^J^rjcms. 

Let the body take any path s from A to B, Let ds be any 
elementary portion of this path ; and r and r^dr the dis- 
tances of the body from O at the beginning and end olds. The 

force on the body in the path ds is e/r^. The resolved part of 

- J- 

this in the direction of <^ is -? • -r • 

r* ds 

The work done on the body in the path ds is 

r* ds r* 

Thus the entire work done is 



L 



^--j.dr.^ief V 



The work that would be done on the body by the charge e as 
it moves off from A to an infinite distance would be ^/r^. 

The region we are considering as under the influence of any 
given electrical charges is called an BliBOTBlCAL FlEliD. 

Def. : THE POTENTIAL at any i>oint of an electrical field 
is the work that would be done on an indefinitely small body 
charged with a positive unit of electricity, and supposed not 
to disturb the charges of the field, as it moves away from the 
given point to an infinite distance. 

If there are any number of charges ^, /, /', &c. in a field, 
supposed concentrated at points, and the point P is at distances 
r, r', r'\ &c. from those points, the potential at P is 

Let there be any surface density o- in a field, and any volume 
density p. Denote the distance of a point P from any element 
of surface ds by r, and its distance from any element of volume 
do by r'» Then the potential at P is given by the expression 
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8 Laws of Electrical Action. Potential. [Part i. 

If a point is such that on the whole the field does negative, 
work on the body charged with a positive unit as it is moved off 
from the point to an infinite distance, that is, if positive work 
must be done on the body to move it oflF against the action of 
the field ; then the potential of the point is negative. This is 
the case, for instance, when all the charges of the field are 
negative. 

9. Def.: the BIiECTBIOAIi intensity at any point 
is the force in dynes with which an indefinitely small body 
carrying a positive unit charge and placed at that point, 
being supposed not to disturb the charges of the field, 
would be acted upon. 

Let V be the potential at a point P, Take a point Q in- 
definitely near to -P, so that the distance PQ is ds. Let the 
potential at Q be V-i-dV, Let Fhe the resolved part of the 
electrical intensity in the direction PQ, The work done by 
the field on an indefinitely small body with a positive unit 
charge, as it moves from P to Q, is the work that would be 
done on it as it moves from P to an infinite distance —the 
work that would be done on it as it moves from Q to an infinite 
distance, that is F— (F+^F), or —dV, This work is also 

Fds. .-. ^=-^- ^ -^ /^^* 

10. Def. : AN EQXriFOTENTIAL SUBFACE is the locus 
of all points in an electrical field at which the potential has 
the same given value. 

Def. : A IiIEE OF FOBCE is a line drawn in an electrical 
field such that its direction at any point is the direction 
of the electrical intensity at that point. 

Every eqidpotential sur&oe is cut at right angles by all 
the lines of force which meet it. 

For as a charged body is moved in any direction on an 
equipotential surface, no work is done on it, and therefore no 
force acts on it in the direction of its motion; that is, there 
is no component of force tangential to the surface. Therefore 
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Chap. I.] Laws of Electrical Action, Potential, 9 

the force is perpendicular to the surface ; or the line of force 
cuts the surface normally. 

When a set of electrical charges have taken up their state of 
equilibrium, the whole of any conductor, made throughout of the 
same material, is at the same potential. For if the potential did 
vary from point to point, there would be electrical forces urging 
positive electricity from places of high to places of low potential ; 
and so a flow of electricity must take place in the conductor, or 
over its surface. But this cannot happen because the electricity 
is in a state of equilibrium. Therefore the whole conductor 
is in a state of equilibrium. 

If, however, a conductor is made of two different materials, in 
general its two parts will be at different potentials; for the 
general effect of putting two bodies of different materials in 
contact is to cause a generation of electricity at the surfaces 
in contact, positive being formed on one body and negative on 
the other. The ordinary production of electricity by friction 
is a case of this, friction being used to bring large portions of 
the siurfaces in contact with each other. In the case of two 
conductors friction is not necessary; they take their charges, 
and attain their full difference of potential, by being merely put 
into contact. 

U. The surface of any conductor may be regarded as one of 
the equipotential surfaces of the field, and the lines of force 
passing away from the surface must pass away at right angles 
to the surface. 

If a small positively charged body without mass were placed 
in an electrical field under the action of no forces but those of 
the field, it would move along a line of force in what we may 
call the positive direction of the line of force ; a similar nega- 
tively charged body would move along^ a line of force in the 
negative direction. 

An electrical field may be regarded as filled with lines of 
force, and equipotential surfaces cutting them at right angles. 

As we pass along a line of force in its positive du-ection, we 
pass across an infinite number of equipotential surfaces, the 
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lo Laws of Electrical Action. Potential, [part t. 

values of the potentials at which are constantly diminishing, 
algebraically. 

No line of force can return on itself. For as we pass along 
a line of force in the positive direction we come to points of 
smaller and smaller potentials ; so that we must be constantly 
coming to new regions. 

No line of force can branch off into two lines at any point. 
For this would mean that at some point there are two directions 
of the resultant electrical intensity. 

12. Proof of the Iiaw of Force. The experiments of 
Coulomb with the torsion-balance can only be considered to 
prove the law of inverse squares in an approximate manner. 
The truth of the law was deduced by Cavendish from the fact 
that if a conductor is placed within a hollow dosed conductor, 
and in electrical connexion with it, there is no charge on the 
inner conductor. 

The following proof is taken from MaxwelVs Electricity and 
Magnetism, 

Suppose we have a conducting sphere enclosed in a hollow 
conducting sphere. If a charge is given to them when they are 
in electrical connexion, and then the connexion is broken, no 
trace of charge can be found on the inner sphere. 

Let ^ (r) be the law of force. That is, suppose that two in- 
definitely small charges, e and /, at a distance r apart, repel 
each other with a force e/^ (r). 

Then the potential due to a unit charge at a point distant r 
from it is r « 

Let/"(r) be a function of r, such that/'(r) = ^ / ^if) dr. 

Now suppose we have a conducting sphere of radius a 
charged to surface density <t. Let us take a point P at a 
distance b from O, the centre of this sphere, and let r be 
the distance from i' to a point Q on the sphere. Let the 
angle P O QhtO. An element of charge at Q may be denoted ' 
hy (ra* €mOdddfi>. " 

.. N , . «t > .*>/^-n'* -/ •" »' • "^ "" bigitized*by ' 



..J <►<. 
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And we have r" = a*4- ^— 2 ab cos 0. 

Potential at P due to element at Q is 

<ra» r*<^ (r) sin ^ ^d </<^ dr^tra^ -^^ ^neded(f>. 

Jr r 

But c-i-r^ rdr = adsmed0. x ^- rf/t <J «... 3.; 

Thus potential due to charged sphere is 



) 



' 



= a,a5[/(r,)-/(''.)3. 



Vj 



Tj and r, being the greatest and least distances of P from the 
sphere. ^ - N^TTroJ** 6., ?w/ 1, »*u<t ^ «. /^ wj 

Thus if a is the entire charge on the sphere we get for the 
potential at a point outside, inside, or on the sphere, the values 

^[/(a+^-/{a-J)], 

^[/(»«)-/(o)]. 

Now let our outer sphere have radius a, and inner one radius 
b. Let theu* charges be a and )3, and their potentials A and B. 

Then A = -^[/(,a)-/(o)] + i^[/(«+^)-/(«-J)]. 

But when A'=B,p\& always o. 

A 3 [A2a)-/{o)] = a[/{a^.S)-/{a-b)l 
Differentiating twice with respect to i, and dividing by a, we 
get 

•'• /"('') = ^o» some constant. 
/'(r)=C.r+C,. 

,. Jl{r)dr=C,+ ^. 
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CHAPTER II. 
Theorems on the Electrostatic Field. 

1. The following is a very important theorem : 

In an eleotrioal field let any olosed surfsuse S be de- 

scribed. Iiet iV^be the component of the electrical intensity 

at any element ds of the surface resolved normally to the 

surface, and outwards. Iiet Jif be the entire quantity of 

electricity inside the stirfsuse^ Then the integral / / Nds 

taken all over the surfietce is equal to 4 ttM. 

Let us consider a quantity e of electricity, inside the surface 
S, and concentrated at a point O, Let r be the distance from 
to the element of surface ds, the angle between r pro- 
duced outwards, and the normal to the surface drawn outwards. 
Let iV be the component of the electrical intensity, along this 
normal, due to e. Then the entire intensity is e/r^. 

.. ^^ 

And numerically cos 0,ds is equal to the normal section at ds 
of the cone with vertex at O, and sides passing through the 
contour of ds. Thus cos . ds/r^ is numerically equal to the 
solid angle subtended at O by ds. And this term will have 
the + or — sign according to the sign of cos 0, that is, accord- 
ing as O faces the inside or outside of ds. 

Now a straight line drawn from must meet the surface 5 
an odd number of times. First it passes out of S. Then it 
may pass in, then out again, and so on, passing out the last 
time. 

Suppose the cone with as vertex and sides passing round 



Nds= T.cosO.ds. 
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Theorems on the Electrostatic Field. 13 

ds meets the surface 5" twice again. The first intersection of 

this cone with 5" contributes the positive term 

e cos Qdslr^ to the integral, and the other two 

intersections contribute two terms exactly equal 

in numerical value to this, but of opposite signs. 

In the same way, however many times this cone 

meets the surface after the first, all the terms 

contributed to the integral by these intersections 

after the first cut each other out two by two, and we get only 

the term e x solid angle of cone. 

Thus when we take the entire integral all over the surface, we 
get for its value e x the sum of the solid angles of all the cones 
filling up the whole space about O, that is, ^ x 4 ir. 

If the charge tf were taken outside the surface *$" at a point 
(/y any cone with vertex at (/ and an indefinitely small solid 
angle must meet 5 an even number of times and contribute 
terms to the integral, which may all be seen as before to cut 
each other out two by two, each of these terms being of the 
form / cos ^ <^/r*, the letters having similar meanings to those 
already used. 

Now the entire normal component N at any element of area 
ds^ multiplied by ds^ is made up of a number of terms such as 
e cos Q ds/r\ and a number of terms such as / cos O' ds/r'^. 

So that when we take the integral / / Nds all over the surface, 

we see that the first set of terms gives rise to 4 ir x the sum of 
all the inside charges, and the second set gives rise to zero. 

Thus ff Nds =:4ttM. 

2. We can apply this proposition to prove several properties 
of electrical fields and conductors. 

There is no charge within the body of a conductor. Let 
us consider any indefinitely small closed surface within the mass 
of the conductor. There is no electrical intensity at any point 
of this siu-face, since all points on it are within the conductor. 

Thus the integral / / Nds for this surface is' zero. Therefore 
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14 Theorems on the Electrostatic Field. [Part i, 

the electrical charge within it is zero. Thus there is no elec- 
trical charge anywhere inside the nfass of the conductor. 

3. If any number of eleotrioal charges are placed inside 
a cavity in a closed conductor, the algebraical sum of all 
these charges and of the charge of the inside surfieice of the 
cavity in which these charges are placed is aero. 

Consider a closed surface traced out in the conductor so as 
to enclose the cavity. There is no electrical intensity anywhere 

on this surface. Thus for this surface / / Nds = o. There- 
fore the algebraical sum of all the charges inside it is zero. 
But these charges are only those placed inside the cavity and 
the distribution of electricity residing on the inside surface of 
the cavity. 

4. POISSON*8 AKD IiAPLAClTS EQUATIONS. 

Let us take three rectangular axes, Ox, Oy, Oz, in the elec- 
trical field. Let V be the potential at a point P, whose co- 
ordinates are x^y, z. Through P draw three indefinitely short 
straight lines, dx, dy, dz, parallel to the axes, and let a rectan- 
gular parallelepiped be described on them as three adjacent 
sides. Let p be the^electrical density at P. Then the quantity 
of electricity within dx (fy dz is p dx dy dz. 

The electrical intensity perpendicular to the face dy dz is 

dv rr * dV 

— — • Thus the integral / / Nds for this face is — dydz. 

/dV d^V \ 
That for the opposite face ^s — ( -j- + -7-5- dx\ dy dz. These 

two together give — -r^dxdydz, 

d^V 
The other two pairs of faces give ^ --z-^ dx dy dz, and 

dfr 



fd^V d^ d^V^ 
d}V d*V d*V 






" ^ + -^+^=-*''''- 
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This is called Poisson's equation. 

If there is no electricity at the point P^ we get 

d^V d^V d^V _ 

dx^"^ dy '^ dz* "" °* 
This is called Laplace's equation. 
K P is within the body of a conductor, 
d^V d^V d^V 

;^=^=^"s^ = °- •'• ^^''' 

Thus there is no electricity within the body of a conductor 
(as already proved). 

6. Def. : A TUBE OF FOBCE is a tabular surfiaoe bounded 
by lines of force. 

Let us consider a tube of force of indefinitely small section. 
Let s and / be its sections normal to its sides at two places. 
And let there be no electricity within the tube between s and /. 
Let F be the electrical intensity at j, which we may consider to 
be constant all over j, and let F be that at /. There is no * 

normal component of intensity anywhere on the s]des of the ««'***. 
tube, and F and F' are respectively perpendicular to s and /. 1 ^ 'v** « 
Thus, taking the surface integral of normal intensity all over the ^^^ 
tube, we get Fs = F' /. 

6. Let a number of lines of force be drawn across x, so that 
the number per unit area is proportional to the force at s. Let 
these be produced to /. Then the intensity at any section,'^ 
being inversely proportional to the section, is proportional to the 
number of lines of force across unit area at that section. So ; 
that if the number of lines of force represents the intensity at 
any section, it does so at every section of the tube. In this way 
we may represent the entire field, and the force at any point 
of it, by the frequency of the lines of force in it. 

7. In the same way the intensity at any point of the field may 

be represented by the nearness of the equipotential surfaces, or the 

number passing across unit length of a line of force at the point. 

dV 
Tor if r is measured along a line of force, the intensity ^s — -^ • 

Let us then draw a number of equipotential surfaces corre* 
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1 6 Theorems on the Electrostatic Field. [Part I. 

spending to values of the potential differing from each other by 
a constant quantity. The intensity at any point is inversely pro- 
portional to the distajice between two equipotential surfaces at 
that point, or is proportional to the number of equipotential 
surfaces passing across unit length of a line of force at the 
point. 

6. The electrical intensity just outside a charged con- 
ductor at a point at which the surface density is <r is 4 tt <r. 
Let P be the point at which the surface density is <t. 
Take a very small area s about P on the 
surface, and draw a tube of force whose sides 
all pass through the contour of s. Close up 
this tube by a surface drawn just outside the 
surface of the given conductor and parallel 
to ^, and therefore equal to s. For we 
may regard this tube as a cylinder, and the two surfaces, j, 
and that drawn parallel to it, as two planes perpendicular 
to its sides. Produce the tube into the conductor, and 
dose it up by another surface parallel to s. Considering the 
entire closed surface thus formed, the only portion of it over 
which there is any normal component of intensity is the surfece 
drawn parallel to s outside the conductor. Let F be the elec- 
trical intensity just outside s. Then for the entire closed sur- 
face / / Nds is Fs, And the charge within the surface is gs, 

/. Fs-n^^itcrs, ,\ F ^= ^Tta-, 

9. At a point on the surflGuse of a conductor where the 
electrical surface density is <r, the surface is under a stress 
of 2 TT (T* dynes per square centimetre. 

Let i' be the point under con- 
J^ sideration. About P describe a small 

circular area AB, so small that we 
may consider it a plane. On the 
normal at P, just outside, and just 
inside the conductor, take two points, 
Q and i?, equally distant from P, and such that QR is inde- 
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finitely small compared with the dimensions of AB, So that 
Q and R are practically situated in just the same way with 
regard to all other charges in the field except the distribution 
on AB. 

Now let us consider the parts of the electrical intensity at Q, 
due to the distribution on AB^ and due to the rest of the field. 
The entire intensity at Q is along the normal at P, And that 
due to the distribution on AB is evidently along the same 
normal. So that that due to the rest of the field is in the same 
direction. Let F be the part of the intensity due to AB^ and 
F' that due to the rest of the field. Then the intensity at Q 
is F'-\'F, and that at R is F'—F. Now the intensity at Q is 
4»r(r, and that at R is o. ^^^ 

.-. F'ArF^ 47r(r, and F'^-F^ o, f'zpa^ 
.•. F' =• 2ircr, 

Thus an indefinitely small portion of surface j, which we may 
consider plane, carrying ^ charge scr, is urged by all the other 
charges in the field along the normal to the surface with a force "-'* 
of 2Tra^s dynes. Or the stress is along the normal outwards, 
and equal to 2 7r(r' degrees per square centimetre. 

10. With regard to the statement that the action of all the 
charges in the field, excluding the distribution on AB, is the 
same at P and at Q, the following remarks may be made. 

Suppose a charge e placed at 0, the origin of coordinates. 
Then ji;-component of the electrical intensity at {x,y, z) is 



r.iC = 



e.x 



t i 



x^ +y + z''^ {x^ +y + z^)^ ( {x^ +y + 2')*' . / ^ 

The intensity zt {x + k, y+k, z + l) has for its x component 

e(x + h) ^ 

{(x + Af + ij^ + kf-hiz + lf}^' 

and if h, k, i are indefinitely small as compared with x,y, z, this 

€ X 

only diff'ers from r by a quantity indefinitely small 

(x^ + y' + z^)^ 

as compared with this last quantity. In the same way if we take 
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any finite distribution of electricity which we may consider made 
up of infinitesimal charges collected at points all- of which are at 
distances from {x,y^ z), compared with which A, ^, / are indefi- 
nitely small, the differences of the resolved parts in any direction 
of the electrical intensity at (x,y, z) and at {x + A,y +k^z-^i) give 
rise to an indefinitely small quantity of a higher order than the 
distance of {x^yf z) from any part of the electrical distribution 
in the field. 

11. The stress per imit area on the charged surface, which 

has for expression 2-770^, may also be expressed in terms of/*, 

the electrical intensity just outside the surface. For F=z 4710-. 

Thus the stress per unit area is F^/Sir, 

dV 
Let -T— denote the variation of the potential per imit distance 

at the surface of a conductor, along the normal to the surface 
measured outwards. Then, since 

F^ 5- and -ir= 4irrr; .•. o- = • 

an ^ 4Tt dn 

I /dV\^ 
And the stress per miit area is — (-7- J • 

12. Consider a very narrow tube of force. Let s be its cross- 
section at any place, and F the electrical intensity at s. We 
have seen that as we pass along the tube, as long as we 
come to no electrical charges within it, the product Fs remains 
constant. Thus as we pass along the tube in either direction, 
as long as we come to no electrical charges, we come to 
new regions in which electrical force is being exerted, and in 
which therefore the tube is continued. Thus a tube of force, 
and therefore a line of force, cannot begin or end except on 
a surface charged with electricity. 

Since the electrical intensity, expressed in terms of the electrical 
density, just outside a surface is given by the equation /'= 4ir(r, 
a line of force must begin (being traced in its positive direction) 
on a positively charged surface, and end on a negatively charged 
surface. 

18. The quantities of electricity on the two portions of 
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charged surfletce of conductors forming the ends of a tube of 
force are equal and of opposite signs. 

For if we consider the tubes produced slightly into the con- 
ductors and closed up in them we get formed thus a closed 
surface, over the whole of which there is no normal component 
of electrical intensity. Thus the algebraical sum of the charges 
inside this surface is zero. 



c 2 
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CHAPTER III. 
Systems of Conductors. 

1. Electrical Induction. If we have a conductor with a 
charge on it in electrical equilibrium, and other charges are 
brought into the field, the distribution of charge on the given 
conductor will, as a rule, be altered. For the introduction of 
the new charges into the field will alter the potentials of the 
various points of the given conductor in different degrees as 
a rule, and for equilibrium of the charge on the conductor all 
points on it must be at the same potential. So that the charge 
on it will distribute itself so as to produce the same potential 
all over the given conductor. 

This disturbance of the charge on the conductor by the 
presence of new charges is called Electrical Induction. 

2. The general effect of induction may easily be seen to be 
this. The approach of a positively charged body to a conductor 
will algebraically diminish the electrical density on the parts of 
it near the charged body, and increase the density on the parts 
of it far from the charged body; while a negatively charged 
body will act in just the opposite way. 

3. The earth, and any conductor in electricd connexion with 
it, may be considered to be at zero potential. For the earth may 
be taken as a conductor in electrical equilibrium, and the poten- 
tial at its centre, given by the formula 2 -, vanishes on account 

of the great distances of the centre from all the charges pro- 
ducing the potential. Thus all the earth and any conductor 
connected with it are at zero potential. 
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Systems of Conductors. %i 

4. There is only one possible state of distribution of a 
given set of charges on the conductors in an electrical field. 

First, we shall show that if the electrical density at every point 
in an electrical field is altered in any ratio, we get a distribution 
of electricity in equilibrium. For the potential at each point is 
changed in the same ratio. And since the potential all over 
each conductor was constant, the potential all over each con- 
ductor is still constant Therefore the new distribution is in 
electrical equilibrium. 

For the same reason, if there are two distributions, each of 
which is in equilibrium when existing on a given system of 
conductors, by superposing them we get a distribution in 
equilibrium. 

Next, we shall show that if in an electrical field there is any 
number of conductors, the entire quantity of electricity on each 
being zero, and if there are no other charges in the field, then 
each conductor is in the neutral state, that is, the density at each 
point of it is zero. 

Denote the conductors by A^^ A^^ A^^,,, . And let their 
potentials be Fj, Fj, Fg,...,the potentials being arranged in 
algebraically descending order of magnitude. 

Now no lines of force can end on -^j, for that would mean 
that there was a charge in the field at a potential higher than V^ 
for a line of force ending on A^ to start from. So that any 
lines of force meeting A^ must start from it. Thus there can 
be no negative electricity on A^ and the entire charge on -4 ^ is 
zero, therefore the density at every point of -4, is zero. 

There being no electricity on A^, we may consider -^^ to 
be removed from the field, and by reasoning in the same way 
we find the density at every point of -4 j to be zero. And in the 
same way for each of the others. 

Now suppose, if possible, that in a given electrical field, with 
given charges on the conductors, there could be two different 
distributions of the electricity on the conductors for electrical 
equilibrium. Let the density at any point of a conductor be 
denoted by a and </ in the two cases. 
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Let us take the second distribution, and reverse its sign, and 
superpose it on the first Then we get a distribution in the field 
in equilibrium. But there is now no charge in the field except 
on conductors. And each conductor has, on the whole, zero 
charge. Thus the density at every point of each conductor 
must be zero. Therefore <t' must be the same as <r. Or there 
is only one possible distribution for the given charges on the 
conductors. 

6. Suppose we have a system of conductors A^^A^^A^,.,.A^ 
with charges ^j, Q^, Q^^^^Q^y and at potentials Fj, Fj, Fj, ... F^. 

We shall show that the potential of any conductor can be ex- 
pressed as a linear function of the n charges as follows : 

Vr = Ai O1+A2 O2+ -PfT a+ ... +Ah <?«• 
The coefficients Ai> &c. depend only on the form, size, and 
relative position of the conductors. Each / has two suflSxes, 
the first relating to the conductor in the expression for whose 
potential it occurs, and the second to the conductor whose charge 
it multipb'es. 

First, suppose all the conductors to be discharged. Now give 
A^ unit charge, and suppose this produces in the various con- 
ductors the potentials 

P\\y /a* /si>..-Ai- 
If we give A^ a charge Q^^ the potentials will be 

^u Q\y ^21 Ci» Pn Qii ... Ai ft- 
Similarly we may suppose that by giving to -^j the charge 
^j, the others being uncharged, the conductors are raised to 
potentials p^ q^^ ^^q^^ p^ q^ _p^ q^^ 

Aa> pTHiPz^i *c* heing constants for the given conductors. 

In the same way charge each of the conductors separately, all 
the others being at the same time uncharged, and we get similar 
expressions for the potentials. 

Now if we charge all the conductors simultaneously with the 
charges Qj, Q^, G,,..., we get an electrical distribution which is 
merely the superposition of all the distributions obtained on all 
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the conductors, by charging them separately with the charges 
Q\j Qii Qsf" And the potential at any point is the sum of 
the several potentials obtained from these separate charges. 
Thus we will have for the potentials F,, Fj, Fg, ... , 

^i=Ai Q1 + P12 Oa+-+Ara+...+A«<?n. 

^»=Ai0i+A2 02+-+Ara+...+A»0». 

6. By solving these n linear equations we can plainly express 
the charges as linear functions of the potentials. Thus ^ 

Oi = ^n ^1 + ^12 ^^+...+^ir^r+...+^i«^». ^' -^^' 
On = ^«l ^1 + ^.2^2+... +^«rF,+ ...+^^n. ?-' (-' 

The /'s are called coefficients of potential, and the /s co- 
efficients of induction. 

Any coefficient of induction having its two suffixes the same, ' 
such as ^rn is called the capacity of the corresponding con- 
ductor, -4 y, with respect to the system. 

7. Any two ooefflcients of potential with the same suffixes, 
only reversed, are equal. That is, /,« = ^^r* 

This may be proved by means of the following theorem of 
Gauss. 

If any distribution of masses Mu m,, m^, ... produces a 
potential denoted at any point by F, and any distribution 
of masses m^\ m/^ m/, ... produces a potential F', then 

That is, the sum of each elementary mass of one system 
multiplied by the potential produced, at the point where the 
elementary mass is, by the other distribution is equal to the 
same sum taken for the second system of masses and the 
potential due to the first distribution. 

The theorem is merely an identity, and its truth is seen by 
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writing for V its value, which is the sum of each elementary 
mass m' divided by its distance from m^ and a similar expression 
for V, Then, denoting any distance between one of the masses 
m^ and one of the masses mf by r, each side of the equation 

becomes 2 • Thus the two expressions are identical. 

8. To apply this theorem, let us consider as our two distri- 
butions m and /«', those which ariFe from a unit charge given 
to ^r, and from a unit charge given to -4,, respectively. 

The part of ^mV arising from any conductor except -4^ is 
zero, because the potential is the same all over any such con- 
ductor, and its entire charge is zero. Thus ^inV becomes 
p„, and "Zm' V-p^. ; .*. At =/«•• 

9. The two coefQloients of induction, ^„, ^„., axe equal. 
Consider the two electrical distributions in which A^x^ raised 

to uiiit potential, and in which -4, is raised to unit potential, all 
the others in both cases being at potential zero. And let us 
apply the theorem of Gauss to these distributions. Then 
2;»F' = ^„; and2»i'F=^^: .-. ^r. = ^«r. 

10. Energy of eharg^g a system of conductors. 

Let us suppose the system to pass from the state in which 
the charge and potential of any conductor are denoted by the 
letters Q, V to that in which they are denoted by the letters 
0', F'. And suppose each charge Q increases at a rate pro- 
portional to its final total increment Q^—Q> So that the 
charge of a conductor may be expressed at any instant as 
Q-^-x {Q'—Q)y X being the same for each conductor at each 
instant, and increasing from o to i, and its potential therefore 
as V^-x^V'^V). 

(i) Let us suppose that the charging is done by bringing 
each element of charge dQ from an infinite distance up to the 
corresponding conductor at potential V. The work done in 
this operation is VdQ, Thus the energy expended on any 
conductor is 

^\v+x(r-v)]{ff-Q)dx^\{<^-Q){r+v). 
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And the entire energy expended is 

(2) Let; us suppose that the charging is done by carrying the 
entire system up to each element of charge originally at an 
infinite distance off. In this operation let a conductor having 
a charge Q have its potential increased by d V. Thus the work 
done on this conductor in this operation is QdV. And the 
entire work done on any conductor 

And the entire energy expended is 

i2{r-V){Q'+Q). 

Thus we have for the energy expended two expressions ; 

(i) The sum of the products of each increment of charge 
into the mean of the corresponding potentials. 

(2) The sum of the products of each increment of poten- 
tial into the mean of the corresponding charges. 

11. Energy of charging the system of conductors. Two 
expressions can be found for the energy of charging in terms of 
the coeflficients^/ and g. 

In both cases let us suppose all the conductors charged at a 
imiform rate, which is proportional for each conductor to the 
final charge the conductor has on it. So that at any time a 
conductor which is finally to have charge Q and be at potential 
V may be supposed to have charge x Q and be at potential 
xV. 

The charges being xQ^^ xQ^^ xQ^, .,, the potential of -4, is 

Therefore the energy expended in charging A^ is 
"1 

= \ (Ai Oi"+A2 Qi Q2+P.Z Qi Qz + •••)• 
And we have similar values for each of the others. 

-Remembering that /„ = ^^, we get for the entire energy 
expended on the system, 
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iAi Oi'+ i/a 02'+ - +A2 Qi Q2^Pn Qi Qz 

Again, the potentials at any instant being xV^, xV^,xV^y ,.. 
the charge on ^^ is 

The element of charge is 

(^11 ^1 + ^12 ^2+ ^13^8+-) ^•^• 

Thus the energy expended in charging A^^ is 
'^ ^1(^11 ^1+^12 ^2+^i» ^8+ •..) ^-^ 

= i{^U^lH^12 ^1^2 + ^X3^1 ^8+ -)• 

And similar values for each of the others. 

Remembering that q^ = ^tn we get for the entire energy 
expended on the system, 

12. Alternative proofii that/,.. =/«r <uicL g^, = ^„.. 

We have the two expressions for the infinitesimal incre- 
ment of energy 8 FF of a system, SQ and 6 F denoting infinitesimal 
increments of charge and potential, 

aPF=:2(r60) = 2(08F). 

Thus if Wq and Wy denote the energy of the system expressed 
in terms of the charges and potentials respectively, we have 

Then froin the expressions for the potentials in terms of the 
charges and the coeflScients/, we have 

_dVr_J_ dWa_J_ dWg _dV,_ 
^" - dQ, - dQ, ' dQr - dQ, ' dQ, - dQr - f"- 
And from the expressions for the charges in terms of the 
potentials and the coeflScients ^, we have 
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_dQr_J_ dW__d_ dWy_dQ._ 
^""'^ dV.'' dV/ dVr^ dVr' dV, ■"^F^""^*'"* 
These proofs are from Maxwell's EUctriciiy and Magnetism, 

13. Let A^ have a unit charge, all the other conductors being 
uncharged. Then the potential of A^ is p^. The potentials 
of the other conductors SLrep^ryp^rf'tPrt^ • • • • ^^^ -^« t)e that 
one of the other conductors which has the greatest potential. 
Now Ag has positive and negative electricity on its surface, the 
two being numerically equal in quantity. Therefore some lines 
of force end on A,. And none of these come from any of the 
other conductors, excluding A,., because these are all at lower 
potentials than A,. Now nO lines of force can pass from 
infinity into the field. For if a very large sphere of radius r is 
described so as to have all the conductors practically at its 
centre, the electrical intensity at every point of its surface tends 

outwards and is — • So that at all points on this sphere the 

lines of force are passing from the field to infinity. Thus the 
lines of force that end on A^ must start from A^. A^ then 
has a higher potential than A^, Therefore/^ is >/^. There- 
fbre p^ is greater than any of the other coefficients p^^^ 

/jr, •••• 

14. The lines of force passing oif from the conductor at 
lowest potential must pass away to infinity, where the po- 
tential is zero. Therefore this cQnductor must be at a positive 
potential. 

Therefore all the coefficients PirypinPin ••• cu^ positive. 

16. Let Ar be raised to unit potential, and all the other 
conductors be at zero potential. No lines of force can 
pass away from any other conductor, as ^4,, for none can 
go from i4, to infinity where the potential is zero, and none 
can go io A^ where the potential is unity. Thus lines of 
force pass from A^ io the other conductors, and as a rule 
some pass from A^ to infinity. Therefore all the electricity 
on ^^ is positive, and all that on the other conductors is 
negative. 
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Therefore q^ is positive, and all the coefficients such as 
q^r &^ negative. 

16. If some lines of force pass from ^^ to infinity, which will 
be the case if none of the other conductors surrounds A^, the 
negative electricity on the others is less than the positive on A^. 

Then q^r >— (^ir + ^2r + ...+^.r+ ...)• 

17. Suppose A^ with some of the other conductors enclosed 
in -4,, which is a hollow closed conductor. Then all the lines 
of force starting from A^ must stop on -4, and the other con- 
ductors inside A,, So that the electricity on A^ is just equal in 
magnitude but of opposite sign to all that on A^ and the other 
conductors inside A^. Also there is no charge on any conductor 
outside -4,, for no lines of force can start from or stop on any 
such conductor. Thus q^r is equal to the siim of all the co- 
efficients with suffix r relating to A, and the other con- 
ductors inside it, taken with the — sign. And the coeffi- 
cients with suffix r relating to the conductors outside A^ 
are all aero. 

18. 1{ A^\s outside -4,, a hollow closed conductor, and some 
other conductors are inside -4,, we can show in the same way 
that the coefficients with suffix r relating to all the con- 
ductors inside A^ are zero. 

19. It should be noticed that a coefficient such as p^^ or q^^ 
does not depend only on the conductors A^ and ^„ but also 
depends, as a rule, on all the others. Also the coeflficients/,^, 
qrr depend on the entire system of conductors. 

20. In any charged electrical system we have seen that the 
electrical energy of the system is J 2 (Q F). 

Now let the system undergo any change of configuration, all 
the charges remaining the same as they were at first. The 
potentials will as a rule vary, and the increment of energy of 
the system will be J 2 {Qh V). 

If this change of configuration is produced by the electrical 
forces of the system, the quantity J S (^6 F) will be negative, 
and numerically equal to the positive work done by these forces. 

21. Now let us suppose that this change in the configuration 
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is indefinitely small, and let us consider what the variation in the 
energy of the system will be when the same change in the con- 
figuration is produced, the potentials of the various conductors of 
the system being kept constant. In this case, as the conductors 
move, their potentials tend to vary ; and to keep them constant 
the charges have to be varied ; thus electrical energy, positive or 
negative, must be supplied to the system. 

Let the potentials be given in terms of the charges by the 
ordinary equations, such as 

Now the infinitesimal variations in the configuration will pro- 
duce infinitesimal variations dp^^y &c. in the coefficients^. 
We have for the energy of the system the expression 

Let us denote the infinitesimal increments of the energy of the 
system produced in the given variations of the configuration, 
when the charges remain constant, and when the potentials 
remain constant, by d Wq and d Wy respectively. 

Then we have 

In this expression the two suffixes r and s may become equal, 
and the coefficient/,,, is to be taken as well as p^^. 

Now if the potentials remain constant, we get by differentiating 
the expression for F,., and multiplying it by Q^, 

In this the suffix s has a value corresponding to each con- 
ductor, the value r being included. 

Adding all such equations as this, got by giving all values to 

r^ we get ^ {dp,.Q,Q.)-^2 {f>,.Qr dQ.) = o. 

And since prs=p$ri the group of terms from the second 
summation forming the coefficient of dQ, is equal to F,. 
Therefore 

2(A.a ^0.) = ^(KdQ.) = 2dWy. 
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And we have seen that 

^{dPr.QrQ.)^2dWQ. 

.-. dWQ+dWy^o. 

If then the system is allowed to undergo any infinitesimal 
change of configuration under the action of the electrical forces, 
the potentials being kept constant, the energy of the system is 
increased by the same amount as it would have been diminished 
by if the charges had remained constant, and the potentials had 
been allowed to vary. The sources which keep the potentials 
constant are drawn upon for a quantity of energy double of this, 
one-half going to increase the energy of the system, and the 
other corresponding to the work done in the system. 

It follows that if the system undergoes a finite change of con- 
figuration with constant potentials, and if FF be the work done 
in the system by the electrical forces, the increase of energy of 
the system will be W, and the energy supplied by the sources 
will be 2 W, But in this case the work done, with charges con- 
stant, for the same configuration, and consequently the loss of 
energy, with charges constant, is not represented by W, 

22. Let </) be any variable on which the configuration of the 
system depends. If </> is a line, the force tending to vary it is 
'-dWg/ d<ii. If </) is an angle, the moment of the forces 
tending to vary it is —dWg J d^. And we see that each of 
these expressions is also equal to dWy/d<i>. Thus the force 
(using the word in its generalized sense) tending to increase 
the coordinate </>, of any type, is d Wyld^, 

23. If there is a hollow closed conductor with no charg^ 
bodies inside it, then the potential is the same throughout 
the inside region as that of the conductor, and there is no 
electricity on the inside surjQsu^. 

There can be no line of force inside the conductor, for a line 
of force must start on a surface of one potential, and stop on 
a surface of a lower potential. Thus there is no variation of 
potential, or the potential is the same throughout the region 
inside as it is on the conductor itself. And every charged 
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surface is met by lines of force. Therefore there is no elec- 
tricity on any part of the inside surface. 

24. If a conductor is at zero potential, and there are no 
other charged bodies in the field, the potential is aero 
throughout the field, and there is no electricity on the out- 
side surface of the conductor. 

There can be no line of force in the field, starting and stop- 
ping in it, for in that case there must be two charges in it at 
different potentials. And there can be no line of force having 
one end on the surface of the given conductor and the other at 
infinity, where the potential is zero, because the potential of the 
given conductor is zero. Therefore there is no variation of 
potential in the field, or the potential is everywhere zero. And 
there is no electricity on the surface of the given conductor. 

25. Suppose we have a hollow closed conductor kept at 
a constant potential F, with any number of charged con- 
ductors inside. Then, however the outside electrical distri- 
butions may be altered, the potentials and distributions 
inside are unaffected. 

We shall include the distributions on the outside surface of the 
closed conductor among the outside distributions, and that on 
the inside surface among the inside distributions. 

Now the given outside and inside distributions are in equi- 
librium, and keep the closed conductor at potential F. 

Let us suppose these removed, and another set of outside 
distributions introduced, the conductor being kept at potential o. 
Then there is no inside distribution at all. And we have the 
conductor and every point inside it at potential o, under the 
action of the new outside distribution. 

Now let us superpose these two states in equilibrium. We 
thus have the old and new outside distributions, and the old 
inside distributions in equilibrium, and the conductor at poten- 
tial r, and the potential at every point inside just what it was 
at first. 

Thus whatever new outside distributions are introduced, that 
is, however the outside distributions are changed, the only state 
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of equilibrium of the inside distributions is the original state. 
That is, the original state is unaltered. And the potential at 
every point inside remains what it was before. 

26. By similar reasoning it can be seen that if the closed 
conductor is not kept at a constant potential, an alteration of 
the outside distributions will not alter the inside distributions, 
but will alter the potential at every point inside by the same 
quantity. 

27. If a hollow closed conductor is kept at a constant 
potential F, no alteration of the inside distributions will 
alter the distribution or potential at any point outside. 

For the given inside and outside distributions are in equili- 
brium, and keep the conductor at potential V, 

Suppose these removed, and another set of inside distributions 
introduced, the conductor being kept at potential o. Then 
every point outside the conductor is at potential o, and there is 
no outside distribution at all. 

. Now let us superpose these two states in equilibrium. We 
see then that keeping the conductor at potential V, and with 
any set of inside distributions, the only state of equilibrium of 
the outside distributions is the original state. 
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CHAPTER IV. 
Capacities. 

1. Def. : THE CAPACITY OP A CONDITCTOB is the 
charge which mxist be given to it to raise it to unit 
potentiaL 

When the capacity of a given conductor is spoken of without 
reference to any other conductors, it is supposed that there are 
no other charges or conductors in the field. Let then C be the 
capacity of a conductor, and suppose a charge Q is given to it 
raising it to potential V. We have the relation 

Q^CV. 

2. A condenser is an arrangement of two conductors, each of 
which presents a large portion of surface close to the surface of 
the other conductor. In this way, by keeping one at zero potential, 
a large charge of electricity can be given to the other without 
greatly raising its potential. For the potential of the other is 
determined by the charge on it of one sign, and the charge of 
the other sign that it induces on the conductor at zero potential. 
And these two to a great extent cancel each other's effect. 

Let A^ and A^ be the two conductors forming the condenser, 
^u, q^, q^ their coeflficients of induction. Then we have the 
ordinary equations 

Oi = ^u ^1 + ^12 ^a, 

By arranging the two conductors as described we can make 
the quantities i7u> ""^mi ^m ^^^ ^%^ ^^ nearly equal. We 
know that if Ay^ is completely surrounded by -4,, ^u=~^i«* 

D 

Digitized by VjOOQ IC 



34 Capacities. [Part i. 

And, without making A^ enclose A^^ by putting the surfaces of 
A^ and A^ close to each other for a large portion of their extent 
when A^ is charged to unit potential, and A^ is at zero potential, 
most of their lines of force meet them both, and the quantities of 
electricity on them are nearly equal, and of opposite sign. Thus 
we have ^^ nearly = — ^^j, and similarly q^ nearly = — ^jj. 

Def. : THE CAFACIT7 OF A CONDENSEB is the charge 
that mtist be given to one of its conductors to raise it to 
unit potential, the other being kept at zero potential. 

If A^ and A^ are the two conductors, we see from the above 
equations that the capacity of the condenser will be q^^ or q^ 
according as A^ or A^ is the conductor kept at zero potential. 

A simple form of condenser consists of two parallel conducting 
plates. If these are exactly equal and similar and similarly 
situated with regard to each other, it is obvious that ^^ = q^, 
and the capacity will be the same whichever conductor we sup- 
pose to be the one kept at zero potential. But it should be 
noticed that this depends too on the supposition that neither 
conductor is near enough to any other conductor or charged 
body to be influenced by it. 

A common way of making a condenser is to have each of the 
conductors A-^ and A^ composed of a large number of parallel 
plates all electrically connected. The plates of A^ lie between 
those of i4j, and they all lie quite close together, adjacent ones 
being insulated from each other by some highly insulating 
substance, such as paraffined paper. 

By making a condenser in this way we get a very high 
capacity. Also, since each one practically encloses the other, we 
have very nearly q^^ =z —q^ =^22* And it is immaterial which 
conductor we use as the one kept at zero potential. 

Let C be the capacity of the condenser. Then we have from 
the above equations ^^^ ^^^^_ ^^^^ 

Thus when a condenser is made in this way we can say that 
its capacity is the numerical value of the charge which each 
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conductor has on it when there is unit diflference of potential 
between them. 

8. We shall now determine the capacities of some particular 
cases of condensers. 

(i) Two concentric spheres of radii a and 3. 

Suppose the inner sphere of radius a to have a charge Q^ and 
the other to be at zero potential. This will have a charge Q 
induced on its inner surface. The potential at the centre of the 
inner sphere is ^ t t v 

/. the capacity is C = = ^— ^ • 

^ ^ II b—a 

(2) Two portions each of area S, opposite to each other, of 
two indefinitely extended parallel plates, at a distance a apart. 

Let the two plates be charged with equal quantities of elec- 
tricity of opposite signs. These will obviously distribute them- 
selves over the two plates in the same manner, and the plates 
will have equal and opposite potentials. Let these be V 
and-F. 

Now at points on the plates far away from the edges the 
action of the edges may1)e neglected, and the lines of force may 
be considered to be straight and perpendicular to the plates in the 
space between them, and the electrical density to be uniform. 

Also at a portion of the surface on the back of one of the 
plates far from the edges, the lines of force start off at right 
angles to the surface and go for a long way approximately in 
straight lines at right angles to the surface. The electrical 
intensity just outside this surface is therefore very small, and 
therefore also the electrical density. Thus taking a portion of 
surface of the back of one of the plates far away from the edges, 
we may suppose the surface-density on it to be zero. 

We may then consider two plane distributions o- and — <r on 
two indefinitely extended planes. The potential V at any point 
of the positive plate is given by 

D 2 
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2Trr<rdr 2'nra'dr\ 



-re 

= 2ir<r/ (i . ')dr 

Jo ^ Vf^ + a^ 



= 2 7ra<r, 



the expression vanishing at the upper limit. 
In the same way 

Now the quantity of electricity on the portion 5 of the 
positive plate is n — 9 

S 

Thus the capacity is — Tr= • 

*^ "^ 2 K 4Tra 

(3) The portions cut oflf from two indefinitely long coaxal 
cylinders of radii a and d by two planes perpendicular to the 
axis and at distance / apart. 

The lines of force are perpendicular to the axis, and the 
quantities of electricity opposite to each other on two correspond- 
ing elementary rings cut oflf by the same two planes perpendicular 
to the axis are equal and of opposite sign. Let the outer cylinder 
be at potential zero. Then there is no electricity on the outside 
of the outer cylinder at a distance from the edges. The 
potential V of the inner cylinder is the same as that at any 
point on the axis. Let <r be the density on the inner cylinder. 
Then 

'2ira(rdz 2'ffa<rdz\ 



—fc 



= 4ira(r log ■ 

L z+Vd^+z* JO 

= 4Wtf<rlog-« 
a 
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And the quantity of electricity on the portion of the inner 

cylinder is 

Q = 2'nal(T. 

.". the capacity is y 

2l0g- 

4. These capacities may also be determined by the applica- 
tion of Laplace's equation 

d^V d^V d^V _ 
dx" '^ dy '^ dz' " °' 

(i) For the sphere. If we transform Laplace's equation to 

dV 
ordinary polar coordinates, and remember that ^-r = o and 

dV ' . '^* 

-— = o, we get the equation 

tnv dV 
'■^+^^ = °- 

This gives on integrating, 

r 

Let F, and Fj be the potentials of the spheres of radii a and b 
respectively, <r the density on the first sphere. 

dV 
At the surface of the first sphere -y- =— 4iro-. 

B 
... F,-F, = 4W(i-i) 
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Q being the quantity of electricity on the first sphere. 

The equations may be obtained in a simpler manner. For 
consider any sphere of radius r intermediate between a and ^, 
concentric with the given spheres. Applying the theorem 

Nds = ^vM to this sphere, we get 

TT A Q A 411 (TC^ 

.'. F=^+— , or —A+- 

r r 

We get for the value of the potential at any point between 
the spheres at a distance r from the centre 

K= —: • — + 7 . 

b—a r b—a 

(2) For the parallel planes. Take the axes of x and^ in the 
surface of one plane at potential F^, the other being at potential 
V^. Let <r be the surface-density on the plane at potential Fj. 
Laplace's equation becomes 

.-. V, = A, 
and Fa = -4 + 4 tt^ra ; 

.-. Fj— Fj = 47r<rfl, 
and Q = Sa. 

... c = A. 

471(7 
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The potential at any point distant z from the plane of poten- 
tial Fjis Fi + 4'7ro-a;. 

(3) For the coaxal cylinders. Transforming Laplace's equa- 
tion to cylindrical coordinates, and remembering that 

dV J dV 

_ = o, and - = o, 

d^V dV 
weget ;._ + _=o, 

/. F=^log|, 

dr'^ r 

A 
,\ — = 47r<r. 
a 

.•. Fj = 4'7ro-alog — > 
and Fgss 47^o■alog-T-• 

.^ Fj— F2 = 4'7r(ra log - • 

And 0= 2TT(Tai, 

I 



C = 



2 log 



We get for the potential at any point at a distance r from the 
axis ^ 

Pi + 4Tr<ralog-> 

or F, + 47r<ralog-> 

log- log- 

6. Suppose we have two parallel plates at a distance h apart 
kept at potentials F^ and Fj. Consider the force with which 
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a portion S of the first, a long way from the edges, attracts the 
equal portion, opposite to it, of the other. We have seen that 
these two portions may be considered as forming a condenser 
of capacity S/^vh. So that the energy of the charge, as far 
as these two portions are concerned, is 

Thus the force on S tending to increase h is 

-8^^^'-^«^*- [See Chap. Ill, § 22.] 
Or the force of attraction on *$" is 

It may be seen that this expression agrees with what we 
would obtain by considering the stress per unit area on .S ; for 
this is 2'nir\ and <r= "(V^ — V^/^itk. 

6. As another example, suppose we have two coaxal hollow 

cylinders, -4,-5, of 

A J equal radii, and 

separated by a 

short interval, and 

a third smaller 

cylinder C placed 
inside and coaxal with these. Let us suppose all the cylinders 
so long that we may consider the densities on them near the 
interval between A and B to be always the same as they would 
be on the supposition that the cylinders were of infinite length. 
Let the three be kept at potentials V^, V^, V^. 

To find the force with which C is urged along its axis from 
A ioB. 

If C moves along its axis from A to B through a distance at, 
let us consider how the energy of the system is altered. The 
distribution at all points near the interval between A and B 
will remain the same as it was before with reference to A and 
B, but will rearrange itself with reference to C as C moves. 
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And the distribution near the ends of C will remain the same 
with reference to C as it was brfore. Thus the effect of the 
motion is merely to alter the lengths of those parts of the 
cylinders on which the distribution is uniform and the same as 
that on infinite cylinders. 

Let a be the capacity per unit length of a condenser com- 
posed of C and either A or B, 

Then the increase of the energy FT is 

\ax{V,-V,)*-\ax{V,-V,y 
And the required force is 

. f=.(n-F.)(n-^). 
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* CHAPTER V. 
Specific Inductive Capacity. 

1. If instead of using air as the dielectric in a condenser, that 
is in the space through which the induction takes place, we re- 
place it by some other dielectric, it is found that the capacity of 
the condenser is always changed in a certain ratio (increased for 
all solid and liquid dielectrics) which depends only on the nature 
of the new dielectric used. 

Def. : THE SPECIFIC IBTDUOTIVE CAPACITY of a sub- 
stance is the ratio of the capacity of a condenser having 
the given substance as dielectric to the capacity of the 
same condenser having air as dielectric. 

Strictly speaking, induction takes place, and lines of force 
pass, in the whole space surrounding the condenser, but prac- 
tically it is sufficient to have only a very limited space filled up 
with the dielectric ; for very nearly all the lines of force passing 
from one conductor to the other will be contained in a very 
limited space, although theoretically they occupy the whole of 
the space about the condenser. 

2. Whatever be the form of a condenser ; if it has given 
charges, the potential difference between its conductors is, with 
the given dielectric, i/iST of what it would be with air. It follows 
that the potential produced at any point by the given charges is 
\lK of what it would be in air. Hence if an electrical field 
is made up of any charged conductors, and in one case we 
imagine these immersed in air, and in another in the dielectric. 



Digitized by VjOOQ IC 



specific Inductive Capacity. 43 

the potential, and hence also the intensity at any point in the 
second case, will be i/AT of what it is in the first case. 

Thus the potential and intensity produced by given charges 
will depend in no way on the nature of the conductors, however 
much space these may occupy, but only on the nature of the 
non-conducting medium of the field. 

The potential produced by an element of charge ^ at a distance 
r is eIrK. And the force of repulsion between two concen- 
trated charges q, q' is q^/r^K. 

8. If then with a given system of conductors having given 
charges, instead of using air we use a dielectric of specific in- 
ductive capacity Ky the law of distribution on the conductors 
will be the same as in air, and the lines of force and equi- 
potential surfaces will be the same. 

In the given dielectric the electrical intensity just outside a 
charged surface is ^na/Ky and the stress per unit area on the 
surface is 2 tto^/K. 

4. Suppose we have a charged eonduotor in a medium 
whose specific inductive capacity, varying from point to 
point in any manner, is ^ just outside any given point on 
the surflEkce of the conductor: then, if cr is the surflEice- 
density of the electricity at that point, the electrical intensity 
just outside that point is ^tta/K, 

Let ABht 2i portion of an equipotential 
surface drawn just outside the surface of 
the conductor, at an indefinitely small dis- ^ 
tance dn from it 

Now suppose AB to become an infinitely thin conductor in 
the neutral state. This will not disturb the field. The neutral 
state is therefore the state of electrical distribution on AB 
after it becomes a conductor. Now AB v&io. the neutral state 
as far as concerns the field, that is the quantity of electricity in 
any indefinitely small space is zero. But what would really 
happen would be this. Electricity would be induced on ABy 
so that there would be equal and opposite densities on opposite 
sides of AB at every point. 
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Now consider a portion oi AB oi area j to be taken, so small 
that we may make the following assumptions. That ^ is a 
plane surface : that the lines of force running from s to the 
given conductor all end on a portion / of the conductor, which 
is also plane and equal to s : that the specific inductive capacity 
of the medium between s and / is constant and equal to K, 

Then the capacity of the conductor formed of s and / is 

;-• Let dVh& the excess of the potential at AB over that 

4'xrtf« 

of the given conductor. Then s <r being the charge on the 

portion / of the conductor, 

KsdV 

4Tran 

.*. the electrical intensity just outside / is 

dV^ 4Tr<r 

6. Suppose we have two conductors 
whose surfaces are A and B, with 
given electrical charges on them, and 
contained in a practically infinite di- 
electric medium of specific inductive 
capacity JST^. Let C be any equipo- 
tential surface in the given medium. 
Suppose the whole of C to become an 
infinitely thin conductor. This does not disturb the potential 
at any point. Now suppose that from all the region between 
C and -5 the first dielectric is removed and replaced by a 
second one of specific inductive capacity J^^, This does not 
disturb any of the given distributions, or the forms of the equi- 
potential surfaces or lines of force, but the potential diflference 

between C and B becomes -W of what it was before. And this 

A, 

is true wherever the equipotential surface C is taken between A 

and B : so that the fall of potential along any portion of a line 

of force between C and B becomes -=? of what it was in the 
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first dielectric. Therefore V being the potential at any point 
between C and B^ and r 2l distance measured along a line of 

force, -J- at any point becomes in the second dielectric -^ 

of what it was in the first. Now if we remove the conducting 

sheet at C we do not disturb the field in any way. 

Let us consider the relation between the electrical intensities 

at two indefinitely near points P and Q on opposite sides of C 

in the first and second dielectrics respectively. Let V^ and F, 

be the potentials at P and Q. When the first dielectric occupied 

dV dV 

the whole space between A and By -^ and -^ were equal. 

dV K 
But now -r-^ is -^ of what it was before. Therefore we have 
dr A, 

the relation K^^ = K^^^ 
* dr ^ dr 

K F^ and F^ are the electrical intensities at P and Q, 

K^F^ = K^Fy. 

6. Then this is the relation we find between the electrical in- 
tensities on opposite sides of the surface of separation of the two 
dielectrics when their directions are at right angles to this 
surface of separation. 

We may notice that if at a point P in the surface of separa- 
tion of two media, M^ and M^^ the direction of the line of force 
in Jlfj is at right angles to the surface, its direction in M^ will 
also be at right angles to the sur&ce. For the equipotential 
surfaces in the homogeneous medium M^ being at right angles 
to the lines of force, that at P must be tangential to the surface 
of separation. And the lines of force in M^ cutting the equipo- 
tential sur&ces at right angles, that passing through P must be 
at right angles to the surface of separation at P. 

7. Let P be a point on the surface of separation of two 
media, M^ and M^^ of specific inductive capacities K^ and K^, 
Suppose a distribution which produces a line of force through 
P at right angles to the surface of separation. Let F^ and F^ 
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be the electrical intensities at P in M^ and M^. Then we have 
the relation 

Now let us remove this distribution, and let us suppose one 
which produces a line of force at P parallel to 
the surface of separation. Now the potentials 
V^ and F, at any two indefinitely near points 
R and 5, just inside M^ and M^^ must be equal. 
And those at two other indefinitely near points 
R and S just inside M^ and M^ must also be 
equal. So that r being now measured along 
one of the present lines of force, we get 

dr dr ' 

Thus the electrical intensities just inside the two media are 
equal, and two lines of force indefinitely close to each other 
and just inside the two media are parallel. 

Now let us superpose these two distributions. Each of them 
will produce a component of electrical intensity at any point 
independently of the other. 

Thus any distribution giving rise to a line* of force such as 
RPS passing through a surface of 
separation between two media, M^ and 
M^^ may be considered to be made up 
of two distributions, one of which pro- 
duces an electrical intensity at P in 
each medium at right angles to the 
surface of separation (for we have seen 
that if the intensity in one medium at 
P is at right angles to the surface of separation, that in the 
other medium at P is at right angles to the same surface), and 
the other of which produces intensities at P just inside the two 
media equal to each other and parallel to each other, and to the 
surface of separation. 

Now let the components of the intensity at -P in -^^ be F^ 
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and F at right angles and parallel to the surface of separation, 
and those zX. P m M^ht F^ and F in the same directions. We 
see that F^ and F^ may be supposed to be produced by one 
distribution and the components F by another. Let i^ and i^ 
be the angles which the lines RP and PS make at P with the 
normal to the surface of separation. 
Then we have K F ^K F * 

jlZ^— JL ?L 

K^F^ K^ F^ 

that is -^tan/i = ^^tanij. 

Also since the component F is in the same direction just 
inside each medium, the directions of RP and PS at P are in 
a plane with the normal to the surface of separation. 

These two results may be called the laws of refraction of 
a line of force from one medium into another. 

8. Consider a small tube of force passing across the surface 
of separation of the two media M^ and 
M^ and intercepting on it a piece of 
area s. Let F^ and F^ be the electrical 
intensities just inside M^ and M^^ i^ and 
i^ the angles their directions at the sur- 
face of separation make with the normal. 

Then 

K^F^ cos i^ = K^F^ cos t\. 

Now the areas of the cross-section of the tube just inside 
M^ and M^^ which we may call s^ and s^, are s cos t^ and 
.COS,;. . j^^jr^,^^ jc^jr^,^. 

We see thus that as we pass along an elementary tube of 
force, JT, F, and s denoting the specific inductive capacity, 
electrical intensity, and cross-section of the tube at any point, 
the quantity J^Fs remains constant, the tube being supposed 
to contain no electricity. 

Now consider a tube of any size, and by dividing it up into 
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an infinite number of elementary tubes of force, and applying 

this result to each of them, we get the result that / / KFds is 

constant throughout the tube. 

9. Consider an elementary tube of force having one end on 
the surface of a charged body, the surface-density being <r at 
that point, and F being measured along the tube from this 
surface. Just outside the surface KF:=> ^ita. If ^ is the 
quantity of electricity on the part of the surface forming the 
end of the tube, KFs at the surface = 4 ir^. /. the value of 
KFs at any point of the tube is ^ne. 

If the other end of the tube is on a surface having a charge /, 
then KFs for any point of the tube is equal to — 4^/, 
because F is measured to the surface with the charge /. There- 
fore ^ = — /. 

We have then the conclusion that every tube of force begins 
and ends on equal and opposite quantities of electricity, the 
tube containing no electricity inside it. 

10. If any dosed surflace be drawn containing a quantity 
Q of electricity inside it, and if iV^be the normal component 
of the electrical intensity at any point of the surface, and 
K the specific inductive capacity at that point, then taking 
the integral all over the surface we have 



// 



KNds = 4TrQ. 



For if any elementary tube of force has an end inside the 
surface on a quantity e of electricity, and intercepts on the sur- 
face an elementary area ds making an angle 1 with the normal 
to dsy and F is the electrical intensity at ds measured outwards, 
then KFds cos 1 = 4 Tre. 

That is, KNds = 4ae. 

Thus taking every elementary portion of the surface and the 

tube crossing it, we get / / KNds = 4^0' 

11. Def.: The product KF at any point is called the 
INDUCTION at that point. 
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In air, for which K is always unity, the induction is equal to 
the electrical intensity. 

The result, / / KNds = 4irQ, may be expressed as follows: 

The surflEice-integral of normal induction over a closed 
surfEice is equal to 4 tt times the entire quantity of electricity 
contained inside the surfeice. 

This is a generalization of the proposition already proved for 
au: as the dielectric medium, and expressed as 

fjNds = 4ttQ, 

The quantity / / KFds taken over any portion of an equipo- 

tential surface is sometimes called the flow of induction* And 
we have shown that the flow of induction along a tube of 
force, containing no electricity, retains a constant value through- 
out the tube. 

Lines of force, considered as the lines along which induction 
takes place between electrical charges, are sometimes called lines 
of induction. 

12. MODIFIED FOBMS^ OF FOISSON*S AlTD IiAFLACB'S 
EQUATIOia^S. 

Let us apply the proposition / iKNds = 4ttQ to the in- 
finitesimal parallelopiped dx dy dz, the volume density at which 
is p. 

The term contributed by the integral for the side dydz is 

ir^dydz. 
dx "^ 

That for the opposite side is 
These two give rise to 
We get similar expressions from the other two pairs of sides, 

E 
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Adding them up and putting the result equal to 4'tTpdxdydz, 
we get 

This is what Poisson's equation becomes in a medium whose 
specific inductive capacity varies in any manner. 

Putting /) = o we get Laplace's equation for such a medium. 

13. Let cr be the surface-density at any point on the surface 
of separation of two media of specific inductive capacities J^i , K^, 
Let F denote the potential at any point, and n^^ n^ the normals 
drawn from the given point into the two media. Construct an 
indefinitely small cylinder having its faces parallel to the surface 
of separation at the given point, and each of area s, and its 
sides indefinitely small as compared with its faces. Take the 
surface-integral of normal induction over this cylinder. Since it 
contains a quantity s(r oi electricity, and the part of the integral 
arising from the sides is indefinitely small compared with that 
arising from the faces, we have 

^dV ^^dV ^ 

^^^•^ + ^«^/^ + ^^^'^ = °- 

^rdV ^dV 
Thus ^1— -+^2-T- +4'^o- = o. 
^dn^ ^ dn^ 

At the surface of separation there is an apparent electrification 
arising from the electrical intensities in the neighbourhood. 
Let the surface-density of apparent electrification be </. This 
is the surface-density with which the given electrical intensities 
may exist when each of the specific inductive capacities is 
unity. 

Thus we have the equation 

dV dV 

-7" + -r- +4^0- =0. 

driy^ dn^ 

14. Distribution of Electric Energy. 

Consider two elements of charge e and — ^, at the ends of 
a tube of induction, and at potentials V and V, The energy 
arising from these may be considered as e (F— P)/ 2. Now 
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Maxwell considered that all the energy of the field resides in the 
non-conducting medium between the conductor ; and that the 
above amount resides in the tube connecting e and — f. 

To consider how this energy is distributed along the tube we 
may reason as follows. We may suppose the tube terminated 
by a charge — ^ placed where the potential is V\ without alter- 
ing the potentials, or state of the medium, between this and 
the charge e. The energy of this tube is ^ ( F— V) / 2. This 
is therefore the energy of the part of the whole tube considered 
between potentials V and V. Thus we must suppose the 
energy distributed throughout the tube so that there is between 
any two equipotential surfaces an amount proportional to the 
difference of their potentials. 

Consider a portion of the tube of cross-section j, and length 
dn^ where the intensity is /, and specific inductive capacity K, 
The energy in this portion is 

— i^ -7- dn = \eldn, 
^ dn * 

But 4'7r^ = sKL 

Thus energy in part considered is 

-— P, sdn, 

o'TT 

Or the energy for unit volume, at any point, is 
KP 

Sir' 

16. Maxwell's Theory of Electric Displacement. 

According to this view Maxwell supposes that there is across 
any section of this tube of induction what he calls an electric 
displacement of amount e, the displacement in an isotropic 
medium being always in the same direction as the intensity. 
We may regard the intensity /, and the displacement per unit 
area (which is e/s, or KI/^ ir), as analogous to stress and strain 
in an elastic solid. 

Then for the energy per unit volume, given by the formula— 
stress X sirain'^2, we get, as before. 
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i X /x Kl/^ii = -T — . 

Again, the Q^oii&aH'-tntensiiy'^displacementy corresponding to 
stress-^straifiy or elasticity in the solid, and which has the value 
Kl\'n^ has been called the electric elasticity of the medium, 

16, We have noticed that the amount of electric displacement 
is the same throughout the tube of induction, however the nature 
of the medium may vary from point to point of the tube ; and 
'*^ that it^is equal to tlie„quantity of electxicityJrom which the tube 
starts, and equal to the quantity, with sign changed, on which it 
stops. We must suppose that c harge on a body means displac e^ 
ment in the _ngediuiiL surrounding the body, the displacement 
beginning (or ending) where the charge is, and continuing along 
the corresponding lines of induction, being a displacement 
outwards from +ch£trged surfaces, and inwards to —charged 
surfaces. 

It follows that if any closed surface be drawn containing only 
parts of the non-conducting medium, by introducing charges on 
the conductors of the field \hit amounts of displacement produced 
into and out of this surface are equal. 

Again, if a closed surface contains a conductor, or any part 
of a conductor, on introducing + charge into it, on the conductor, 
an amount of displacement, equal to this charge, takes place out 
of this surface along the lines of induction which cut it and start 
from the charge; and on introducing —charge into it an 
amount of displacement, equal numerically to this charge, takes 
place into the surface along the lines of induction which cut it 
and end on the charge. 

Now, regarding what has been called electric displacement 
across any surface as a movement of so much + electricity in the 
+ direction of the lines of induction, it follows from what has just 
been said that no change can be produced in the entire quantity 
of electricity inside any closed surface, drawn in any manner in 
a field ; the amounts that pass in and pass out are numerically 
equal If, for example, a closed surface encloses a portion of 
a surface of a conductor w^hich receives a negative charge, this 
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introduces —charge into the closed surface, but at the same 
time an equal amotmt of electric displacement, along the lines 
of induction ending on this —charge, takes place into the closed 
surfece. 

On this account electricity is said to behave as an incom- 
pressible fluid* 



ct^ - ^^ ' — ^ ^'^^—-^^ "^"^ 



Digitized by VjOOQ IC 



CHAPTER VI. 
Electrical Images and Inversion. 

1. ELECTBICAL IMAGES. The method of electrical images 
is a method given by Sir William Thomson for investigating 
electrical distributions in certain cases. 

Def. : A.N ELECTBICAIi IMAGE is an electrified point or 
system of points on one side of a surfiEtce which would pro- 
duce on the other side of that surfiBuse the same electrical 
action which the actual electrification of that surface really 
does produce. 

2. The theory of electrical images may be made to depend 
on the following proposition. 

The potential of a surface being given and the electrical 
distribution on one side of it, then the potential and elec- 
trical intensity at every point on that side is fixed. 

Let V and V be possible values of the potential of any point 
F with the given potential of the surface, and the given distri- 
bution on one side of it, P being on this side. 

Let us superpose the distribution producing potential V at P, 
and that producing potential V aX P reversed. Then we have 
all the surface at zero potential, and no charges in the field on 
the side of it we are considering. Thus there can be no lines of 
force in the field, and every point in the field is at zero potential. 
Therefore F= P. 

Thus the potential is fixed for every point of the field, and 
therefore the direction and magnitude of the electrical intensity 
is fixed for every point in the field. 
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3. To apply this theorem to electrical images. 

Suppose for any electrical distribution we draw an equipoten- 
tial surface at potential V, and determine the electrical intensity 
F at every point on this surface. Then, if we keep this surface 
at potential V and keep all the charges on one side of it as they 
were before, the intensity at any point just outside the surface, 
and on this side, remains what it was before. 

Let us then introduce a conductor into the field having its 
surface coinciding with the given equipotential surface, and keep 
it at potential V. The intensity at any point just outside it is 
F, the same as that at the same point due to the original distri- 
butions on both sides of the equipotential surface. Having then 
determined I" for any point on the surface due to the given dis- 
tributions, the surface-density at that point of the conductor is 
F/4n. 

If then we have a conducting surface at potential V under the 
action of any distribution on one side of it, we can find the 
density at any point of it if we can determine a distribution on 
the other side of the surface, which with the given one has the 
given surface for an equipotential at potential V, and if we 
can calculate the electrical intensity at all points of the equipo- 
tential for the two distributions. 

4. Call the original distribution A, and its image with 
reference to the surface at potential V, B, We may plainly 
regard A as the image of B with reference to this surface. 
For if we introduce a conductor with a surface coinciding 
with this surface and facing B, and keep it at potential V, we 
may then remove A, and the potential and electrical intensity 
will be the same at every point on the side of B as they were 
before. 

The electrical density at any point of this surface is equal 
and opposite to that which was at the corresponding point of 
the other conductor whose surface faced A, For the intensity 
F is the same just on one side of the equipotential siu'face as it 
is at the other at the same point, and in one case it is directed 
to the surface, and in the other away from it. 
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6. The entire quantity of electricity on the sur&ce of 
a conductor under the influence of a distribution A is 
equal to the entire quantity in the image of A with refer- 
ence to the surface, the distribution A being outside the 
surface. 

Suppose an infinitely thin conducting sheet put to coincide 
with the surface ; A and its image being only in the field. And 
let Q be the entire quantity of electricity in the image. A quan- 
tity — of electricity will be induced on the inner surface of the 
sheet, and there will be a quantity Q on its outer surface. But 
this will be the quantity on any conducting surface facing A 
and coinciding with the given surface and kept at the given 
potential. 

6. To find the surfetce-density at any point of an infinite 
plane kept at potential zero, under the action of a charge 
e concentrated at a point at a distance a from the plane. 

Let the charge ^ be at -4. Draw AC 
perpendicular to the plane, and produce 
it to By making CB equal to A C. 

The charge e ^\. A with a charge —e 
at B will maintain a surface coinciding 
with the given plane at potential zero. 
The charge — ^ at ^ is then the image 
oiezx A with reference to the given plane. 

Let P be any point on the plane. The electrical intensity at 
P due to e and — ^ is normal to the plane and, measured 
towards the side on which A lies, its value is 
e -4C__ 2ea 

Therefore the surface-density at the point P of the plane at 
potential zero, under the action of ^ at -4, is 

€a 

7. To find the surface-density at any i>oint of a sphere 
of radius a kept at potential zero, tinder the action of 
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a charge e oonoentrated at a point at a distance h firom its 
centre. 

Let ^ be at the point 
A ; and C the cehtre 
of the sphere. 

Now suppose we 
have two charges ^, 
and — / at two points 
A and B, The sur- 
face of zero potential determined by them is given by the equation 

e / 
; = ?• 

P being any pomt of this smface, we have 

AP €_ 

The internal and external bisectors of the angle APB meet 
^^ in two fixed points D and jE*, such that 

AD _AE _e 
DB'' BE'^if' 

Remembering that DPE is a right angle, we see that the 
locus of P is the sphere having DE as a diameter. 
Also, we can easily show that 

p = ^, and CB. CA = CD". 

Thus the image of ^ at ^ with reference to the given sphere is 
— ^.^ at a point B, such that CB = ^. 

We have to determine the electrical intensity at any point P 
of the sphere under the action of ^ at ^ and — ^ . 7 at -5. 

This consists of two components, -j^ along AP, and 



Digitized by VjOOQ IC 



58 Electrical Images and Inversion, [Part i. 

Resolving these in the directions AC and CP, we get 
e,h e.BC a 



AF^ BF^ h 



in the direction AC^ 



ea e c? 



T in the direction CP, 



AP' BP' b 
Now the triangles CBP, CPA are similar. 

Thus ^/» = ^/».^', 

/I* 
and BC=:-j-* 



Therefore the component of the intensity at P in the direction 
A C vanishes, as it should do, this intensity being entirely in the 
direction CP. 

We have for its value 

/_J !_ ^\ 

^^^AP' BP^'b) 

_ja_/ ^b\ 



aAP' 
Therefore the surface-density at P is 

4TraAP^' 

If the charge ^ at ^ is inside the spherical hollow BPB, its 
image at B is outside. 

We would find now for the surface-density induced inside at 
P the value eja'^^b') 

4'naAP^' 

In both cases we get for the density at P the value 

e,AD,AE I 
~~YnCP AP'* 

The surface- density at any point due to any number of 
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concentrated charges is found by superposing those due to each 
charge separately. 

8. Suppose the sphere to be at potential V, This would be 
maintained by a uniform surface-density 

V 
4Tra 
with no other charges in the field. 

Thus the surface-density at potential Fis found by superposing 
this and the surface-densities due to the various charges. 

The entire quantity of electricity on the sphere at potential V 
under the action of charges e^, e^y ^3,,.. at distances 3^, b^, d^ 
from the centre, is equal to the charge which would alone keep 
it at potential F together with all the charges in the images; 
that is, to 



'C-i-t-'i-y 



9. Suppose we have two planes intersecting at an angle -» 

where n is any integer ; and at potential zero, under the action 
of a charge e at any point P between them. We can find 
the surface distributions of the planes by means of electrical 
images. 

Let AO, BO be the traces of the 
planes on the plane passing through 
P and at right angles to each of them. 
Let this plane cut the line of inter- 
section of the given planes in 0, 
Describe a circle with as centre and 
OP as radius. 

Let LA OP = a, and take a series 
of points Qi, Pi, Oa» &c* round the circumference of the circle, 
such that 

AAOQ, = a, 

LAOP^^ — ^a, 




Digitized by VjOOQ IC 



6o 



Electrical Images and Inversion. [Part i. 



n 

and so on. 

Now suppose we have a charge e at each of the points P^,P^, 
&c., and a charge —e at each of the points On 02* Os? &c. 
These charges will clearly keep the planes OA, OB at potential 
zero. Thus they are the image of the charge e zt P with 
respect to the given planes. 

We can then by determining the electrical intensity at any 
point of the given planes due to the charges at the points P, Q^, 
Piy Qii &c., find the density of the electrical distribution at any 
point 

10. INFINITE SUCCESSION OF IMAGES. 

Suppose we have two parallel planes, of indefinite extent at 
potential zero, under the action of a charge ^ at a point P 
between them. We can find the distribution at any point on 
either of them by electrical images. 



A — :a^ 



AjJiS 



fi yi ft <h 



Let the straight line through P perpendicular to the two 
planes meet them in the points A and B. And let PA = a, 
PB = dy and a + 3 = r. 

Take an infinite series of points, On Aj Oa> &c., to the left 
of A on the straight line AB, such that 

AP^ = 2C'-a, 

AQ^=:2c + a, 
and so on. 

And take an infinite series of points, j^,/i, J^u A» i^2> *c*> ^^ 
the right of B, such that 

Bp^=2C'--6, 
Bg^ = 2c+d, 
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Now if we suppose a charge e placed at each of the points 
Pti -^8» •••>/!> /«>•••> ^^d ^ charge —e placed at each of the 
points C 02>'«-> 9^ l7iJ i^2>'*-> ^^^se with the charge ^ at -P will 
keep each of the planes at potential zero. 

This infinite system of charges is then the image of the charge 
P with respect to the two planes. 

The electrical intensity at any point on the plane through Ay 
at a distance r from A^ due to two charges e and — ^, at two 
points on the line ^^ at distances / to the right and left of A is 
normal to this plane and equal to 

2el 

Thus the density at any point on the plane through A at 
a distance r from A is equal to 

e ^00 (2»+i)f— 3 



2^ ^ [{(2«4.i)r-.3}« + r*]* 

And we find a similar expression for the density at any point 
on the plane passing through B, 

U. aEOMBTBiOAli TiSTTESBlOiss. Let O be a fixed point 
Join O to any point P, and take the 
point P' on OP such that 
OP.OP'-aK 

Then P' is called the inverse of the 
point P with respect to a sphere of 
centre O and radius at And the process of obtaining P' in 
this way from P is called inverting P with respect to the sphere. 
O is called the centre of inversion. 

If we invert every point on a given surface, or within a given 
volume with reference to a given sphere, it is obvious that the 
inverse obtained will be a new surface or a new volume. 
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12. The following propositions in Geometrical Inversion will 
be found useful. 

(i) Every circle in a plane with the centre of inversion be- 
comes, when inverted, a circle, except it passes through the 
centre of inversion, and then it becomes a straight line. 

For if h is the distance of the centre of the given circle from 
0, and c its radius, its equation is, taking the origin of polar 
coordinates at O, and the initial line passing through the centre 
of the given circle, 

r/ p^— 23/)cos^+3'— r^ = o. 

p . y r ^ For the inverse we must put -- for />. 
^ "o" Thus we get 

This shows that the inverse is a circle, unless 3 = r, in which 
case it becomes the straight line 

2 3pcos^— <z^ = o. 

(2) From this it follows that the inverse of a sphere is a 
sphere unless it passes through the centre of inversion, and 
then it becomes a plane. 

13. (3) The angle between two lines is equal to the angle 
between their inverses. 

For P, Q being two points, and P\ Q 
their inverses, the triangles OPQ, 
OQfP' are similar, and the angle OPQ 
is equal to the angle OQP. There- 
fore in the limit when P and Q are 
indefinitely near together, we get LOPQ 
= LQFP. 
Therefore two lines making the same angles with OP'P 
as their inverses do, the two lines will cut at the same angle as 
their inverses. 

(4) From this it follows that two surfaces cut each other at 
the same angle as their inverses. 
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14. ELEOTBIOAL INVEBSIOI9'. Suppose any group of 
volumes and surfaces in which there is any given electrical dis- 
tribution to be inverted with respect to a sphere of radius a. 
And let every indefinitely small portion of electricity be re- 
placed in the inverse by its image with respect to the given 
sphere. 

Let e and / denote indefinitely small corresponding charges, 
either surfiace- or volume -distributions, at two corresponding 
points P and /", distant r and r' from O, 

Then i^t^t. 

era 

Let J, / denote two indefinitely small corresponding areas, 
and v^.v' two indefinitely small corresponding volumes at P 
and P\ 

Then - = -7 = — -■ j 

s r^ a^ 

and -=-- = —. 

V r^ a^ 

Let cr, cr' denote the surface-densities, and /), / the volume- 
densities at Py P\ 

Then combining the previous results, since 

<r : cr = -> : — 5 

r s 

, , (^ e 

and /:/)=-^:-, 

V V 

a" r^ a^ 
weget 7=^ = ^3' 



Let ^, / be two corresponding charges at P and P^, and let 
the potentials due to these 2Lt Q, (/ be F, F. 

-^. andr=^. 



and 



Then F=^, and r= .,,,^, 
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•*• V ^ e^ FQf 
"^ OP * 0</' 

0(/ 

In the same way if we take a system with any electrical dis- 
tribution producing potential F at a point Q, and invert it; 
since the entire potential produced at any point is the sum of the 
separate potentials produced by the various elementary charges, 
the potential at C the inverse of Q, will be 

Va 
OQ"' 

16. If now we suppose the locus of all points such as Q' to 
be a conducting surface, and we place at O a charge — Fa, this 
surface will be in electrical equilibrium at potential zero, and we 
can calculate the density at every point of it if we know the 
density at all points of the corresponding original surface. 

Conversely, if we have a conducting surface at potential zero 
under the action of a charge e concentrated at a point O, we 
can get from it, by inversion with respect to a sphere of radius 
a and O as centre, a conducting surface at potential ~-e/a, and 
find the electrical distribution on it. 

16. As an example, suppose a sphere of radius a raised to 
potential V; and let us invert it with respect to a sphere having 
its centre O on the surface of the given sphere, and of radius 2 a. 

We get for the inverse a plane touch- 
ing the given sphere at a point A, dia- 
metrically opposite to O. 

The density at any point P of the 
sphere is y 

4va 

Therefore that at the corresponding point P' on the plane is 
V (2 a)' _ V.OA* 
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Thus the plane would have this electrical density on it, and 
be at potential zero under the action of a charge —2a Fat O, 

Or with a charge €2X0 and the plane at potential zero, the 
density at P' is 

a result abready obtained. 
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CHAPTER VII. 
Electrometers. 

1. An Electrometer is an instrument for measuring differences 
of electrical potential by means of the force exerted between 
bodies raised to different potentials. We shall merely consider 
the principles of the action of two electrometers, omitting all 
details about their construction and use. 

2. Sir William Thomson's Attracted-Disc Electrometer and 
Absolute Electrometer, which works on the same principle, 
have the following for their essential parts : — 

^ is a horizontal circular plate, B C B 

having a concentric circular aperture, 

which is very nearly filled up with a 

disc C ; the latter being in position when its lower surface and 
that of B are in the same plane. -4 is a circular plate parallel 
to B and C, and whose distance from them may^be adjusted by 
means of a micrometer screw below A, 

C is suspended by metallic wires, or in the Absolute Electro- 
meter by an arrangement of springs, and to bring it into position 
it must be pulled down by a force F, which is determined in 
dynes. It is observed whether C is in position by a suitable 
arrangement of lenses. B and C are kept in electrical con- 
nexion, and so at the same potential. 

Let aS* be the area of the disc C, d the distance between C and 
A, Kthe difference of potentials between C and A. 

Then V=.d ^^. 
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By keeping A and B at the potential difference which we 
wish to measure and measuring d^ this potential difference may 
be found in this way. This is called by Sir William Thomson 
the * idiostatic ' method of using the instrument. 

As the absolute distance between the plates is not an easy 
thing to measure, the instrument is generally used in the following 
way, called by Sir William Thomson the * heterostatic ' method 
of using it. 

B and C are kept at a constant potential, and A is connected 
successively with the two points whose potential ^difference we 
wish to measure. Let K, V be the potentials of the two points; 
d and d! the distances of A from B for these two connexions 
when C is in position. 



Then 



V'^V^{d'-^d)J 



BttF 



Now d^—d is a quantity that can be obtained with much 
greater accuracy than d; for it is simply the difference of the 
readings of the micrometer screw for the two positions of A. 

3. Sir William Thomson's Quadrant Electrometer has the 
following for its essential parts : — 

A flat cylindrical brass box has small circular portions cut 
away round its axis, and is divided 
into its four quadrants. A, B, C, D^ 
and placed with its axis vertical. A 
light flat aluminium needle swings in 
the centre of the box about an axis 
coinciding with that of the cylinder, 
and is suspended by a bifilar suspen- 
sion; and is of such a shape that as 
it turns through any small angle Q the 

portion passing out of one quadrant into the next is propor- 
tional to ^, equal to k 6, say : that is, for some extent, the ends 
of the needle must be portions of a circle having for centre the 
point where it is met by the axis. Opposite pairs of quadrants, 
A and C, and B and i>, are joined across by wires, so that 




F 2 
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A and C are always at the same potential, and likewise B 
a«id D. 

The needle is kept at a constant high potential V. Let A 
and C be at potential K^, and B and D at potential V^, And 
suppose that the needle is deflected through an angle ^, passing 
out of quadrants A and C into quadrants D and B, Let us 
consider the value of the statical moment which maintains this 
deflexion. We shall suppose this angle to be small enough for 
the side-edges of the needle still to remain well enclosed within 
the quadrants within which they werei in the position of equi- 
librium. 

Let the capacity of the condenser, formed by a portion of the 
needle well enclosed within a quadrant and far away from the 
side-edge of the needle, be c per unit angle. Imagine the de- 
flexion to undergo a slight increment d By so that an angular 
portion d6 of the needle passes into each of the quadrants 
B and D, and an equal angular portion of A and C The 
corresponding increment of the energy is 



^cdeiv,-v^(v^^^). 



Therefore the moment of the force producing the deflexion 

Now Fis kept very large as compared with V^ or V^. Thus 
we may suppose F— (Fi+ V^)/2 to be constant. And for 
small deflexions the moment of torsion in the bifilar suspension 
is proportional to the deflexion. Thus we have, m being a 
constant depending on the instrument, 

F,- F, = me. 

m is called the constant of the instrument, and its value may be 
determined by using a known potential difference for Fj— Fj, 
and observing the corresponding deflexion. 
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M 

CHAPTER I. 
Magnets. 

1. Certain bodies are found to possess the property that at 
any given locality on the earth's surface any such body tends to 
set itself so that a certain line in it has a definite direction with 
regard to the earth. Such a body is called a Magnet. The 
line which sets in a definite direction is called its Magnetic Axis. 
The magnetic axis may be found by setting the magnet so that 
it can move freely about its centre of gravity, and finding the 
line which always sets in a definite direction. 

Magnets may be natural, such as the iron ore called lode- 
stone ; or artificial, such as pieces of steel in which the property 
has been produced by rubbing with other magnets, or by other 
methods, called methods of magnetizing. 

2. It will be seen that the magnetic axis of a body, as above 
defined, is not a definite line, but only a definite direction fixed 
in the body ; for if a certain line in the body takes a definite 
direction, then, of course, any line parallel to it does. For 
definiteness that line which passes through the centre of gravity 
of the body and sets in a definite direction may be considered 
as the magnetic axis. 

If we suspend a magnet, so that it is capable of moving freely 
about a vertical axis perpendicular to its magnetic axis, the 
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magnetic axis will, as a rule, set in a definite azimuth ; pointing, 
as a rule, more or less north and south. That end of the axis 
which points northwards is called the north pole, and that end 
which points southwards is called the south pole. These names 
are often abbreviated into N, pole and S. pole. 

8. If we take a lot of magnets and determine their N, and S, 
poles, we shall find on presenting a pole of one to a pole of 
another which is suspended, that a N, and S, pole will mutually 
attract each other, but two N, poles or two 5. poles will 
repel each other. We thus get the first law of magnetic 
action. 

IiAW I. Iiike poles repel each other, and unlike poles 
attract each other. 

4. If a long thin straight piece of steel be magnetized in such 
a way that there is no magnetic action due to any point of it 
except its ends, it is said to be uniformly magnetized. 

Uniform magnetization cannot be exactly obtained in any 
actual magnet ; but by careful magnetization a close approxima- 
tion to it can be obtained. 

5. A magnetic field is any region in which magnetic in- 
fluence is exercised. The region round about a magnet, for 
instance, is a magnetic field ; and as we have already seen, the 
earth itself produces a magnetic field. 

If we take a long thin uniformly magnetized bar, the magnetic 
action which this will produce, or the extent to which it will 
itself be acted on in a magnetic field, will depend on what we 
may call the qiiantity of magnetism in its poles. The N, pole 
of a magnet is said to have positive magnetism, and the S. pole 
negative magnetism. 

Now let us take any number of such magnets and put them 
so that all their N, poles are together. They will as a rule (as 
we shall see later on) aflfect each other, the state of magnetization 
in each being to a certain extent altered by the presence of the 
others. But in a case in which we may neglect this action, as is 
nearly the case if the magnets are made of well-tempered steel, 
it will be found that the combined N, pole thus obtained is 
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acted upon at any given point in a magnetic field with a force 
equal to the sum of the forces with which the separate poles are 
acted on at the same point. Thus we conclude that the force 
with which a pole is acted on in a given field is proportional to 
the quantity of magnetism in it. Thus we see that if we have 
two given magnetic poles in given positions, the force with which 
they act on each other is proportional to the quantity of 
magnetism in each, when that in the other remains constant, or 
this force is proportional to the product of the quantities in the 
two poles, whatever be the unit of quantity of magnetism. 

6. By using long thin bars, as uniformly magnetized as 
possible, with the torsion-balance, Coulomb showed that the 
force between two poles is inversely proportional to the square 
of the distance between them. Putting these results together, we 
get the second law of magnetic action. 

IiAW II. Two magnetic poles act on each other with 
a force proportional to the quantities of magnetism they 
contain, and inversely proportional to the square of the 
distance between them. 

The quantity of magnetism in a pole is also called the strength 
of the pole. 

Let two poles of strengths m and /»' be at a distance r centi- 
metres apart, and let jP be the force of repulsion between them. 

Then F^k--^, 

where k is some constant. 

As in the case of electrostatics, the action will also depend on 
the medium ; but here too, unless the contrary is specified, we 
shall always suppose the medium to be air under standard 
conditions. 

We have not yet fixed upon the unit of magnetism or unit 
strength of pole. Let us so take it that when m and m' each 
become a unit, and r a unit of length, F may be a unit of force. 
Then ^=1, And the above equation becomes 

mm' 
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And we have the following definition of the unit of mag- 
netism. 

Def.: a XTinT of magnetism is that quantity of 
magnetism which must be concentrated in an indefinitely 
small pole, so that when placed at a distance of one centi- 
metre from an exactly nlmnar pole it repels it with a force 
of one dyne. 

7. Def. : THE UTTENSITT of a magnetic field at a given 
point is the force in dynes with which it acts on a unit 
magnetic pole placed at that point. ^ 

A magnetic field is completely determined if we know the 
intensity at every point of it and the direction in which a posi- 
tive pole would be urged at every point. A magnetic field is 
said to be imiform if each of these two things is the same at 
every point of it. 

If the intensity of a field is -ff'at a given point of it, a pole of 
strength m will be acted upon at that point with a force oimH 
dynes. For, from what we have already seen, the force with 
which a given magnetic system acts on a pole is proportional to 
the strength of the pole. 

8. At a given locality of the earth's surface, the field due to 
the earth may be taken as practically uniform ; for it is found 
that the direction in which this field tends to set the magnetic 
axis of a magnet, and the statical moment with which a magnet 
placed in a given direction is acted upon, both remain constant 
all throughout a given space of moderate dimensions. 

From this it can be shown that the entire quantity of mag- 
netism in any magnet is algebraically zero. For it can be 
shown by various experiments that the resultant magnetic force 
with which the earth acts on any magnet is zero. A piece of 
steel is found to weigh exactly the same before and after mag- 
netization. A magnet hung at the end of a vertical thread does 
not cause it to deviate from the vertical. A magnet floated on 
a piece of wood in water does not move away bodily in any 
direction. 

Thus the earth's field merely tends to set a magnet with its 
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magnetic axis in a certain direction by means of forces acting 
on it which are equivalent to a statical couple, and does not tend 
to move it bodily in any direction. 

9. Def. : A MAGNETIC IiINE OF FOBCE is a line drawn 
in the field such that its direction at any point is the direc- 
tion of the magnetic intensity at that point. 

These lines correspond to lines of force in the electrostatic 
field. In the same way we have equipotential surfaces and tubes 
of force in the magnetic field. And the state of a magnetic field 
may be completely shown by drawing its equipotential surfaces 
and lines of force, just as was done for the electrostatic field. 

A great many propositions proved for the electrostatic field 
will hold without modification for the magnetic field. Thus we 
have the following : 

The surfiEu^e integral of normal magnetic intensity over 
any section of a magnetic tube of force containing no mag- 
netism is constant throughout the tube. 

This integral will be represented by the number of lines of 
force passing through the tube. 

10. Def.: the magnetic POTENTIAIi at any point 
of a magnetic field is the work which would be done by the 
magnetic forces of the field on a positive unit of magnetism 
as it moves from that point to an infinite distance. 

If cr denote the surface-density at any point of a field, and p 
the volume-density, and r denote the distance of a point P from 
an element of surface ds, and r' its distance from an element of 
volume dv, it may be shown, just as in the case of electrostatic 
potential, that the potential at P is 



m-*m-- 



11. Def. : THE magnetic moment of a magnet is the 
statical couple with which it wotild be acted on by a 
uniform magnetic field of unit intensity if placed with 
its magnetic axis at right angles to the lines of force of the 
field. 

If the magnet is a bar uniformly and longitudinally mag- 
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netized, its magnetic moment is the product of its length into 
the strength of its positive pole. 

Suppose a magnet of moment J^ to be placed in a uniform 
field of intensity H^ so that the axis of the magnet makes an 
angle 6 with the lines of force of the field. 

We may suppose the field made up of two fields of intensities, 
H cos B and H sin d, having theu* lines of force respectively 
parallel and at right angles to the axis of the magnet. The 
first of these gives rise to no statical moment acting on the 
magnet. So that the statical moment with which the magnet 
is acted on in the given field is that due to the second part, or 
is MH sin B. 

12« To find the potential due to an indefinitely email 
magnet of magnetic moment ^ at a p 

point distant r from it ; the distance 
r making an angle € with the positdve 
direction of the magnetic axis. 

First, let the magnet AB be uni- 

formly magnetized, having a positive 

pole m2XAy and a negative pole --mdXB, PBA is the angle c^ 

Potential at P is 



in the limit, 



Next, suppose the magnet to be naagnetized in any manner. 
We may then, by putting each little element of positive 
magnetism in it with an element of negative magnetism, sup- 
pose it to be made up of uniformly magnetized magnets of 
moments M^^ Jl^a,... whose axes make angles Cj, €„ ... with 
the distance r. 





Digitized by VjOOQ IC 



Chap. iJ Magnets. 75 

Then the potential at P is, as before, 

Jl/, cos €1 + JI/jCOS €,+ ... 

p 

But M^ cos €1 + M^ cos €,+ ...= ^cos c, for each of these is 
the statical moment with which the magnet would be acted on 
by a field of unit intensity whose lines of force are at right angles 
tor. 

Thus the potential at P is 

-^COS€ 

18. Def.: the uttbnsitt op magnetization of 
a magnetized body at a given point is its magnetic moment 
per unit volume at that point. 

That is, if dv is an element of volume of the magnetized body 
at a point P, and ^/Jlfthe magnetic moment of this volume, the 
limiting value of dM/dv when dv is indefinitely small is the in- 
tensity of magnetization at P. 

The magnetization at any point of a magnet may be defined 
by its intensity and its direction. The direction is the direction 
of the magnetic axis, reckoned from S. pole to N. pole, of the 
element of volume dv. 

We shall denote the intensity by /. And the direction may 
be defined by its direction-cosines X, /m, Vy referred to three 
rectangular axes. 

The magnetization at any point may also be given in terms 
of its three components referred to rectangular axes. Let these 
be A, B, C. 

Thus A=I\, B=:IiJL, C==Iv. 

14. Let us consider the potential at a point P (f, rj, Q due to 
a given magnetic system. Let the components of magnetization 
at any point {x,y, z) be A, B, C. Let r be the distance from 
{Xyy, b) to the point P; and € the angle between r and the 
direction of magnetization. 

Then r cos € = A (f — at) + m (t? -j') + i' (C— «)• 
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Thus the potential at P due to dx dy dz is 
l^dxdydz = {A{S-x)'{'B(rj-y)+ C{C-z)}^dxdydz. 
Thus the entire potential at P is 

V=JJJ{A{^^x) + B{rj^y)+ C{C-z)} ^dxdydz. 

But since r^ = (f-Ar)«+(7y->^)«+(C-«)S 

d I f— j; , 
— -•-■=. ^— — , and so on. 
dx f r* 

So that integrating by parts, we get 

F= [[a i ^^0 + ffB^dzdx+ ffc i *tr^, 



-///: 



KS-f-S)--*- 



Or, if /, m, n are the direction-cosines of the normal to an 
element of surface dS^ and dv is an element of volume, we get 

V= ff{iA + mB+nC)^dS 

Thus we may suppose the given magnetization to be produced 

by a surface-density cr, and a volume-density p, such that 

(T^iA + mB+nC, 

, .dA ^dB ^ dC^ 

and p=-.(_ + _ + _). 

16. Suppose we have an indefinitely short magnet of length 
dsy and pole strength m^ placed in a field so that its negative and 
positive poles are at points whose potentials are V and F'. 
Then the potential of the magnet in the field is 

where M is the moment of the magnet, and s is measured along 
the positive direction of its axis. 
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If H is the strength of the field at the magnet, and </> the 
angle between the positive directions of the field and the 
magnet's axis, the potential becomes 

Thus, if at a point in a magnetic substance, the field strength 
is H^ and the intensity of magnetization /,-the energy, per unit 
volume, of the given state of magnetization is —Ilf cos (f), 
<f> being the angle between the directions of the intensity, and 
of the magnetization at the given point, and ZT being supposed 
to remain constant during the magnetization. 

If If varies with /, the small increase of energy per unit 
volimie, during increase dl in the magnetization, in which 
ZTmay be supposed constant, is — H dl cos <t>. And the entire 
energy of magnetization, per unit volume, is 

— / Hcos <t> dl. 

This expression denotes the work done against the field in 
producing the magnetization, or that which the field would do 
in destroying it. The work done, per unit volume, hy the field 
during the magnetization is, of course. 



/■ 



^cos </) dl, 

16. Def.: a magnetic SOIiENOID is an indefinitely 
narrow filament mag^netized everywhere in the direction of 
its length. 

Def. : the STBENGTH of a solenoid at any point is the 
product of the intensity of magnetization and the area of 
the cross-section at that point. 

A solenoid is called Simple or Complex according as its 
strength is the same throughout, or varies from point to point. 

Let a be the area of the cross-section at a given point of 
a solenoid, M the magnetic moment of an element of length ds 
at this point, / the intensity, and m the strength at this point. 
Then m = /<2, 
and lads = My 
,\ M=imds. 
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Suppose we have a simple solenoid ABy BA being the 
P direction of magnetization ; m the 
strength. Let P be a point whose dis- 
tances from the ends A and B are r^ 
and r,. 

Let QR be an element of length ds in 
the solenoid, such that PQ = r, PR = 
r-^-dr. Then the potential at P due to Qi? is 

mds _^_ OT</r 

^cosi>0i?=--;3- 

Thus the potential at P due to the whole solenoid is 
rn mdr /i i\ 

This is what would be due to two poles of strengths m and 
— m placed at A and -5. 

If a simple solenoid forms a closed curve it produces no 
magnetic effect at any point. 

Def. : A given distribution of magnetism is said to be 
SOIiENOIDAIi if the substance in which it exists can be 
divided into simple solenoids, which either form closed 
curves, or which have their ends in the surface of the 
substance. 

For a distribution to be solenoidal, the condition is that there 
should be no volume-density of magnetism. That is, we have 
the condition 

dA dB dC 

1- — + — = o. 

dx^ dy ^ dz 

17. Def. : A MAGNETIC SHELIi is an indefinitely thin 
sheet magnetized everjrwhere in the direction normal to 
itself. 

Def. : THE STBENOTH of a shell at any point is the 
product of the intensity of magnetiBation and the thickness 
of the shell at that point. 

A shell is called Simple or Complex according as its strength 
is the same throughout or varies from point to point. 
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Let / be the thickness of a shell at a given point, M the 
magnetic moment of an element of area dS z,i this point, /the 
intensity, and * the strength at this point. 

Then * = //, 

and lidS = M\ 

Suppose we have a simple shell of 
strength 4>. Let o) be the solid angle 
subtended at a point P by the contour 
of the. shell, o) being reckoned positive 
or negative according as on the whole 
the positive or negative surface of the 
shell faces P. 

Now consider an element of area dS of the shell, at a distance 
r from P, whose magnetic axis makes an angle € with r, and 
which subtends a solid angle doaztP, The potential at P due 
to this element is 

r- COS € = <Pfla), 

for dti> has the same sign as cos €. 

Thus the potential at P due to the whole shell is 
<l>a>. 

Thus the magnetic action at any point, due to a shell of given 
strength, merely depends on the contour of the shell 

Suppose a magnetic pole of strength w to be at a point P 
just outside a shell of strength <l> on its positive side, P being a 
point at which the contour of the shell subtends a solid angle o). 
Let the pole m be moved round the edge of the shell, and 
brought up to a point Q just opposite to P. At ^ a solid angle 
4 ir— o) is subtended by the contour of the shell, but Q is faced 
by the negative side. Thus the potential at Q is <l> (o)— 4 it). 

Thus during the motion of the pole work is done on it by the 
shell equal to ^it^m, 

A simple magnetic shell of strength * which forms a closed 
siuface produces no potential at any point outside, and a 
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potential + 4 '3i<l> at every point inside, according as the positive 
side is inside or outside. Thus such a shell will exert no action 
on a magnetic pole placed either outside or inside it. 

18. Def. : A given distribution of magnetism is said to be 
TiAMTlLTiAB if the substance in which it exists can be divided 
into simple magnetic shells, which either form closed sur- 
flBUses, tf r have their edges in the surfiBkce of the substance. 

If a distribution is lamellar, then in passing from a fixed point 
to another point, by any path whatever, the algebraic sum of the 
strengths of the elementary shells we pass across, reckoned 
positive or negative, according as we pass across any shell from 
negative to positive side, or vice versa^ is constant for all paths. 
Let this be <f). Suppose the element of path ds makes an angle 
6 with the direction of magnetization at any point ; and let the 
intensity of magnetization be /. Then the integral of Ids cos 
from the first point to the second must be equal to 0. 

Now /cosO = ^^+^# + C^^ 
ds as as 

the integral being taken between the first and second points. 
Therefore we must have 

dx dy dz 

10. To find the mutual potential of a simple shell and a given 
magnetic system ; that is, the work done on the shell as it moves 
off from its given position with respect to the system to an 
infinite distance. 

If we have an indefinitely short magnet of strength m, length 
dSf and moment M^ with its negative and positive poles at points 
in a field at which the potential has the values V and V^ then 
the potential of the magnet in the field is 

m{y'''V)=^m-j-ds=^ M-^y 

where s is measured along the positive direction of the axis of 
the magnet 
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Now let <l> be the strength of the shell, V the potential due to 
the field at any point on its surface, and n the normal at any 
point measured in the positive direction of magnetization. Then 
the potential of an elementary area dS of the shell is 

an 
Now if N is the normal magnetic intensity at dS due to the 
field, 

dn 
Thus the potential of the shell in the field is 

^NdS. 



-*ii' 



This is the product of the strength and the number of lines of 
force due to the field passing through the contour of the shell in 
the negative direction. 

This shows that the action of the field on the shell depends 
only on the form and position of the edge of the shell. 
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CHAPTER II. 

Magnetic Induction. 

1. It is frequently useful to specify the magnetic condition at 
a point inside a magnetic substance by means of a quantity 
that depends on the magnetization of the substance at that 
point, and also on the magnetic intensity that exists at this 
point, and is itself due, in part, to the magnetization. This 
quantity is called the magnetic induciion at the point. It will be 
found to be of great importance in the consideration of the 
induction of electric currents. Its definition is as follows : — 

Def.: the magnetic IM-DUOTlOlir at any point of 
a magnetized body is the magnetic intensity that would 
exist at that point, if an indefinitely thin sheet of the 
substance containing the point and everywhere at right 
angles to the direction of magnetization were removed. 

Suppose the intensity of magnetization at the point to be /, 
having the components A, B,C\ and the components of the 
magnetic intensity at the point due to the given distribution to 
be a, )3, y. Let the components of the Magnetic Induction 
be a, b, c. 

When the indefinitely thin sheet is removed with its in- 
finitesimal quantity of magnetism, it will leave on the two 
surfaces of the magnetized body on the two sides of the given 
point surface-distributions given by the formula 
o-^lA+mB-^nC. 

These will in this case be / and — / on the two sides of the 
given point. And these will produce a magnetic intensity 4 w/ 
at the point, normal to the sheet, or in the direction of 
magnetization. This must be compounded with the original 
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intensity at the given point due to the given distribution, the 
components of which are a, ;3, y. It must be noticed that this 
intensity is due to the distribution actually existing on the body 
as well as to any other distributions in the field. 

We may suppose that before the removal of the sheet the 
two distributions /and —/were coincident, and thus cancelling 
each other, but now, after the removal of the sheet, we have 
them on opposite sides of the point, producing at the point the 
intensity 4 "tt/, everything else remaining practically the same. 

Thus we have for the components of magnetic induction 
a = + 4^-4, 

3=:/3 + 47r.5, 
r = y-f-47rC. 
At a point where there is no magnetized substance, the induc- 
tion-is the same as the intensity. 

2. Def. : A line drawn bo that its direction at every point 
coincides with the direction of the magnetic induction is 
called a LINE OF MAGNETIC INDUCTION. 

Def. : A tube having its sides all formed of lines of 
magnetic induction is called a TUBE OF MAGNETIC 
INDUCTION. 

Where there is no magnetized substance, these lines and 
tubes coincide with the lines and tubes of force, which are pro- 
duced by the distribution whose components of intensity are 

a, A y- 

3. The surfetce-integral of normal magnetic induction over 
any closed surflEtce is zero. 

Let 5 be a closed surface drawn in a magnetic field ; /, m, n 
the direction-cosines of the normal, measured outwards, of an 
element dS of the surface, a, 3, c the components of magnetic 
induction at dS, Then we have to show that 

I I {ia-\-mdi- nc) dS = o. 
That is, ^^ 

ff{la + m0-^ny)dS+4T^ff{lA+mB-^nC)dS=^o. 

6 2 
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Now let -^ be the entire quantity of magnetism contained 
within the surface 5. Then, just as in the case of the corre- 
sponding proposition in electrostatics, we have 



//< 



To find the value of the other term, let us suppose all the 
magnetic substance inside 5 isolated from that outside by 
removing an indefinitely thin sheet of the magnetic substance 
coinciding with »S wherever 5 intersects any magnetic substance. 
Then we have magnetized bodies inside -S" insolated from all 
others, so that the entire quantity of magnetism inside -S" is zero. 
That is, the surface-distribution produced by removing the 
sheets is — Jl/. 

But the surface-density on the magnetic substance just inside 
dS which we have produced by removing the sheets is 

lA-^-mB-^-nC, 
Thus we have 



//<' 



\lA^-mB^-nC)dS^-'M. 

Thus the surface-integral 

\la'\'mb-\-nc^dS-=' 4ir-^— 4ir-^= o. 



//" 



4. It follows that if we have any closed curve, the surface- 
integral of normal-induction over any surface having this as its 
contour is constant, and may be called the quantity of magnetic 
induction through the curve. It is represented by the number of 
lines of magnetic induction passing through the curve. 

Also the quantity of magnetic induction across any section of 
a tube of induction is constant throughout the length of the tube. 
For the quantity of induction across the sides is zero. 

6. LNDUOBD MAGNETIZATION. It is found that if a 
piece of iron or steel be placed in a magnetic field it becomes 
magnetized. Other bodies exhibit the same property too, but 
to a very much smaller extent than iron or steel. The 
magnetization which a body possesses under these circum- 
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stances is said to be induced] and the body is said to be 
magnetized by induction. 

When a piece of iron or steel is magnetized by induction and 
then removed from the field it is found to lose more or less of 
its magnetization. This portion is called temporary magnetiza- 
tion, and that which is retained is called permanent magnetiza- 
tion. The magnetization induced in soft iron or steel, especially 
soft iron, can be very great, but very little of it is retained after 
the body is removed from the magnetizing field. On the other 
hand, cast-iron and well-tempered steel are not readily magnetized, 
but when magnetized retain their magnetization for a long time. 
And as a rule the softer a specimen of steel or iron is the better 
magnet can it be made while under the influence of the 
magnetizing field, but the less magnetization does it retain when 
removed from the field. 

The best material to make permanent magnets of is the 
hardest and best tempered steel. 

6. If a homogeneous, isotropic substance is placed in a 
magnetic field, it becomes magnetized at every point in the 
direction of the magnetic intensity at that point, and with an 
intensity of magnetization, at least for weak fields, proportional 
to the magnetic intensity. 

When the positive direction of the induced magnetization is 
the same as that of the magnetic intensity, the substance is 
called Magnetic or Paramagnetic; when it is opposite, the 
substance is called Diamagnetic, 

Soft iron is the best example of a magnetic substance, and 
bismuth of a diamagnetic substance. 

Thus the magnetization at any point is found by multiplying 
the magnetic intensity by a constant k depending on the 
substance, which is positive for magnetic and negative for 
diamagnetic substances. 

Thus if H is the magnetic intensity at any point of a 
homogeneous isotropic substance, the induced magnetization 
is kZT, and the magnetic induction is (i -h47rK)^. This may 
also be denoted by /txjfiT, where /ut=i -h47rK. 
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DeF. : THE OOBFFIOIBIirT OP INDUCED MAGNETIZA- 
TION of a substance is the ratio of its magnetization to the 
magnetic intensity. 

This is the quantity ic. It is also called the SUSCEPTI- 
BILITY of the substance. 

Def. : THE MAGNETIC INDUCTIVE CAPACITY of a 
substance is the ratio of the induction to the magnetic 
intensity. 

This is the quantity /ut. It is also called the PEBMEABILITY 
of the substance. 

7. Suppose a substance of constant susceptibility k to be placed 
in any magnetic field. If ^is the complete magnetic potential 
at any point, due to the magnetism induced in the body, as 
well as to the other magnetism present, we have for the 
components of magnetization, 

. dU J. dU ^ dU 

dx dy dz 

Thus Adx + Bdy-\-Cdz is a complete differential. Or the 
induced magnetization is lamellar. 

Again, if p is the volume density at any point, 

(dA dB^ ^v 

^ ~ ^dx '^ dy '^ dz^ 

= — 4TTpK, 

Now i + 4'7rK is never zero. Thus /o=o. ^ Or the induced 
magnetization is soUnoidal, 

8. If a piece of iron or steel is placed in a magnetic field 
whose intensity is continually increased the induced magnetiza- 
tion of the substance will not be constantly proportional to the 
intensity of the field. Thus the susceptibility is not constant. 
A state of the magnetic substance is gradually reached in which 
an increase of the intensity of the field hardly increases the 
magnetization of the substance. This is called the state of 
saturation of the substance. 
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9. Hysteresis. In addition to this the induced magnetization 
of a piece of iron or steel will not depend merely on the 
magnetic intensity of the field in which it is, provided that 
intensity is small ; but will also depend on the manner in which 
the magnetic substance has been previously treated, that is on 
its past history. Suppose the intensity is gradually increased, 
the magnetization increasing in consequence. Let H and / be 
corresponding values. After the intensity has considerably 
passed the value H let it be gradually lowered again. The 
magnetic substance tends to retain its magnetization, and when 
the intensity is again passing through the value H^ the mag- 
netization will be greater than /. Thus for a moderate value of 
the intensity, the magnetization can have, on account of the 
retentiveness of the substance for magnetism, any value whatever 
within certain limits depending on the past history of the 
substance. If the intensity is made large, either positive or 
negative, the corresponding magnetization will have a definite 
value. This phenomenon is called magnetic hysteresis. 

10. The behaviour of a given substance, magnetic or dia- 
magnetic, when brought into a magnetic field may be explained 
by reference to the sign of the coefficient k. 

If we bring a bar of unmagnetized iron into a magnetic field 
it will become magnetized in the positive direction of the lines 
of force of the field. And since the positive magnetism in the 
iron is urged along the lines of force of the field in the positive 
direction, and the negative in the opposite direction, the bar will 
set itself, if freely suspended, along the lines of force of the 
field. 

On the other hand, if we bring a bar of bismuth into a 
magnetic field, it will become magnetized in the negative 
direction of the lines of force of the field. Thus whenever it is 
inclined to the lines of force of the field at any angle less than a 
right angle there will be a tendency to drive it still further away 
from these lines ; and, if freely suspended, it will set itself across 
the lines of force of the field. 

11. Magnetic hysteresis may be represented by a curve in 
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which abscissae denote field strengths, and ordinates denote 
corresponding values of the magnetization, or of the induction. 

Consider the case of an isotropic body, so that everywhere the 
intensity /, and the induction B, will be in the same direction 
as the field H, Starting with the substance in the natural state, 
let the field be gradually increased to a maximum value, then 
gradually diminished to a lower value, which may be of opposite 
sign to the first ; carried again to the highest value ; back to 
the lowest, and so on. 

B will first rise, the curve 
giving the relation of B io H 
being OA. After the value 
of H has been increased and 
diminished a few times, as 
stated, the variations of B 
with -^become cyclical] that 
is, the point showing the rela- 
tion of B to If moves con- 
^-^^-^""""^ tinually on the same closed 

curwe ACBDA. 

12. Consider the performance of a complete cycle. If we 
had always the same values of / and of B for a given value of 

a, the work done by the field, being represented by j lid I over 
the cycle, would be zero. '^ 

Because of the hysteresis energy is expended on the whole 
by the field in a cycle ; and the amount of this energy per unit 

volume is given by the value Hd I token over the cycle. 

Since B = 4 -tt /+ ZT this integral becomes 




curve. 



— flldB - — fudff = — fffdB, in a closed 
4WJ 4^J 4WJ 

Heat is developed by the changes of magnetization. Suppose 
this to be given off by the substance as it is produced, or the 
substance kept at a constant temperature. Then the substance 
is in just the same condition at the beginning and end of a cycle. 

Digitized by VjOOQ IC 



C»AE. II.] Magnetic Induction. 89 

The energy expended by the field all goes to produce heat; 

and the heat generated in a cycle is — / HdB over the cycle. 

Thus it is represented by 1/4 ir of the area of the cycle. 

In the same way, if we draw the curve to co-ordinate /and H^ 

the energy expended by the field in a cycle, being I lid I, will 
be represented by the area of the cycle. 

When the substance has gone through a complete series of 
changes, represented by a closed curve on the diagram, the work 
done by the field will always be represented by the area of the 
curve on the /and 11 diagram, or by 1/4 -tt of the area on the 
B and JI diagram. But only when the changes have become 
cyclical, in the sense explained above, can we say that the heat 
developed is represented by the same quantity. For in any 
other case the substance will not be in quite the same condition 
at the beginning and end of a series of changes; and so, 
although it may have the same values of / and B, and the 
same temperature, we cannot say that it has the same intrinsic 
energy. 

13. The curve drawn to co-ordinate / and II will be similar 
in appearance to that for B and H, Taking the above figure to 
represent such a curve, suppose it cuts the positive direction of 
the / axis in C, and the negative direction of the II axis in £, 

OC represents the magnetization that remains when the 
magnetizing field has been removed, and is called the residual 
magnetism, 

OE represents the magnitude of the reversed intensity that 
must be applied to remove the magnetization, and has been called 
by Dr. Hopkinson the coercive force. This expression, which 
has been very loosely applied, has thus received an exact 
meaning. 
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CHAPTER III. 
Earth's Magnetism. 

1. We have already seen that a magnet at any place on the 
earth's surface tends to set itself with its magnetic axis in a cer- 
tain definite direction. Thus the magnet is in a magnetic field. 
And one would find a magnetic field all over the surface of the 
earth with its intensity and direction varying continuously from 
point to point. 

2. A magnet suspended so that its position of equilibrium 
may be horizontal will in most latitudes rest with its magnetic 
axis pointing about north and south. The vertical plane which 
contains the magnetic axis of such a magnet when at rest is 
called the MAGNETIC mbbidiakt at the given locality. 

The field due to the earth in a given locality is completely 
known if we know what are called the Earths Magnetic Ele- 
ments for the given locality. These are : 

(i) The DECLINATION: that is the angle between the 
magnetic and geographic meridians, or the angle between the 
magnetic axis of a freely suspended needle and the line drawn 
due north and south, the magnetic axis being supposed to be in 
a horizontal plane. 

(2) The INCLINATION or DIP : that is the angle which 
the lines of force due to the field make with the horizontal 
plane, or the angle which the magnetic axis of a needle turning 
on a horizontal axis set at right angles to the magnetic meridian, 
and passing through its centre of gravity, so that its magnetic 
axis may move in the magnetic meridian, makes with the 
horizontal plane. 
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(3) The INTENSITY : that is the force in dynes with which 
a unit magnetic pole in the given locality would be acted upon. 

3. These elements not only vary from point to point of the 
earth's surface; but in the same place are subject to small 
periodical variations called the Magnetic Variations. 

It is usual to find, at a given place, the declination, the in- 
clination, and the horizontal component of the intensity. From 
these the total intensity can be determined. 

The horizontal component of the intensity of the field due to 
the earth, in any given locality, is denoted by the letter H, 

4. In any given place the value of H may be determined by a 
method due to Gauss. The following is a sketch of this method. 

Suppose we have a bar magnet, whose moment of inertia A 
about some straight line through its centre of gravity and 
perpendicular to its magnetic axis is known. Let M be the 
magnetic moment of the magnet, supposed to be unknown. 
We have to perform two sets of experiments, which we may 
call the vibration experiments and the deflexion experiments, for 
finding, respectively, the values of MH and M/H, 

(i) The vibration experiments. 

Let us suspend the magnet by a torsionless fibre so that its 
axis is horizontal, and set it to make small oscillations, under 
the action of the earth's magnetic field, about the axis about which 
the moment of inertia is A, this axis being vertical. 

When the magnet is deflected by an angle from its position 
of equilibrium the moment of the force tending to restore equi- 
librium is MH sin 0. So that for oscillations of very small am- 
plitude the equation of motion of the magnet is 

A^^+MHO^o. 

Let us observe the time 7* of a complete vibration. Then 
we have 

Tz 






^H^-^ 
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(2) The deflexion experiments. 

Let us take a small magnetic needle, freely suspended, so as 
to swing horizontally and to be at rest with its axis in the mag- 
netic meridian. Set the magnet so that its axis is perpendicular 
to the magnetic meridian, and when produced in the positive 
direction it passes through the centre of the needle ; the centre 
of the magnet being at a distance r from that of the needle, r 
being great compared with the dimensions of the magnet. This 
will deflect the needle from its position of equilibrium. Let the 
observed deflexion be a. 

Now the potential due to the magnet at the needle is M/r'^, 
Thus the intensity of the field due to the magnet, at the needle, 
which field is at right angles to the magnetic meridian, is 2 JZ/r*. 
Therefore the deflecting couple acting on the needle, m being 
the magnetic moment of the needle, is 

2M 

—5- m cos a. 

And the couple with which the earth's field acts on the needle, 

to turn its axis back to the meridian, is 

Hm%\XiQ., 

These two couples are equal. And thus we get 

M r», 
^^ = - tan a. 

H 2 

From these two results we can calculate the value of II. 
Mtoo can be determined if required. 

To obtain the deflexion a it is best to place the magnet on 
both sides of the needle, with its axis pointing towards the 
needle in the same way in both cases, and to take the mean 
value of the deflexions thus observed for a. 

6. To get as accurate a value for H as possible by means 
of this method it is necessary to make a large number of 
corrections. 

One important correction is that which has to be made on 
account of the dimensions of the magnet and the needle not 
being so small that we can neglect them in comparison with r. 
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Let us suppose first that we have an ideal magnet and an ideal 
needle, the distances between the poles being respectively 2a 
and 2 h. Then, retaining negative powers of r only as far as 
r^, we can show that 

Thus, very approximately, P being a constant, 
M / /'vr'tana 

]y = 0-7)-T— 

Now, with an ordinary magnet and needle, the magnet being 
magnetized as uniformly as possible, the same approximate rela- 
tion will hold, r is measured from the centre of figure of the 
magnet ; and, to correct for small inequalities in the distribution 
of magnetism with respect to this point, the magnet's direction 
may be reversed and the mean of the deflexions taken. The 
same observations may be made with the magnet on the other 
side of the needle to correct for uncertainty with regard to the 
position of the centre of the needle. 

The constant P is estimated by using two different values 
of r. 

In this way a fairly accurate value can be found for -^without 
making any further corrections. 

If the magnet used is a uniform cylinder, of mass \k grammes, 
length / cms., and diameter d cms., its moment of inertia is 

Vl2 16/ 

6. Astatic Ck>mbination8. A combination of magnets rigidly 
attached to each other, and such that when freely suspended in 
a uniform magnetic field it does not tend to set in any definite 
direction, is called an astatic combmation. 

To make an astatic combination of two magnets, each being 
set on at right angles to a common axis, it is obvious that the 
moments of the magnets should be equal, and their axes parallel 
and turned in opposite directions. 

Suppose we have a nearly astatic combination, the moments 
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of the magnets being nearly equal, being M and M'\- bM, and 
their axes making a small angle a with each other. To determine 
how the combinations will set 

When suspended under the action of the earth's field so that 
the axis of the magnet M makes an angle 6 with the magnetic 
meridian, the moment of the forces tending to set the combina- 
tion in the meridian is 

Il[Msine-{M+bM)sin{0 + a)] 
= ff [Msin e- {M^- hM) (sin ^ -f a . cos 0)] 
= —H[aM co^ + bMsin 0], 
retaining only small quantities of the first order. 

Thus when the compound magnet is in equilibrium, 

aM 

^^^^ = ~a^- 

We may notice two particular cases. 

(i) If the moments of the magnets are exactly equal, but their 
axes are not parallel, bM = o, and the combination will set 
itself across the meridian. 

(2) If the axes are exactly parallel, but the moments are not 
equal, a = o, and the combination will set itself in the 
meridian. 
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CHAPTER I. 
The Electric Current. 

1. If we have two points A and B at different potentials, A 
being at the higher potential, and connect them by a conducting 
wire, electricity will flow from A to B, If we suppose A and B 
to be points on two insulated conductors charged to different 
potentials, when they are connected by a wire, the electricity on 
the conductors will soon redistribute itself bringing them to the 
same potential, and the duration of the flow along the wire will 
be very short indeed. But if by any means we can keep A at 
a higher potential than -B, then there will be a permanent flow or 
current of electricity from A to B, And the quantity of elec- 
tricity that passes from A to B per second will depend on the 
difference of potentials between A and B, and the nature of the 
conductor with which we connect A and B, 

One of the most convenient ways of obtaining a steady 
current of electricity is by means of a Voltaic Battery. This is 
aft arrangement in which the energy produced in chemical com- 
binations is used to furnish the work necessary for driving the 
current 

2. One of the best-known forms of battery, and one of the 
best suited for producing a steady current, is Daniell's. This 
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may be made in the following way. A porous vessel containing 
a saturated solution of copper sulphate is put into another vessel 
containing a saturated solution of zinc sulphate. Into these two 
solutions are dipped plates of copper and zinc, respectively, 
having copper wires soldered to their upper ends which project 
out of the liquids. If these wires be jomed across by a con- 
ductor, a flow of electricity will take place through it from the 
copper plate to the zinc plate of the battery. At the same time 
the chemical energy of the battery will be used up. The zinc 
will be dissolved in the sulphate of zinc; the quantity of sulphate 
of zinc will increase, and the quantity of sulphate of copper will 
diminish; and copper will be deposited on the copper plate. 
We shall see later on that the amount of each of these actions is 
exactly proportional to the quantity of electricity that has passed. 
This arrangement is called a Daniell's cell. A battery may 
be made of several cells by joining the zinc of the first to the 
copper of the second and so on. Then the wire joined to the 
copper of the first cell is called the positive pole of the battery, 
and that joined to the zinc of the last cell is called the negative 
pole. On joining the poles by a conductor a current always 
flows from the positive to the negative pole outside the battery. 

3. Def. : THE EIiECTBOMOTIVE FOBCE of a battery is 
the excess of electrical pbtentialof its positive pole over that 
of its negative pole when no current is flowing through the 
battery. 

This quantity is usually denoted by the symbol E. M. F.. 
The E. M. F. of a Daniell's cell is much more constant than 
that of most cells. In most other cells the E. M. F. falls oflf 
considerably when they are used. 

The difference of potential, sometimes called the P. D., between 
two points is also called the electromotive force, or E. M. F. 
between them. 

4. The measure of an electric current or the strength of the 
current is the number of units of electricity passing per second 
in the current. But it is found convenient to adopt a different 
unit of electricity in the case of current electricity from that 
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which is adopted in electrostatics. We shall now consider 
a convenient unit of electric current. 

We must first refer to the chemical actions of the current. 
If an electric current is passed through a chemical compound 
it produces decomposition. This action is called Electrolysis. 
If, for instance, a current is passed through water, with which 
a little sulphuric acid has been mixed to make it conduct well, the 
current being led into the water by a platinum plate and out by 
another (these plates being called the electrodes), the water will 
be decomposed into hydrogen and oxygen. We shall later on 
speak more fully of the laws of Electrolysis and the evidence on 
which they rest ; but one important result proved by Faraday is 
that the amount of any chemical decomposition produced by 
Electrolysis is exactly proportional to the quantity of electricity 
that has passed, and is independent of the quantity per second 
that has passed, or any other circumstances. 

The proof of this did not depend on measures of the currents 
made by any other process. Faraday passed the same current 
through several electrolytic cells all in a series, so as to be sure 
that the same quantity of electricity had passed through each : 
the electrodes were made of various sizes, so as to vary the 
current density. The same amount of electrolytic decomposi- 
tion was found to have taken place in each cell. In another 
experiment the current after passing through a cell A was made 
to divide itself between two cells B and C The amount of de- 
composition in B and C together was found to be exactly equal 
to that in A, 

Thus if we have a steady current flowing and we can make it 
pass through a chemical compound and decompose it, and we 
can measure the amount of decomposition produced per second, 
we may take this as a measure of the current. Suppose, for 
instance, we decompose water and measure the quantity of 
hydrogen liberated per second. This is proportional to the 
strength of the current. 

6. But it is by means of another effect produced by the electric 
current that the measure of its strength is determined. Orsted 

H 
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discovered in 1820 that an electric current flowing in a straight 
wire when brought near to a magnetic needle tends to set the 
needle at right angles to the current. In fact any electric circuit 
carrying a current produces a certain magnetic field. And it 
has been proved by experiment that the intensity of this field is 
at every point exactly proportional to the strength of the current 
as measured by Electrolysis. The strength of a current is then 
measured by the magnetic intensity which a certain conductor 
carrying that current produces at a certain point. 

6. The way in which a straight conductor carrying a current 
tends to deflect a magnetic needle is given by the following rule 
of Ampere's : — 

If we suppose a man to swim wUh the current in the con" 
ductor^ and to turn so as to look at the magnetic needle^ the 
conductor tends to deflect the N, pole of the needle to his left 
hand. 

An instrument for detecting electric curpents may be made by 
winding several turns of wire insulated from each other in 
a coil, and suspending a magnetic needle inside the coil. Then 
if a current is sent through the wire of the coil it follows from 
Ampere's rule that each portion of the wire tends to deflect the 
needle in the same way. By multiplying the number of turns in 
the coil the instrument may be made more sensitive. 

An instrument for detecting or measuring electric currents is 
called a Galvanometer. 

7. Before we can define the unit of current we must consider 
more closely the magnetic actions of electric circuits. 

The precise action between a magnetic system and any por- 
tion of an electric circuit carrying a current may be deduced 
from experiments of Ampere's and Weber's, which have shown 
that the magnetic action of a small plane circuit at distances 
from it which are great compared with its dimensions, is the 
same as that of a small magnet whose axis is normal to the 
plane of the circuit, and whose moment is proportional to the 
product of the area of the circuit and the current which it 
carries. As the unit of current has not yet been defined, we 
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may take the moment of the equivalent magnet to be equal to 
the product of the area of the circuit and the current which 
it carries. We shall see later on what precise definition of unit 
current this leads us to. 

The action of an electric current depends, in a way that 
we shall consider, on the medium; unless the contrary is 
specified, we shall suppose the medium to be air under 
standard conditions. 

The direction of the current in the circuit and the positive 
direction of the axis of the equivalent magnet are connected by 
the following important rule : — 

A right-handed screw placed along the axis of the magnet 
and turned in the direction of the current will move in the 
positive direction of the axis of the magnet. v^^ 

This we may call the right-handed screw law, > 

8. We may now prove that the magnetic action of any circuit 
carrying a current is the same as that of a simple magnetic shell 
whose contour coincides with the circuit, whose strength is 
equal to the current in the circuit, and whose direction of 
magnetization is connected with the direction of the current 
according to the right-handed screw law. 

Let us consider the magnetic action of the circuit at a point 
P, Draw any surface S having the circuit for its contour, and 
not passing through P, Draw two series of lines on S to cut it 
up into elementary surfaces each one of which is small compared 
with its distance from P, and the radii of curvature of S at it. 
Let t be the current in the given circuit. We may suppose 
a current /to pass round each one of the elementary circuits into 
which S is divided, for the two currents passing along the 
common edge of any two adjacent elements are in opposite 
directions and neutralize each other, so that the elementary 
circuits each carrying the current i are equivalent to the given 
circuit carrying the current i. 

Now suppose a magnetic shell of uniform strength i coinciding 
with S. The magnetic moment of an elementary portion dS 
is idS, Thus, by the experiments referred to, this produces 

H 2 
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the same magnetic effect at P as the elementary circuit dS 
carrying the current u So that the entire shell is equivalent 
with regard to its magnetic action to all the elementary circuits, 
and therefore to the given circuit carrying the current u 

0. We see that a given closed electric circuit produces the 
same magnetic action at all points as any simple magnetic 
shell having its contour coinciding with the circuit, and of 
strength equal to the current in the circuit. This may be called 
an equivalent magnetic shell of the given circuit 

We shall call the positive direction of magnetization of the 
equivalent shell of a given circuit, as given by the right-handed 
screw law, the positive direction through the given circuit 

10. We can now find the potential of a circuit in a magnetic 
field. 

First suppose we can replace the circuit by an equivalent 
magnetic shell. Then the required potential is the same as 
that of the shell ; that is, it is the product of the strength of 
the current and the quantity of induction passing through it in 
the negative direction. 

Next suppose that no surface can be drawn having the circuit 
for contour without cutting across some substance in the field. 
Draw such a surface cutting the substances it meets with every- 
where at right angles to the lines of induction ; and remove from 
these substances indefinitely thin sheets coinciding with the surface 
drawn. When this is done the intensity at any point of the 
surface we have drawn is equal to the induction of the given 
field at that point. We can now place a magnetic shell in the 
field coinciding with this surface and equivalent to the given 
circuit : and the potential required is the potential of this shell. 
Thus the potential of the circuit is the product of the strength 
of the current and the quantity of induction passing through 
it in the negative direction. 

This may also be measured by the product of the strength of 
the current and the number of lines of induction passing through 
the circuit in the negative direction. 

Thus the work done on the circuit by the field during any 



Digitized by VjOOQ IC 




Chap. I.] The Electric Curreni/ ' * \6\ 

change of position, the current remaining constant, is the 
product of the strength of the current and the increase in 
the magnetic induction through the circuit in the positive 
direction. 

11. We can now find the mechanical action, or Electro- 
magnetic Force, acting on an element of a circuit, carrying 
a current i*, in a given magnetic field. 

Consider a small element ds of a circuit carrying a current /. 
Let the magnetic induction at ds be 
H\ and let its direction make an 
angle Q with ds. Now suppose ds 
capable of sliding parallel to itself so 
that its ends move on two parallel 
metallic rods AB, CD, As ds slides 
in this way the field does work on it 
measured by the product of i and the 
quantity of induction taken in by ds 

in the positive direction. This is a positive quantity, as appears 
from the right-handed screw law, when an observer turning so 
as to look successively in the directions of the current, the 
induction, and the motion of ds, looks round in the clock-wise 
direction. For a given amount of displacement of ds the 
maximum {quantity of work will be done if ds moves so as to 
include the maximum quantity of magnetic induction. This 
will be when the motion of ds is at right angles to itself and 
to the lines of force. Therefore this is the direction of the 
Electromagnetic force acting on ds. Now if ds moves in this 
direction through a very small distance «, the work done by 
the electromagnetic force F\%i, H , nds sin 0, 

Thus Fn:=:i,H.nds sin B. 

.-. F=iilldssine. 

And the direction of F is at right angles to ds and to the 
magnetic induction at ds, 

12. Suppose we have a single magnetic pole m acting on ds. 
Let r be the distance of m from dsy and 6 the angle between 
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r and ds. The induction at ds is w/f*. So that the force 
on ds is 

And therefore the force with which ds acts on w is a force 

equal to this and in the opposite direction or —F, That is, the 

magnetic intensity due to ds at the pole w, or the force on unit 

pole, is 

ids sin Q 



The forces F and — F with which m acts on ds^ and ds acts 
on >», respectively, are not directed along the same straight line. 
Let us consider in what sense we may say that —F is the force 
with which ds acts on m. 

We may suppose w to be the only magnetism in the field, 
by supposing it to be a pole of an infinitely long uniformly 
magnetized magnet, the other pole —m being at an infinite 
distance away. Then we have shown that F is the force with 
which m acts on ds. But it must be remembered that ds alone 
does not act on m, every portion of the closed circuit acts on m. 
If we consider the action of m on the entire closed circuit, 
and the reaction of the circuit on /«, these would be two equal 
and opposite forces along the same straight line. Now the 
action on the circuit would be obtained by compounding all 
such forces as F, Therefore the reaction on m would be 
obtained by compounding all such forces as -^F, In this 
sense we may say that the reaction of ds on m is — F\ for 
if we compound all such forces as — Z', supposed to be due 
to each element of the circuit, we get the true reaction on m. 

In this sense we may say that the magnetic intensity at m 

due to ds is 

ids sin Q 



For by compounding all such intensities due to each element 
of the circuit we get the true intensity at m, 
13. That the action and reaction of m and the circuit are 
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equal and opposite and along the same straight line follows 
from the fact that two indefinitely small quantities of magnetism 
q and ^ act on each other with forces, both equal to qq'/r^, in 
opposite directions, and along the straight line joining them. 
Now the circuit is equivalent to a certain magnetic system : thus 
when we consider the circuit and the pole m together the forces 
arising from their mutual actions just cancel each other. 

The same thing may be proved experimentally by showing 
that a system composed of a circuit and a magnet rigidly 
connected does not tend to displace itself; that is, there is no 
resulting force or couple arising from the mutual actions of 
its parts. 

14. Suppose we have a wire of length / bent into a circular 
form of radius r and carrying a current i*. Let there be a pole 
of strength m at the centre of the circle. We may suppose each 
element of length ds of the circular circuit to act on the pole m 
with a force urging it along the axis of the circle in the direction 
given by the right-handed screw law and equal to 

tnids 



Thus the entire force on tn is, in dynes, 



mil 

~?" 

From this we see that if the current is of unit strength, the 
pole of unit strength, the radius of the circle one centimetre, and 
the length of arc one centimetre, the force with which the pole 
will be acted on will be one dyne. Thus we can give the fol- 
lowing definition of unit of current. 

Def. : THS UiriT of CUBBBirT is the current which, 
flowing in a conductor in the form of a circular arc one 
centimetre long, and having a radius of a centimetre, acts 
with a force of one dyne on a unit magnetic pole placed at 
the centre of the circle. 

It should be noticed that the direction of the force with which 
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a magnet pole is acted on, due to an electric circuit, as given 
by the right-handed screw law, coincides with that given by 
Ampere's rule. 

16. Let us consider the work done by a closed circuit carrying 
a current i on a magnetic pole m, which traverses a closed path 
so drawn as to be linked with the circuit, that is, to pass through 
it once and round outside. And suppose the motion of the 
pole is in the positive direction of the magnetic field of the 
circuit. 

Replace the circuit by an equivalent shell, and let the pole 
start from a point P just outside the +face of the shell and travel 
up to a point Q just outside the —face, and opposite to P, so that 
P and Q are indefinitely close to each other ; and in the limit the 
work done in the path from P to Q is equal to that done by the 
circuit in the same path closed up by joining P and Q, Now 
suppose the circuit subtends a solid angle co at P, Then the 
—face of the shell subtends a solid angle 477— co at Q, Thus the 
potentials of the shell at P and Q are ^o), and — /(4 7r— o). 

Therefore the work done by the shell on unit pole in the path 

from P to is 

/(o + i (47r— 0)) = ^Tti, 

The work done by the circuit on pole m in the closed path 
is ^Ttmi. 

This result is of great importance. It will be useful to extend 
it as follows. 

Suppose the closed path of the pole to wrap round the circuit 
n times. This may be replaced by n separate closed paths, 
each linking the circuit once, and such that the additional 
portions which have been introduced to make up the n paths 
always cut each other out in pairs, being coincident, and being 
traced in opposite directions. Thus the work in the single path 
is equal to the work in n paths, each linking the circuit once, 
and is, therefore, ^'nnmi. 

If the circuit has n' turns the work it does on pole m traversing 
a path which wraps it round n times is easily seen to be 4 'nnr/mi. 
For if the n turns are close to each other the circuit is mag- 
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netically equivalent to one of a single turn with current n'u 
And if the turns are spread out they may be replaced by n' 
simple circuits, the additional pieces which have been introduced 
to make up the n' circuits cutting each other out in pairs, since 
equal currents flow along them in opposite directions. 

The work done by a circuit on a pole traversing any closed 
path which does not link with the circuit may be seen by similar 
reasoning to be zero. 

16. We must now notice an important difference between 
a circuit and an equivalent shell. The circuit is completely 
represented in its magnetic eflfect by the shell at all points, 
except where the material of the shell is. The magnetic intensity 
due to the circuit is continuous throughout any such path as we 
have been considering, but that due to the shell becomes 
discontinuous at the faces of the shell. And at any point in the 
material of the shell the intensity has a different value, in fact, a 
value of opposite sign to that which the intensity at the same 
point due to the circuit has. 

The work done by the simple circuit on pole m^ in a closed 
path once linking it, is \Ttmi, But the work done on the pole 
in the same path by an equivalent shell, if we suppose the pole 
to move through the shell without disturbing its magnetism (as 
we must suppose to be the case if the shell remains equivalent to 
the circuit), is clearly zero ; being the work done on the moving 
pole by given attracting and repelling masses as it moves off 
from a given position and back again to it. 

The shell has at a point at which its + face subtends a solid 
angle a>, a potential I'o). But we cannot say this of the circuit. 
For this may be made to do any quantity of work on a + unit 
pole starting from the point, the pole going through the 
circuit as often as we please ; the battery which supplies the 
current furnishing the energy required. We must consider the 
potential of the circuit at the given point to have an infinite 
number of values, the difference between any consecutive two 
being 4-11/. 

17. Now suppose there are in the field of the circuit any 
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magnets and magnetic substances ; and let us consider the work 
done on pole w in a path once linking the circuit. The magnetic 
forces of the field are now made up of two sets ; those that the 
circuit would alone produce if in a homogeneous field of unit 
permeability, and those due to the distributions of magnetism in 
the field partly permanent and partly induced. The work done 
in the path by the circuit is 411 mt\ That done by the magnetic 
distributions is zero. 

Thus the entire work done, in this case as well, on the pole 
m in the given path is 4 Trmt. 

We may express this as follows. Let ff be the resolved part of 
the entire magnetic intensity along the path j, closed, and once 
linking the circuit. Then 



/ 



Hds = 4ir I, 

the integral being taken once round the path and in the 
positive sense with reference to the circuit* 

18. An electric circuit will produce just the same field in any 
homogeneous isotropic indefinitely extended medium. For the 
intensity at any point will be made up of that which would be 
produced at the same point by the circuit directly in a medium 
of permeability unity, and of that due to the distribution induced 
by the circuit ; and, in the case of the medium specified, there 
is no induced distribution. 

On the other hand any arrangement of magnets, say, a shell 
equivalent to the circuit, will produce different fields in media of 
different permeabilities, on account of the magnetic distribution 
such an arrangement will induce in the medium at the surfaces 
of separation of it and the magnets. 

It follows that if a circuit and shell are equivalent in one 
medium they will not be so in a medium of different per- 
meability. 

19. Suppose we have an indefinitely extended linear conductor 
carrying a current /. To find the magnetic intensity it pro- 
duces at a point distant r from it. 
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From tbe given pcMnt P draw PM perpendicular to the 
conductor. Take a point J? on tbe conductor, 
such that MR=^x. Then the intensi^ at P 
due to an element <6: at J? is at right angks to B 
the plane PRM, and 

tdxsinPRM ^ 





irdx 






Thus the 
rent is 


intensity at P due to the 


entire cur- 




r 


irdx 






Or, putting x=r tan we get 



-m: 



cos BdB^ 



21 



Again, the intensity at P may be foimd as follows. We may 
suppose the circuit oF the indefinitely extended straight con- 
ductor to be completed by a conductor all of which is infinitely 
distant from P. For the action of an element of this conductor 
on a pole at P is inversely proportional to the square of its dis- 
tance fi-om P, while the length of the conductor is proportional 
to its distance from P, Thus the action of this infinite conductor 
on a pole at P may be neglected. And the action of the 
entire infinite circuit formed is the same at P as that of the 
straight conductor alone. Now let us suppose that the whole of 
the completed circuit is in a plane with P, Then the motion of 
a magnet pole at P either parallel or at right angles to the 
given conductor will produce no variation of the angle subtended 
at it by the contour of the circuit, and therefore no work will 
be done on it. Thus the intensity at P is at right angles to the 
plane containing P and the given conductor. Let the intensity 
be 7. Then if a pole of strength tn moves in a circle round 
the given conductor keeping at a distance r from it, so that the 
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intensity at it is always 7, and in the direction of its motion, the 
work done on it is 2 irr /, and also 4711*. 

r 



-.^ 1^ * 



«L 



N^^ 



In the same way we may see that if a current of strength 1 
flows in a cylindrical conductor, and is uniformly distributed in 
it, or distributed so that the density is proportional to the 
distance from the axis of the cylinder, than the intensity it 
produces at any point outside the cylinder at a distance r from 
1 ^ its axis is 2 {Jr, ^ 

'* i:"!^ 20. The subject of the equivalence of a circuit and a shell 
"^ may be approached from a different point of view, as has been 
done by Biot and Savart, who made experiments to determine 
the law of magnetic intensity produced by an infinite straight 
tj^jl conductor carrying a current. This was done by oscillating a 
short magnet first under the action of the earth alone, and then 
o *^ under the action of earth and current. In this way they found 
^ the law which we have deduced in Art. 19 from Ampere's 
_^ experiments, that the intensity is proportional to i/r. 
i,^ Thus the two sets of experiments agree with each other, 
tj But it is not difficult, starting from Biot and Savart's experiments, 
^ to show that any plane circuit bounded by straight lines, and 
^ thus any circuit (by considering it made of indefinitely small 
plane circuits bounded by straight Hues), produces a field as if it 
i had a potential at any point proportional to the solid angle it 
*■ subtends at that point, and thus acts like a magnetic shell having 
"i the same contour. 

21. A Tangent Galvanometer is an instrument for measuring 
directly the strength of an electric current. It consists of a 
number of turns of wire wound in a circle, with a short magnet 
suspended at the centre ; the plane of the coil being set in the 
magnetic meridian. 

Suppose we have n turns of wire wound in a circle of radius 
fl, the current being brought up to the coil and taken away from 
it by two wires wound closely together, so that the effects of the 



o 



-N^ 5 
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currents in these two on the needle neutralize each other. Let 
this coil be set in the plane of the magnetic meridian ; and let 
a short needle of moment M be suspended or pivoted at the 
centre of the coil. Let the horizontal component of the earth's 
magnetic intensity be H, 

Suppose that on passing a current 1 through the instrument 
the needle is deflected from its position of equilibrium, and there- 
fore from the plane of the coil, by an angle d. 

Now the length of wire in which the current is flowing is 
2 Tina. Thus the intensity at the centre due to the current is 

2'nnat 2'nni 



Therefore the moment of the couple with which the field due 
to the current i acts on the needle is 

27r«i*Jfcosd 



This must be just equal to the moment of the couple with 
which the earth's field acts on the needle. And this is 

Thus i--^.H.\zne. 

2itn 

22. In general, a galvanometer is made of a number of 
turns of wire forming a coil, and having a space left inside the 
coil unoccupied by wire, in which a short magnetic needle is 
suspended. The passage of a current through the coil is shown 
by producing a magnetic field which causes the needle to be 
deflected, 

A great many galvanometers are used, not for finding the 
absolute measure of a current, but for detecting the presence of 
a current ; or sometimes for comparing the relative strengths of 
two currents, so that we do not require to know the dimensions 
and number of turns in the coil. 

Suppose a galvanometer has a very short needle, which is so 
situated with respect to the coils when in its position of equili- 
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brium, that we may suppose the magnetic field due to a current 
in the coils is, in the neighbourhood of the needle, uniform and 
at right angles to the needle. This field is also proportional to 
the current /'; so that we may denote it by Gu G is called the 
galvanometer ccmstant. 

If this current deflects the needle through an angle against 
the action of the earth's field Hy we have, if J!/" is the magnetic 
moment of the needle, 

G t'Af cos 6 = If M sin 0, 
,\ i'= — tand. 

XT 

The constant for a tangent galvanometer is iitn/a. 

The multiplier H/G is called the reduction factor for the 
galvanometer, and is, of course, not constant, depending on the 
value of the horizontal component of the earth's magnetic 
intensity. 

23. Suppose at any point of the field the current density, or the 
quantity of current per unit area at right angles to the direction 
of its flow, is q. Let UyVyWhe the components of q. 

Let a, /3, y be the components of the magnetic intensity at the 
same point. 

Consider a small rectangle with sides, (fy, dz, parallel to the . 
axes of^ and z. The quantity of current flowing through this 
rectangle is udydz. And the line integral of magnetic intensity 
round it is 



\%-fM"- 



dy 

rdy_ 
^dy 



Thus we have 

A'nudydz^{-^--^)dydz^ 



4^" = ^ dz 



dy d? 
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Similarly 


da dy 

47rz^ = — - -1 

dz dx 


and 


dfi da 

4TTW = -^ — -- . 

dx dy 
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CHAPTER II. 
Steady Flow in Conductors. 

1. Ohm's Iiaw. If we take a conducting wire AB and 
maintain its two ends at different potentials so as to get a steady 
electric current flowing along the conductor, the magnitude of 
this current will depend on the potentials of the ends of the con- 
ductor, and on its size, shape and material. The exact law 
on which the current depends was investigated experimentally 
by Dr. Ohm, and may be given as follows. 

If a steady current pass through a given conductor kept 
at a constant temperature the potential-difference of the 
terminals of the conductor is proportional to the current 
passing. 

Thus, if E denotes the E. M. F. between the terminals of a 
conductor kept at a fixed temperature, and C the steady current 
which passes when the E. M. F. E is maintained, we have the 
relation 

jC = C X a constant quantity for the given conductor at the 
given temperature. 

This constant quantity is called the electrical resistance (or 
resistance simply) of the conductor at the given temperature. 

We may define the resistance of a conductor at a given 
temperature as follows. 

Def. : THE BESISTANOE of a conductor is the constant 
quotient obtained by dividing the E.M.F. between its termi- 
nals by the value of the steady current flowing through the 
conductor with that E. M. F. 

In fiiture when the resistance of a conductor is spoken of 
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it will be supposed that the conductor is kept at some fixed tem- 
perature unless the contrary is specified. And it will be supposed 
that the current passing in a conductor is steady unless the con- 
trary is specified. 

2. In considering conductors which have very small cross- 
section as compared with their length, such as conducting wires, 
the two ends of the conductor, which may be regarded as points, 
are supposed to be kept at a certain difference of potential. 
And these two points at which the current enters and leaves are 
called the electrodes of the conductor. But in some cases the 
electrodes of a conductor have to be considered as surfaces of 
finite extent, as when we speak of the resistance of a cylinder of 
section which is not small as compared with its length. Then 
the two ends of the cylinder must be taken as the electrodes, 
and we must suppose, in considering what its resistance is, 
that the whole surface of one end is kept at the same potential, 
and the whole surface of the other end at some other potential, 
the same throughout. 

The electrical resistance of a given conductor will of course 
depend upon what points or surfaces we agree to consider as its 
electrodes. But in the case of a wire or cylinder, these are 
always taken to be the ends as explained. 

3. Ck>mbined resistance of a number of conductors. 

If we have a number of conductors joined together in any 
way, and their combined resistance is spoken of, it is supposed 
that two electrodes A and B in the combination are fixed upon 
by which the current is to enter and leave, and the combined 
resistance means the resistance of a single conductor having its 
electrodes at A and j5, which would allow the same current to 
pass for the same E. M. F, from A to B; that is, it is the 
quantity by which we must multiply the entire current passing 
through the combination from A to B, to obtain the E. M. F. 
from A to B, 

We shall consider two cases of combinations of conductors. 

(i) Suppose a number of conductors joined together *in series,' 
that is, end to end in a continuous row. Let rj, r^, r3,...r, be 

I 
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the resistances of the conductors, and R the resistance of the 
combination. 

Let AB, BC, CD,.,.rZ denote the A B C D F Z 
conductors. We require to find the r^ r, r^ '" r„ 
resistance JR from ^ to Z. 

The same current must pass through each conductor. Denote 
it by C. And let Va, Vb,...Vz denote the potentials at 
A,B„..Z. 

Then VA-VB=^Cr^, 

VB-Vc=Cr,, 



Vy^Vz=Cr,; 

Thus VA-Vz = C{r^-^r^+...+r^). 

But Va-Vz^CB. 

Therefore B = r^-^r^-b ... +r„ = 2r. 

(2) Suppose a number of conductors joined together 'in 
parallel/ that is, with all their ends connected to the same two 
points A and B. 

Let r^, r^, ''jt •••''» be the resistances of the conductors, and 
B the resistance of the combination. 

Let Cj, Cj, C^y.,.C^ be the currents 
flowing through the conductors, and C 
the entire current through the combina- 
tion. 

Let Va, Vb denote the potentials at A and B, 

Then Va-Vb= C,r, = C^r^ = C^r^ = ... = C„r^, 

Therefore 

{Va-Vs)Q+^ + ... + ^) = C,+C,+... + C,=C. 

.-. VA-VB=c,Y-r^ — r 
-+-+ ... +-. 

But Va-Vb=CB. 

Therefore 

III I ^ I 

^= - + -+...+ - =2-. 
^ r. r^ r^ r 
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4. As particular cases we have the following. 

If there are n conductors each with resistance r arranged in 
series, their combined resistance is rn. 

If they are arranged in parallel their combined resistance is 
r/n. 

It follows from this that if we take a conductor of given 
material and of uniform cross-section, and vary its length in 
any manner, its resistance is directly proportional to its length. 
And if we vary its cross-section in any manner its resistance is 
inversely proportional to its cross-section. 

Thus if we have a conductor of a given material, of uniform 
cross-section j, and of length /, its resistance expressed in terms 
of any given unit of resistance is given by the formula kl/s, 
where ^ is a quantity depending only on the material and 
physical state of the conductor, and the unit of resistance used. 
k is called the specific resistance of the material, and may be 
exactly defined as follows. 

Def. : THE SFECIPIO BESISTANOE of a given material 
is the resistance of a portion of it of unit cross-section and 
unit length. 

5. We have seen that if we have a wire ABy a current will 
flow along it or not according as its ends A and B are kept at 
different or the same potentials. Now let the wire be cut across 
and a battery of E. M. F. E joined up to its parts, so that its 
positive pole is joined to the part of the wire towards By and its 
negative pole to the part of the wire towards A, Then if the 
parts of the wire are insulated so that no current flows through 
either part of it or the battery, A and B are at the potentials of 
the poles of the battery, that is, B is at potential E above that 
of -4. And this is the suflBcient condition for no current to pass 
in the wire which now includes a battery of E. M. F. E. 

Let us denote the potentials of A and B by the letters 

Vaj Vb* Then we have seen that the condition for no current 

is 

Vb-Va^E. 

Now if the value of Vb—Va be made greater or less than E, 



I 2 
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a current will flow through the wire and battery from B to A^ or 
from A to B, Thus we may look upon -fi*— (F>— F^) or 
Va—Vb-^-E^^ the eflfective E. M. F. from A to B. And if C 
is the current passing, and R the resistance of the wire, and we 
consider the battery to have an electrical resistance r of the 
same nature as the resistance of a Wire, we get the equation 

Experiment shows that the results obtained from using this 
equation are consistent, so that we may always suppose a battery 
in a given condition to have a definite electrical resistance, just 
as any other part of a circuit has. 

6. Simple Circuit with Battery. 

Suppose the two ends A and B of the conducting wire are 
joined together, so that Va = Vb* Then we have a battery 
with its two poles connected by means of a conducting wire. 
Let C denote the current flowing through the battery and 
wire, from the positive to the negative pole outside the battery ; 
R and r being the wire and battery resistances. Thus we have 
the equation 

E 



Or C= 



R-\^r 



7. KirchhofTs Iiaws. Suppose we have a net-work of linear 
conductors, that is, a system of linear conductors joined up 
together in any given manner, with given resistances, and in- 
cluding given E. M. F.s. And suppose the currents in the con- 
ductors to have attained their stationary values. 

(i) Let us consider all the conductors which meet at one 
point of junction, and let the values of the currents flowing in 
the conductors towards that point be C^, C,, C^,,,,C^, Then 
since the quantity of electricity that flows up to the point per 
second is just equal to the quantity that flows away, we have 

Or 2(C) = o.... (A) 
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(2) Let us consider any complete circuit ABC.KLA 
formed by some of the conductors of the system, 

AB,BC,.„KL,LA. 

Let the resistances of these conductors be R^, R^,,.,R^, Let 
them include E. M. ¥s E^, E^,...E^i and let there be currents 
flowing in them C^, Cj,...C„; the E.M.F.S and currents being 
both measured in the direction ABC.,,KLA, 

Let the potentials of the points A,B,C,,,,K,L be denoted 
by the letters Va, Vb, Fc,... Vk, Vl* Then we have the equa- 



Vk-Vl+E^,^C^_,R^^^, 
Vl^Va+E^^C^R,, 

Adding these we obtain 

E^+E,+ .„+En^C,R,-{-C,R,+... + CnR^, 

Or 2(^) = 2(Ci?).... (B) 

The results included in the formulae (A) and (B) are the laws 
given by Kirchhoff for a net-work of linear conductors. 

8. Maxwell's Investigation for a System of Iiinear Ck>n- 
dnetors. 

Suppose we have n points A^, A^, A^,,.,A^ connected to- 
gether in pairs by ^ « («— i) conductors. Let the potentials of 
these points be P^y P^, P^y...Pn' Let the conductivity (or 
reciprocal of the resistance) of the conductor joining -4p and Aq 
be jfiTp^ Let the internal E. M. F. (which may be zero) in this 
conductor acting from A p to A g he Ep^, And let the current 
from Ap to Aq along the conductor Ap A^ be Cp^. Thus we 
have the relations 

-^PQ ^^ -^Qpy -^PQ ^^ "~ -^qpy ^PQ ^ "■ Cqp,,,. (I ) 

Also this system is not supposed to be necessarily complete 

in itself, as in the case to which Kirchhoff' s Laws apply ; but 
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suppose that currents Oi> Oa> Os>---On enter it at the points 
^1, -4j, -4j,...-4^. We must have 

0i+0a + 08 + ... + 0» = o.... (2) 

Also we have the equations 

^P« = ^P«(^p-^«+^P.)-- (3) 

Op= Cp, + Cp, + Cp,+... + Cp^.... (4) 

Thus 



+ (^pi^Pi + -^pa-^pa + '^P8^P8 



^p8+*'-+^P«-^P«) 



The symbol iTpp does not occur in this equation, 
suppose 

-^pp= — (^pi+-^p2 + ^P8+---+-^jm)--" 



.. (s) 

Let us 
(6) 



Thus we get from (5) 

^p\ -^1+ -^p 2-^2+ -^p 8 •^ji+ ••• + ^pp Pp-V *»* -^K^ Pn 

= Kp^Ep^-\-Kp^Ep^-\- „.-\-Kpt^Ep^^Qp,,., (7) 

We have in all ;i such equations as this among the n poten- 
tials Pj, P^,.,,Pn- These however are not all independent, for 
if we add the system of equations (8) the results on both sides 
will be identically zero from (i) (2) and (6). Thus there are 
«— I independent equations from which we may determine 
«— I differences of potential, 

[We may notice that (7) is equivalent to 

^|,a(A-^«) + ^„ {P,-Pn) + ... +^p^n-^) {Pn--Pn) 

= ^pi^pi+-^p2-^P2+«--+-^P«-^pw"~0p'] 

Now let D denote the determinant 

-^iij-^i2>---^i(«-i)» 

■^21 » 22>*- "^2(11—1)) 



which is symmetrical because JUTpq = I^^p, 
the minor of iT-^, Then we have 



And let Dpg denote 



+ (^a^2i+-+^,»^^-0,)^„+... (8) 
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In the same way we may determine Pq—P^, and so Pp—P^^ 
and thus find Cpq, 

The coefficient of Qq in Pp—P^ y& Dp^/D, This is equal to 
the coefficient of Qp in P^-P^, For D^p = Dp^. 

It follows that if a current Q entering the system at A and 
leaving at B cause an E. M. F. P between C and 2>, a current 
Q entering at C and leaving at D will cause aij E. M.F. P 
between A and B, 

[For we have 

^ Z> {Pc-Pd) = - Q{Dac-I>ad) + {Dbc-Dbd). 
and D(JPa-Pb)^-Q{Dca-Dcb)^Q{Pda-Ddb\ 
and the two expressions on the right-hand side are equal.] 

If an E. M. F. Ep^ act along the conductor Ap^ the current ip 
y4 is 

a;. AT^, Epq(p,p^D,q^Drq-D.;)^D, 

If there is no current in -4„, the condition is 

On account of the general relation Dp^ = 2>^p, this is easily 
seen to be the condition that there should be no current in Ap^ 
when an E. M. F. acts in -4„. When this relation holds the two 
conductors are called conjugate, 

8. Ck>nduotor8 of any Form. Suppose we have a solid con- 
ductor of any form with two given electrodes, that is two surfaces 
in it, kept throughout at two given potentials V^ and V^ respec- 
tively. There will be a flow of electricity between the electrodes. 
And we can draw in the conductor a series of surfaces between 
the electrodes, each one of which is at the same potential 
throughout. These are called equipotential surfaces. We can 
draw a series of surfaces from one electrode to the other across 
which electricity never passes in either direction. These are 
called surfaces of flow. And the lines of intersection of these 
surfaces are called lines of flow. 

Let dS be an element of an equipotential surface, p the 
specific resistance of the conductor at dSy dn an element of 
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normal to dS, Then the flow of electricity per second across 

p dn 

Now if dS' is any element of surface in the same position as 
dS, making an angle € with it, and dn' is an element of normal 
to dS', the flow of electricity per second across dS' is 

-T- </o cos 6 = ^-/OO . 

pdn p dn 

10. If we have two given states of potential and of flow in 
equilibrium, then the state got by superposing these two is in 
equilibrium also. For let V, V be the potentials in two states 
at an element of surface dS. The sum of the two flows of elec- 
tricity per second across dS in the two states is 

p dn 

But V-^c V being the sum of the potentials at dS in the two 
states, this expression is what we should get for the flow across 
^5" with the new distribution of potentials. Thus when the 
two given states are compounded, we have at every point a 
flow of electricity and a state of potential in equilibrium with 
each other. For neither would tend to alter unless the other 
were first altered. Thus the compounded state is a state in 
equilibrium. 

11. The direction of the lines of flow in passing across the 
surface of separation of two media of different specific resistances 
is as a rule abruptly altered at the surface. Let the specific 
resistances of the two media be /o^, /o,. Let ^j, B^ be the angles 
of inclination of a line of flow, at any point P on the surface of 
separation of the media, to the normal to the surface at that 
point. Let /^ I^ be the currents per unit area at P in the two 
media normal to the surface of separation ; -Tj, F^ the currents 
per unit area parallel to the surface of separation. Let dn 
be an element of normal to the surface of separation of the 
media at P measured in the same direction in both media. 
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towards the surface in the first, away from it in the second. Let 
dl be an element of length of the surface of separation measured 
away from P, in the direction in which the potential decreases 
most rapidly. Then I\, I\ are both in the direction of dl, that 
is the elementary portions of a line of flow on the two sides of 
P are in the same plane with the normal to the surface of 
separation at P, 

r r 

And tandi= y, tandj = -=?. 

' Pidl' ^ p^dl' 

And we must have 1^ = 1^, for as much electricity flows away 
from the surface of separation per second as flows up to it. 

Therefore p^ tan ^^ = pj tan 0^. 

12. In any conductor let c be the specific conductivity, that is 
the reciprocal of the specific resistance, and V the potential, at 
any point. Consider a rectangular parallelepiped dx dy dz in 
the conductor, having two opposite comers at the points 
(•^ij'j «) {^+dXyy+dy, z+dz). The current flowing into the 
parallelepiped across the face dy dz is 

^dydzc-Y-' 
dx 

That which flows out at the opposite face is 

^ ^ { dV d ^ dV^^ ) 

^^y^'Xi^^Txy'iiy^v 

So that the gain of electricity per second in the parallelepiped, 
due to these two faces, is 

And we have similar expressions for the other two pairs of 
faces. But when the permanent state of flow has been attained 
there is no gain or loss of electricity in the given elementary 
parallelepiped. Thus we have the equation 

d f dV^ d r dV^ d f dV^ 
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Or if the conductor is homogeneous, we have 

dcx^"^ dy"^ dz" "■ ^• 

13. Anisotropio MediiQn. There are certain media which 
have different specific conductivities in different directions. In 
any such medium there are always three directions at right angles 
to each other such that an E. M. F. in one of these directions 
produces a current entirely in that direction. These three 
directions are called principal axes of conductivity. Let us take 
them as axes of coordinates, and let the specific conductivities in 
the directions of them be c^, r,, Cy Let dS be an element of an 
equipotential surface ; dn an element of the normal to dS, Let 
the current at dS be /, and the components of / parallel to the 
axes, /j, /j, /j. Let the direction cosines of dn be I, m,n; 
and those of /, f, m\ n\ Then we have 

- dV - dV J. dV 

* ^ dn ^ * dn ^ ^ dn 

Therefore — , = — = — • 

fj/ c^m c^n 

Thus the current will not be in the same direction as the 
E. M. F. when fj, fj, r, are different unless two of the quantities 
/, m, n are zero. That is, the E. M. F. must be in the direction 
of a principal axis. 

14. Suppose we have a conductor formed of an indefinitely 
extended thin sheet of a conducting substance, of thickness /, 
and specific resistance p) and let there be two electrodes con- 
sisting of small cylindrical surfaces with axes perpendicular to 
the sheet, of radius a, and with their axes a distance apart 3, 
which is large compared with a. To find the resistance of the 
conductor. Let / be the current flowing from one electrode to 
the other ; Fj, V^ the potentials of the electrodes. 

Now if we consider a current / to flow away from the positive 
electrode to an infinite distance, the equipotential surfaces will 
be cylinders coaxal with the electrode, and the lines of flow 
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straight lines meeting its axis at right angles. If V is the 
potential at a distance r from the axis, we have 

2 TtrtdV 



/ = 



dr' 



by integrating, C being a constant. , 

Thus the potential difference between the positive electrode 
and the axis of the negative, that is practically between the 
electrodes, due to the current / from the positive one is 

2Tit ^ a 

And we have also the same potential difference in consequence 
of the current — / from the negative electrode. Thus we have 

And the approximate value of the resistance is 

--log-- 
Tit ^ a 

Let us consider the sheet to be indefinitely thin, and the 
electrodes to be points on it. The potential at any point on the 
sheet at distances r^ r^ from the electrodes will be 

I p , r« 
— —Aos— + a constant. 

Thus the lines of equal potential will be lines for which r^/r^^ 
is constant. These are a system of coaxal circles of which the 
electrodes are the limiting points. The lines of flow will be 
circles orthogonal to these or circles through the electrodes. If 
we made the electrodes of any size, and circular, they would 
become two of the circles of the coaxal system which are the 
equipotentials. 

16, Suppose we have an indefinitely extended conducting me- 
dium of specific resistance p. To find the resistance between two 
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small spherical electrodes of radius a, placed in the medium. 
Let / be the current flowing between the electrodes, whose 
potentials are V^ and V^, Let F be the potential at a distance r 
from the centre of the positive electrode, due to the current / 
flowing from this electrode. Then we have 

4T:r^ dV 






p dr 



47rr 

since the potential vanishes at an infinite distance from the 
electrode. 

Thus K=-^, 

* 47ra 

neglecting the influence of the current — / at the negative elec- 
trode on the positive one. 

Similarly ^2 = - — • 

Therefore the resistance is 



2'tta 



a value independent of the distance between the electrodes. 

The resistance in a conductor bounded on one side by a 
plane, but otherwise indefinitely extended, between two hemi- 
spherical electrodes of radius a is double of this result, that is 

_ A. 
Tta 

This is practically the case of the conduction between two 
electrodes in the earth, at places not too far apart. 

16. Suppose we have a condenser of which K is the specific 
inductive capacity of the dielectric, C the capacity, Q, — Q the 
charges on the conductors, p the specific resistance of the 
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dielectric, R the resistance of the dielectric considered as an 
electrical conductor with the condenser conductors as electrodes, 
/ the entire current in this conductor. 

Then if V denotes potential, n the normal to the positively 
charged conductor measured into the dielectric, dS an element 
of the positively charged surface, we have 

p an 



'~ pJJdn 



dS. 



And if o- is the surface density at dS, 



p/= 



K 



Now if F„ F, are the potentials at the positively and nega- 
tively charged conductors, we have 

p __ 4TrC 

17. Law of Joule. Consider a portion of a circuit of 
resistance i?, in which a steady current C is flowing. The 
E. M. F. of the extremities of this portion is Ci?. So that the 
work done in it per second in joules is C^R, This energy is ' 
entirely expended in generating heat in the conductor ; so that 
C^R is the mechanical measure, or the measure in joules, of the 
quantity of heat developed in the conductor per second. 

If JI is the number of calories of heat developed in the 
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conductor in a given time, say / seconds; and/ is the mechanical 
equivalent of heat, we have 

JH=C^Rt, 

This relation is Joule's Law for the quantity of heat developed 
in a conductor by an electric current. It has been verified 
experimentally by Joule. 
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CHAPTER III. 
Mechanical and Electrical Units. 

1. Mechanical Units. Before speaking of electrical units 
we shall consider a few mechanical units which are of great 
importance in electrical work. 

Tht fundamental units required in mechanics and electricity 
are those of length, mass, and time. Units of all other quantities, 
that we have to consider, are derived from these and are called 
derived units. 

The fundamental units used by all electricians are the centi- 
metre, gramme^ and second : and the system of units, mechanical 
and electrical, derived from these is called the centimetre-gramme' 
second system, or C G. S. system. 

Two of the derived mechanical units of the C. G. S. system 
we shall find of great importance. These are the units of force 
and of work, called the dyne and the erg. We give their formal 
definitions. 

Def. : THE D7NE is the force which acting on a mass of 
one gramme for one second generates it in a velocity of one 
centimetre per second. 

Def. : THE EBQ is the work done by one dyne when it 
moves its point of application through a distance of one 
centimetre in the direction in which it acts. 

2. As British Engineers use quite a different system of units 
from this, we shall compare the principal units in the two 
systems. 

The fimdamental units of the British Engineers' system are 
they^(?/, ^t pound, and the second. 
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The unit of work, called ^q foot-pound, is not derived in the 
same way as the erg, but its definition is as follows. 

Def. : THE POOTJ-POUND is the work done when- a force 
equal to the weight of a potmd moves its point of application 
through a distance of one foot in the direction in which it 
acts. 

Thus this unit is not a perfectly constant one, like the erg, 
but depends on the value of acceleration due to gravity in any 
given place. 

To compare the two systems, we have the following relations. 
I centimetre = -0328 feet, 
I gramme = -002204 pounds; 
the unit of time is the same in both systems. 

The acceleration due to gravity is in the British Engineers' 
system about 32-2 units of acceleration, or 32*2 feet per second 
per second. 

Now 32-2 feet = 32*2 h- 0328 cms. = 981 cms. 

Thus the acceleration due to gravity is 981 units of accelera- 
tion in the C. G. S. system. 

That is, the unit of mass is acted on by the earth's attraction 
with 981 units of force, or the weight of a gramme is 981 
dynes. 

To compare the foot-pound and the erg, we notice that 

I foot = z ^"^s. ; 

.0328 

I pound's weight = — dynes. 

'^ ° .002204 ^ 

Thus a foot-pound = ersrs 

•002204 X -0328 ° 

= 13,833 X 981 ergs = 1.356 X 10^ ergs. 

To find the value of a foot-pound in terms of an erg, we must 
always multiply 13,833 by the number of units of acceleration 
due to gravity expressed in the C. G. S. system for the given 
locality. Taking 981 as the approximate value of this, we get 
the number 1.356 x lol 
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' The erg as a unit of work is inconveniently small, so that 
instead of this as a practical unit joule ^ equal to 10^ ergs, is - 
used. 

Thus the foot-pound = 1*356 joules. 

The practical unit of power, or rate of doing work, adopted 
is the wait, which is equal to one joule per second. 

The British Engineers' unit of power is the Horse-Power^ 
which is the rate of doing work at 33,000 foot-pounds per 
minute, or 550 foot-pounds per second. 
One Horse-Power = 550 x 1-356 watts 
= 745«8 watts 
or 7 46* 8 joules per second. 

3. The electrical units which we shall now obtain are based 
on the magnetic actions of the electric current, and are called 
Electro-Magnetic Units to distinguish them from the Electro- 
Static units already obtained, which are based on the electro- 
static actions of electrical charges. 

4. Electrical Units. The electric units, as we have said, are 
derived from theC.G. S. system of units: but the electrical units 
derived directly from this system are found to be of inconvenient 
size for practical use ; so that other practical units, obtained by 
multiplying these by integral powers of 10, are adopted. 

Unit of Current, The C. G. S. unit of current has been 
already defined with reference to the magnetic action of the 
current as follows. 

Def. : THE UUTT OP CUBBENT is the current which 
flowing in a conductor in the form of a circular arc one 
centimetre long, and having a radius of one centimetre, 
acts with a force of one dyne on a unit magnetic pole placed 
at the centre of the circle. 

The practical unit of current is the AMFEBE, which is 
^ of the C. G. S. unit of current. 

Def.: THE unit op EIiBCTBICITY is the quantity 
which passes between two points in one second when unit 
current is flowing between them. 

K 
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The practical unit of electricity is the COUIiOMB, and 
defined with reference to the ampere it is ^ of the C. G. S. 
tmit. 

6. Unit of Electromotive Force. The E. M. F. or P. D. 
between two points is the work done by the electrical forces on 
a unit of electricity passing from the point of higher to the point 
of lower potential; that is, it is the work done per second on 
every unit of current passing between the two points. Thus 
we have the definition : 

Def. ; THE UNIT OF E. M, F, is the E. M. F. that must 
exist between two points when one erg of work is done per 
second for every unit of current that passes between the 
two points. 

The practical unit of E. M. F. is the VOIiT, which is the 
E. M. F. that must exist between two points when a joule 
of work is done per second for every ampere passing 
between the two points. 

If in any system of units E is the 'E. M. F. between two 
points, C the current flowing between them, and W the work 
done per second between them, we have the equation 

To find the relation between the volt and the C. G. S. unit of 
E. M. F. let us suppose the E. M. F. between two points to be 
a volt, and let a current of an ampere be flowing between them. 
Then we know that a joule of work is being done per second 
between them, or work is being done at the rate of a watt. 

Now let us write the equation 

W^EC 

as an equation in C. G. S. units, for the work done per second 
between the two points ; and express all the quantities in C. G. S. 
units. We know that FF= 10'' C. G. S. units of power, and 
C = 10"' C. G. S. units of current. 

Thus writing the above equation in C. G. S. units, we have 
10' = E. 10-^ 
.-. E^\o\ 
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Thus the volt contains io« C.G.S. units of E.M.F. 

6. XTnit of Besistanoe. We have seen by Ohm's Law and 
the definition of resistance that, using any units of £. M. F., 
current, and resistance, if we have a steady current C flowing 
through a conductor of resistance R^ its terminals being at 
P. D. Ey then we have the relation 

^= CR. 

From this we get the definition of the unit of resistance. 

Def. : THE UNIT OF BESISTANCB is the resistance of 
a conductor, such that when unit of current flows steadily 
through it, its terminals are at unit of potential difference. 

The practical tuiit of resistance is the OHM, and is the 
resistance of a conductor such that when an ampere flows 
steadily through it its terminals are at P. D. of a volt. 

To find the relation between the ohm and the C. G. S. unit 
of resistance, suppose we have a conductor whose resistance is 
an ohm, and that a current of an ampere is flowing steadily 
through it. Its terminals are at a P. D. of a volt. 

Let us write the equation 

E^CR 
as an equation in C. G. S. units for the P. D. of the terminals of 
the given conductor, and express all the quantities in C. G. S. 
units. We have ^ = io« C. G. S. units of E. M. F., and 
C = io~^ units of current. 

Thus io»=io-^^. 

.-. R = io». 

Thus the ohm contains lo* C. G. S. units of resistance. 

7. Unit of Capacity. If we have a condenser of capacity K, 
and by charging it with a quantity Q of electricity we raise its 
terminals to P. D. Ey then AT, Q, and E being cfxpressed in any 
consistent units, we have the relation 

Q^KE. 

From this we get the definition of the unit of capacity. 

Def. : THE UNIT OF CAPACITY is the capacity of a 
condenser which is raised to unit of potential difference by 
a charge of unit quantity of electricity. 
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The practical unit of capacity is the FARAD, which is 
the capacity of a condenser that would be charged to a F.IX 
of one volt by a charge of one coulomb of elecMcity. 

The farad however is an inconveniently large unit, and for 
convenience edacities are usually measured in microfarads^ a 
microfarad beiner i of a farad. 

° 1.000,000 

^ To find the relation between the farad and the C. G. S. unit 

of capacity, suppose we have a condenser of a farad capacity 
charged with a coulomb of electricity. It is at a P. D. of a 
volt. 

Let us write the equation 

Q^KE 
as an equation in C. G. S. units for the quantity of electricity 
with which the condenser is charged, and express all the quanti- 
ties in C. G. S. units. We have Q = lo"' of a C. G. S. unit 
of electricity, E = to« C. G. S. units of P. D. 
Thus lo-^ = K, io«. 

.-. K^ io-». 
Thus the farad is io~' of the C. G. S. unit of capacity. 
And the microfarad = lo"^" of the C. G. S. unit of capacity. 



Digitized by VjOOQ IC 



CHAPTER IV. 
Measurement of Resistance. 

1. We have seen that the practical unit of resistance is the 
ohm. To measure the electrical resistance of a conductor, then, 
is to determine by what number its resistance, as expressed in 
ohms, is to be denoted. 

Methods of finding the value of the ohm, or of finding the 
value in ohms of the resistance of a given conductor, based on 
the principles by which the ohm has been defined, will be 
spoken of later on. Such a process is called measuring the 
resistance of a conductor in absolute measure. 

In the ordinary process of finding the resistance of a con- 
ductor it is found by comparison with those of given conductors 
which have previously been determined from experiment^ on 
absolute measure of resistances. 

The unit of resistance, from which many standard resistance 
coils at present in use have been made, was determined by 
a committee of the British Association from experiments made 
by them in 1863. It was intended to be the true ohm; but, as 
the value of this has since been found with much greater 
accuracy, it is best called the B.A. unit of resistance. It is the 
resistance of a column of mercury 104-83 cms. long and i sq. 
mm. cross-section at temperature 0° C, 

From more recent determinations the Paris Congress of 1884 
adopted, provisionally, as the length of the mercury column with 
cross-section and temperature as above, whose resistance should 
be the standard of resistance, the value 106 cms. This was 
called the legal ohm. 
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A still more accurate value was adopted by the British Asso- 
ciation committee on Electrical Standards in 1892. The 
length of the column taken by them is 106-3 cms. 

2. To measure a resistance then we make use of a given 
standard set of coils, whose resistances are known in terms of 
some definite unit of resistance (say the B. A. unit), and we have 
to determine how many times the given resistance contains the 
unit. This process is also called comparison 0/ resistances, 

A set of resistance coils, so arranged that we may obtain 
from it by suitable adjustments a resistance of any number 
of units required up to a certain limit, forms an arrangement 
called a resistance box, 

3. A few points in the practical construction of resistance 
coils should be noticed. 

The coils are either arranged so that they may be immersed 
in water at a standard temperature, at which their resistances 
have been adjusted ; or their resistances are corrected to allow 
for variations of temperature. 

The wire of which the coils are to be made is covered with 
insulating material, and before winding, it is doubled on itself, 
so that throughout the coil there are equal and opposite currents 
flowing side by side. The object of this is (as we shall see 
later on) to avoid induction effects. 

The ends of each coil are connected to two points in a thick 
strip of brass which is bored with a conical hole between the 
ends of the coil, and into this hole a conical plug fits. The 
strip is then slit across through the hole; so that when the 
plug is inserted the resistance along the strip from one end of 
the coil to the other is practically nil, but when the plug is 
removed we have the entire resistance of the coil. An entire 
set of coils is connected up in series in this way along a strip 
of brass, and between the ends of each coil there is a gap 
with a conical hole and a plug fitting into it. We can insert 
in the series the resistance of any coil by removing the plug 
corresponding to it. 

Resistance boxes are usually made with their coils of resistances 
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-^i^ 



equal to the following multiples of the unit : i, 2, 3, 4, lo, 20, 
30, 40, 100, .... With these we can easily obtain any multiple 
of the unit up to the sum of all the resistances of the box. 

4. A special form of resistance box, the use of which we 
shall presently explain, is the Post Office Box. A diagram 
of the resistances and con- 



[32^ 



E0C 



rQI 



jBe 



IDg 



nexions of this box is shown 

in the figure. The double 

lines represent the thick strips 

of brass fastened down to an 

ebonite slab. The numbers 

denote the resistances of coils 

lying below the ebonite slab, 

and inserted along the strips 

of brass in the way already explained. Kt A,B, C, D, E^ F, (?, 

are binding screws. FH and KG are flexible pieces of brass 

having the ends jPand G fixed ; and at tjie other endsZTand K 

are ebonite knobs, by pressing which down contact is made by 

platinum contacts, thus putting F and G in connexion with 

A and £ respectively. 

6. Substitution Method. This is the simplest way of 
measuring the resistance of a coil. A constant battery, a gal- 
vanometer, and an adjustable set of resistances are required. 
The coil is joined up in series with the battery and the galvano- 
meter, and the deflexion of the galvanometer observed. The 
coil is then removed and replaced by the resistance box, the 
resistance of which is adjusted till the same deflexion in the 
galvanometer is obtained. Thus we have the same current 
passing through the galvanometer, and the entire resistance 
of the circuit must be the same. Therefore the resistance 
of the coil must be equal to that to which the resistance box 
has been adjusted. 

Supposing the E. M. F. and resistance of the battery and the 
resistances of all other parts of the circuit to remain constant, 
the degree of accuracy to which we can measure the resistance 
of a coil by this method will depend upon two things : 



Digitized by VjOOQ IC 



136 Measurement of Resistance, [Part hi. 

(i) The accuracy to which we can adjust the substituted 
resistance to any given value, or the accuracy with which we 
can read oflf its value when adjusted ; 

(ii) The sensitiveness of the galvanometer at the deflexion at 
which we use it. 

In using this method we may suppose that all the error arises 
from want of sensitiveness in the galvanometer, because it would 
be found, as a rule, that on varying the resistahce of the circuit 
by amounts which can easily be measured, the variation of the 
galvanometer de;flexion is inappreciable. 

Suppose we use a given tangent-galvanometer having a 
reduction factor AT, and a battery of E. M. F. J£ Let the 
resistance to be measured be R^ and the resistance of the 
remainder of the circuit r. 

If Q is the deflexion of the galvanometer, 

-=r = ATtan^. 

Suppose the substituted resistance is adjusted to. a value 
R-\'dRi differing slightly from i?, and let this produce a 
deflexion ^+^i^ in the galvanometer. Then supposing a small 
variation of the galvanometer deflexion to be equally appreciable 
all over the scale of the galvanometer, for greatest accuracy we 
must adjust matters so that a given variation of resistance dR 
produces the greatest possible variation of deflexion dO. 

Now suppose we can vary E without much altering the value 
of r, which will be the case if we have battery cells of small 
resistance compared with that of the galvanometer. 

We have from the above equation 

i? + r = ~cot(9, 
.-. dR=. — -^cosec^ 0,dd, 

.-. d0= -^^sin^e. dR, 

dR , ^ 
= — ■= — sm 6 cos 6. 
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Thus for the variation dR to produce as great a variation dQ 
in the deflexion as possible we must make r as small as is con- 
venient, that is, introduce no unnecessary resistance into the cir- 
cuit, and then adjust -fi' so that sin 6 cos 6 is as great as possible, 
that is, have a deflexion as near to 45° as possible. 

6. Wlieatstone*8 Bridge. This is an arrangement for 
measuring resistances constructed in the manner indicated in 
the diagram. BC, CE, BA, AE, 
are four conductors. The poles 
of a battery are connected to B 
and E^ and the tenninals of a 
galvanometer to A and C, The 
resistances of the conductors are 
so arranged that there is no cur- 
rent in the galvanometer. 

Now let the resistances of the 
conductors be, as denoted in the figure, /, q, r, s. And let the 
potentials of A^ B^ C, E^ be T^, F^, Vq^ V^. Since there is 
no current in the galvanometer, F^= Vc* 

Since the same current flows along BAE we have 

Vb-V^ _ p 
VB-V^-p + r' 

And since the same current flows along BCE we have 
Vb-Vc _ q 

/ + r q-\rs' 

" r s 

If then we know three of the resistances /, q, r, s, we can 
find the fourth. 

In the working of this method a contact-keyis used in the battery 
circuit and i^ne in the galvanometer circuit, so that the battery 
and galvanometer may be put in for a short while at a time, and 
not kept on all the time that the adjustments are being made. 
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The Post Oflfice resistance box is a very convenient arrange- 
ment for making this test. The battery has its poles connected 
to the screws E and G, and the galvanometer its terminals to 
C and F, The resistance to be measured is joined up from 
C to E, When the knob K is depressed the battery is put on 
from B to E, When H is depressed the galvanometer is put 
on from A to C Thus the arms CB, BA^ AE, and the resist- 
ance CEy take the place of q, p^ r, s in the diagram ; the letters 
A, B^ Cy E occupying corresponding places in the two figures. 

In making this test the battery-key should be always depressed 
before the galvanometer-key, to avoid induction effects in the 
galvanometer, as we shall see later on. 

7. Let us consider what the currents in the various arms will 

be with any given resistances. Suppose we have a battery of 

E. M. F. E, and let the resistance of the battery circuit from 

B io E ht b, and that of the galvanometer circuit from ^ to C 

be^. Let the currents flowing through 

the various resistances be denoted 

by the corresponding capital letters, 

as in the figure. 

We have at once the relations, ob- 
tained from Kirchoff s first law, 
^ = P + 0, 7? = P - G, 5= + G. 
So that it is only necessary to 
obtain three more independent equa- 
tions in P, Q, G. These we get by 
applying Kirchhoffs second law to the three circuits BAC, 
CAE, BCE. Thus we have 

Gg-\'Fp^Qg = o, 
^Gg+{P--G)r^{Q+G)s=o, 
{P-^Q)b'^Qg+{Q'^G)s = E. 

These we may rewrite as 

Gg + Pp^Qq = o, 
-G(g+r+s) + Pr--Qs^o, 
Gs + Pd + Q{d+g-\-s)=iE. 
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Let us write D for the determinant 

-Cr + r+j), r, -J, 

Then for the value of (?, the galvanometer current, we have 

E(qr-pi) 

D 

This again shows what relation must exist among the resist- 
ances that there may be no current in the galvanometer. 

Similarly the currents in the other arms may be found. 

8. Conditions of Accuracy. For accuracy in determining 
the value of an unknown resistance by this method we must 
arrange so that an error made in the estimated value of the 
unknown resistance may be easily detected by a deflexion of the 
galvanometer. 

Suppose that / is the resistance to be measured, and ^, r, s 
are adjustable. In measuring the resistance of a conductor only 
a very small current must be passed through it ; for the effect 
of a current is to raise its temperature, and so alter its resistance, 
so that a large current passed through the conductor will 
produce an error in the result. Suppose then we fix the value 
of the current P which is to pass through the resistance /. The 
value of the galvanometer current in terms of this, found from 
the first two of the equations given above, by eliminating Q, is 
^^ Pjrq^ps) 
gs^gq + rq-i'Sq 

It may be noticed that this is independent of the E. M. F. and 
resistance of the battery used, so long as the value of P is 
determined. 

After having made the adjustments as well as possible the 
estimated value of/ is rq/s. Now suppose this is not the true 
value, but that an error dp is made in the measure of /, so that 
rq/s ^p-^dp. Thus we get 

Psdp 



G = 



gs+gq + rq + sq 
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Now the deflexion of the galvanometer will depend on its 
construction and on G, Suppose we are given the space for 
the galvanometer-coils, and we wish to determine what wire 
it must be wound with so as to be suitable for making the 
given measurement. If we have the space wound with wire 
of a certain gauge, and we alter the cross- section of the wire in 
the ratio i : «, we also alter its length in ihe ratio « : i, and 
(supposing the thickness of the insulation to bear a constant 
ratio to the diameter of the wire) we alter its resistance in the 
ratio «' : I. But the sensitiveness of the galvanometer, or the 
deflexion produced by a very small current, is proportional to 
the number of turns; it is therefore altered in the ratio « : i. 
Thus the sensitiveness is proportional to ^/g. Therefore the 
deflexion produced is proportional to 

P.sdps/g 
^(^ + ^) + ^(^+j)' 
This is a maximum for variations of ^ when 

.= ?t±f), or ^'^i±Sl. 

This then is the best value for the galvanometer resistance. 

The winding of the galvanometer would not, as a rule, be 
made to have this value, but this shows us that if the arms are 
of high resistance it is best to use a galvanometer wound with 
fine wire ; and if they are of low resistance, one wound with 
thick wire. 

If we arrange to give the above value to the galvanometer 
resistance we get 

'_ Psdp _ Pdp 

And the deflexion is proportional to 
Pdp^r 

From this it follows that, as far as this consideration alone is 
concerned, we should make q very small and r very large. 
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9. But the accuracy of the determination will depend upon 
two distinct considerations, 

(i) The sensitiveness and suitability of the galvanometer ; 

(ii) The accuracy to which the adjustable resistances can be 
adjusted and read off. 

To consider the second of these ; since the estimated value 
of /> is given by 

we see that, if dq^ dr^ ds are errors made in reading the values 
of ^, r, s, and dp is the corresponding error in the estimated 
value of/, supposing now that there is absolutely no current in 
the galvanometer, 

dp ^dq dr ds 

Therefore any relative error made in q, r, or s will produce 
an equal relative error in /. So that if we wish to measure / to 
the same absolute accuracy as ^, r, and s can be adjusted to, none 
of these should be smaller than /. 

Again, it is not well to make the resistance r very high on 
account of the error due to heating that the current which passes 
through p would produce in it. 

If the four resistances />, f , r, s are taken to be equal, the best 
value for the galvanometer resistance is the same. 

10. We have seen that when tlie balance has not been com- 
pletely obtained the current through the galvanometer is 
r._ JS(qr^ps) ^ 

and D is equal to 

Now if we interchange the battery and galvanometer we get 
for the current through the galvanometer 
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where 2/ is another determinant function of the resistances, 
whose value, it can easily be seen, is got from that of D by 
interchanging the letters g and b. Thus G is greater or less 
than G' according as ly is greater or less than D, 

Suppose that 5 is greater than g. And suppose that p and r 
are both greater than, or both less than, s and ^ respectively. 
Then D is greater than Z/, Thus the second arrangement is 
more sensitive. 

In the same way by examining all the cases we see that the 
following rule holds : 

If of the two resistances^ that of the hatiery and that of the 
galvanometer^ the greater connects the junction of the two highest 
with that of the two lowest resistances of the four arms, ihe de- > 
flexion in the galvanometer is the greatest 

11. Measurement of a resistance containing an E. M. F. 

Suppose in the arm BA whose resistance is to be measured 
there is an E. M. F., e. Our equations must now be written 
Gg^Pp-Qq^e, 
-G{g + r+s) + Pr^Qs-o, 
Gs'\-Fd+Q{d + g + s)=:K 

The value of G obtained from these is 

Now suppose the balance obtained, that is gr =ps, then the 
value of G is independent of £. Also we have 

^=g{^{p + g + r+s)+{p+r){g-^s)\ + b{p-^g){r-\-s) 

+ ^ (/ + ^) (^ + ^) - ^ ig^-p^)' 
That is, in this case, 



n =^j^d{r + s){g + s) + r{g-^sY^+^j{r + sf 



+ ^{r + s){g + s). 
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Thus G--, r^ ^^ 

which is also independent of b. 

To test whether the balance is obtained in this case, the 
course is to make the galvanometer circuit first, which will pro- 
duce a deflexion of the galvanometer, and to see that no fiuther 
permanent deflexion is produced on then making the battery 
circuit. A throw of the galvanometer needle, due to self-induction, 
may be obtained on making the battery circuit : but if the same 
permanent deflexion is produced in the two cases, that is, with 
battery-key up and down, then the balance has been obtained. 

12. Mance's Test for Battery lEtesistanee. 

This is a particular application of the above. The battery 
whose resistance is to be tested is inserted in an arm of the 
bridge. The testing battery is dispensed with, but the points 
B and E may be connected through a contact-key. The 
galvanometer deflexion, with B and E unconnected, is first 
obtained, and then if on connecting B and E this is unchanged, 
the balance has been obtained. 

If the battery to be tested is of an inconveniently high 
E. M. F., consisting of several cells, it may be joined up so as 
to have the same resistance but a low E. M. F. by making some 
of the cells oppose the others. 

13. Suppose we wish to obtain the balance with E. M. F.s 
in any number, say in all, of the arms. Let these be ^^ e^, e^ e^ 
in /, ^, r, s respectively. Then our equations become 

Gs +P3 + 0(<5+^+j)=^+^2+^4- 

Solving for G by determinants we find that its value con- 
sists of five terms having as factors E, e^,e^,e^,e^; the term 
in E disappearing when the balance has been obtained. 
And in the same way as before it follows that the terms in 
^i>^ai^8>^4 are independent of 6 when the balance has been 
obtained: so that the test for the balance is performed as 
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before, that is, by observing that the permanent deflexion of the 
galvanometer is not altered on putting in the testing battery by 
means of its key. 

14. The Metre Bridge. This is another piece of apparatus 
for realizing Wheatstone's Bridge in practice. AB i^ 2i wire 

a metre in length, 

>) & ft &(^ ft fe fr-^-ftfir— I I which we will sup- 
pose to be of 
uniform resistance 
throughout, made 
of some material such as platinoid, an alloy of German silver 
and tungsten, which has a high specific resistance, and changes 
very little in resistance for variations of temperature. This is 
soldered to a strip of thick copper ACD,,.B, in which are four 
gaps at CDy FG, KL, NO, and eleven binding screws C, D, E, 
F,G,HyK,L,M,N,0, Over AB slides a contact-piece, by 
pressing a knob of which contact can be made with any point 
in AB, and the distance through which this has been moved is 
measured by means of the scale PQ divided into millimetres. 

16. The following are two of the principal uses of the bridge. 

(1). To compare the resistance of two coils. 

Insert the coils in the gaps FG, KL, connecting their ends to 
the binding screws F, G, K, Z. Connect CD, NO by short stout 
pieces of copper. We may now suppose these connectors and 
all the copper strips of the bridge to have no resistance. Con- 
nect the poles of a testing battery to E and M, and the terminals 
of a galvanometer to H and the contact-piece. Adjust this piece 
till no deflexion . is obtained in the galvanometer on making 
contact with the wire. Suppose R is the point on the wire so 
obtained. Then the ratio of the resistances at FG and KL is 
equal to that of the resistances AR and RB, or of the length 
AR and RB as given on the divided scale. 

(2). To determine the difference between two nearly equal 
resistances in terms of the length of a portion of the bridge 
wire. 

Join up battery and galvanometer as before. Put the two 
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resistances p and q in CD and NO, and two auxiliary resist- 
ances nearly equal to each other, and as nearly as convenient 
equal to the given resistances in FG and KL, Find the point 
for the contact piece at which the balance is obtained^ Let 
this be R, Now interchange p and q and find a new position 
.Sfor the contact piece. The entire resistance EABM is the 
same in the two cases, and it is divided at the points R and S 
in the same ratio in the two cases. Thus the resistance of 
EA R through / must be the same as that of EARS through q. 
Thus we have />— ^ = resistance of RS, 

It should be noticed that in this case resistances in the copper 
strips will make no error in the result. 

16. Graphio Bepresentation of Ohm's Ijaw. Suppose we 
have a linear conductor in which a current is flowing. Take 
a straight line .^^ as a base line, and let equal lengths along it 
represent parts of equal resistance along the given conductor. 
Let us erect ordinates A a, 
Bb, &c. to represent the 
potentials at the corre- 
sponding points of the 
conductor. Then since 
with a given current the 
fall of potential between two 
points is proportional to the 
resistance between those two points, the locus determined by 
the ends of these ordinates is a straight line inclined to AB*, 
And if we take distances along -4^ to represent resistances, 
according to any scale, in ohms, and the lengths of the ordi- 
nates to represent potentials, or potential-differences, according 
to the same scale, in volts, the current flowing in the given 
conductor will be represented in amperes by the tangent of the 
angle between A B and ah. 

17. If a sudden variation of potential occiu-s at any point 
of the conductor, this will be represented by a part of the line 
ah being displaced parallel to itself, by a distance, measured 
vertically, which represents the number of volts in the given 

L 
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potential-difference. In such a diagram, since the same current 
passes through the various parts of the conductor, the various 
parts of ab will be inclined at the same angle to the base line. 

Suppose we have a closed electric circuit containing a battery, 
so that a current is flowing in the circuit. We may, for short- 
ness, consider the battery to cause a sudden variation of the 
potential at one point of the circuit, this being equal to the 

E. M. F. of the battery. Take 
AA^ to represent the resistance 
of the whole circuit, so that A 
and A' denote the same point, 
and the ordinates Aa^ A' a' are 
equal. Let ^ be the point at 
which the change of potential 
due to the battery is supposed to occur. Let bb' denote this change 
of potential. The variations of potential round the circuit will be 
represented as in the figure, in which the first and last points of 
the line of potentials ab b*a^ must always be on the same hori- 
zontal level- 
is. If all the changes of potential that occur throughout 
a given battery at all the junctions of metals and liquids or 
dissimilar metals or dissimilar liquids are known, we may re- 
present them on the diagram. Suppose for instance we have 
a closed circuit containing a single Volta's cell composed of an 
amalgamated zinc plate and a copper plate in dilute sulphuric 
acid, the poles of the battery being joined by a copper wire. 
Now the real variations of potential between surfaces in contact 
in such a circuit are not well known. Measures have been 
made by electrostatic methods, but it has been shown that 
the gas in which the substances are contained has great effect 
on the result obtained; in fact zinc, with regard to copper, 
appears to have in air a positive potential, and in hydrogen 
sulphide a negative potential. It is very probable that what 
is measured in this case is the P. D. between layers of some 
chemical compounds formed by the action of the gas in which 
they are, on the surfaces of the two substances in contact. 
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We shall see later on what conclusions may be drawn from 
thermoelectricity, with regard to the P. D. of metals in 
contact. 

As an illustration pf the use of the diagram, let us take 
as the P. D.8 between the substances in contact in the Volta's 
cell those that are obtained by electrostatic methods by making 
the measures in air. 

At the junction of the copper wire and zinc plate, there is 
a sudden rise of potential, from the copper to the zinc. The 
potential suddenly falls in passing from the zinc plate to the 
liquid, and rises by about an equal amount in passing from the 
liquid to the copper 
plate. So that the 
variations of potential 
will be represented as 
in the figure, A and A' 
denoting some point of 
the copper wire, B the 
junction of the copper wire and zinc plate, C that of the zinc 
plate and the liquid, and D that of the liquid and the copper 
plate. 

19. Measure of irery great Resistance by means of 
Electrometer and Condenser. Let R be the value of the 
resistance to be measured. Let the terminals of the given 
resistance be connected to the conductors of a charged condenser, 
of capacity C, and let these at the same time be connected to 
the electrodes of an electrometer* Let Q be the charge of the 
condenser, and E the P. D. of its surfaces. Then if / is the 
current flowing through the given resistance, 

Q^CE, 

dt ' 




E^RI^^R- 



Thus 



Q^-CR 



dt 



Cj 



L 2 
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where Q^ is the charge when / = o. 

t_ 

,'. E ^E^e CRi 

where E^^ is the initial P. D. of the condenser surfaces. 

Or taking the electrometer readings B^y d to be proportional 
to the P. D.s, we get 

logdo-%^=^' 



ie=- 



C(logd,-log^) 

As the condenser itself cannot be considered a perfect insu- 
lator, two experiments must be made ; the first to determine the 
condenser resistance R^^ the second to determine the entire 
resistance R^ when the surfaces are connected to the ends of 
the given conductor. Then the resistance R of the conductor 

is given by 

I __j_ I 

R R^ R^ 
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CHAPTER V. 

Electrolysis. 

1. It is found that whenever an electric current is passed 
through a liquid which is a chemical compound, the liquid is de- 
composed. This decomposition is called electrolysis^ and the 
liquid which is decomposed is called an electrolyte. Let us con- 
sider, as an example, the electrolytic decomposition of water. To 
make water a conductor we must mix with it a little sulphuric acid. 
Let the current then be led into and out of the liquid by two 
platinum plates, which are called electrodes. The water will be de- 
composed into its component gases, hydrogen and oxygen; and 
if two closed inverted tubes, previously filled with water, are placed 
over the electrodes, the gases may be collected in them. The 
hydrogen will come off from the electrode by which the current 
leaves the liquid, which is called the kathode^ and the oxygen from 
the electrode by which the current enters the liquid, which is 
called the anode. It is found that the quantity of water that 
is decomposed, or the quantity of hydrogen or oxygen that is 
given off, is exactly proportional to the quantity of electricity 
that passes, that is, if the current is uniform, to the product 
of the strength of the current and the time for which it 



2. Hypothesis of O-rothuss. This liberation of the compo- 
nents of the water is explained by the following hypothesis. The 
elements in the molecule of water (HjO), and in that of any 
other compound liquid, are supposed not to be inseparably 
united to each other, but to be constantly becoming dissociated 
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and joining up with other atoms of oxygen and hydrogen. 
When no current passes the recombinations just make up for 
the dissociations, and the state remains unchanged ; but the 
electric current gives a definite direction to the movements 
of the atoms, and they come oflf uncombined at the elec- 
trodes. 

In the same way if we decompose any compound liquid, or 
solution of a compound, by electrolysis, the component parts, 
called ians^ will go to the electrodes, and, except when secondary 
chemical actions occur, may be collected there. The quantity 
of the compound that is decomposed is always exactly propor- 
tional to the quantity of electricity that has passed. The metal 
or base of the compound always goes with the current, and 
appears at the kathode of the electrolytic cell or vessel in which 
the decomposition is taking place. 

3. Faraday, who has carefully investigated the conditions of 
electrolysis, has given the two following Laws. 

IiAW I. The quantity of an electrolyte decomposed per 
second by a current is directly proportional to the current 
Btreng^tli. 

This law suggests that the way in which electricity passes 
through an electrolyte is this : that each atom of the component 
part of the electrolyte that goes towards the kathode, carries 
with it a definite quantity of positive electricity, and each atom 
that goes towards the anode, carries with it a definite quantity 
of negative electricity* It also shows that electricity can pass 
through an electrolyte in one way only, namely by electrolysis, 
and that an electrolyte never conducts electricity in the same 
way as an ordinary metallic conductor. There is a marked 
difference in the effect of change of temperature on the re- 
sistance in ihe two cases, a rise of temperature increasing the 
resistance of a metallic conductor, but diminishing that of an 
electrolyte. 

The second law relates to the proportions in which different 
electrolytes are decomposed by the same quantities of electricity. 
It is this ; 
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IJL'W II. If the same quantity of eleotrioity is passed 
through several electrolytes, the quantities by weight of the 
various oomponents liberated are proportional to their 
ehemioal equivalents. 

The weight of an atom is supposed to be proportional to the 
chemical equivalent (or a chemical equivalent, if the substance 
has different valencies) of the substance.. Thus the number of 
atoms of each ion will be the same, if the valencies are the same, 
that is if the same number of atoms in each ion can replace each 
other in combinations. This shows that for this case a certain 
definite quantity of electricity liberates, or passes with, an atom 
of each ion, whatever the ion may be. 

Now suppose we have two electrolytes in which there are two 
bases of different ions of different valencies. Suppose we have 
a silver and a copper salt, the silver being monovalent, and the 
copper divalent, that is forming a cupric salt. The quantities by 
weight of silver and copper liberated by the same quantity of 
electricity are proportional to their chemical equivalents, that is 
to their atomic weights divided by their valencies, or are in 
the ratio 108 : 63-*- 2, or 108 x 2 : 63. But the atoms having 
weights in the ratio 108 : 63, we must suppose that the same 
quantity of electricity which liberates two atoms of silver, liberates 
one atom of copper. 

Def.: THB EIiEOTBO-CHSMICAX EQUIVAIiENT of a 
substance is the mass of it in grammes deposited per second 
by an ampere. 

Thus electro-chemical equivalents are proportional to chemical 
equivalents. 

4. Back E. M. F. of polarization. It is found that if a 
current is passed through an electrolytic cell such as that in 
which water is decomposed by means of platinum electrodes, the 
current starts at a maximum value which immediately falls off. 
This is found to be due, not so much to an increase of resist- 
ance in the electrolytic cell, as to an K M. F. generated in it 
which tends to send a current in the opposite direction. If the 
battery is taken off and the wires from the cell joined up, % 
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current will be found to pass in the opposite direction. This 
E. M. F. generated in the electrolytic cell is called the back 
E. M. F. of polarization, and for every cell there is a certain 
maximum value to which it can rise. It may happen that this 
maximum value is greater than that of the battery used for the 
decomposition. Suppose, for instance, we attempt to decom- 
pose water with a single Daniell cell. A current passes for a 
very short time, but the electrodes soon become covered with 
the gases, and are then said to be polarized. The back E. M. F. 
has become equal to the E. M. F. of the Daniell cell and the 
current stops. But if two Daniell cells in series are used, the 
E. M. F. of polarization can never become equal to the E. M. F. 
of the two, and the decomposition will go on. 

As soon as the current begins to pass, a fall of potential 
from the anode to the kathode of the battery takes place, in 
addition to that due to the passage of the current through the 
resistance of the cell; and if this fall becomes equal to the 
E. M. F. of the battery, the current stops. 

The variations of potential throughout the circuit may be 
represented graphically as in the figures. 




Figures i and 2 represent the potentials before polarization, 
and figures 3 and 4 after polarization. Figures i and 3 refer 
to open circuit, and figures 2 and 4 to closed circuit. A and A' 
represent points which are joined on closed circuit, and there- 
fore in figures 2 and 4 they are on the same horizontal level. 
The rise of potential due to the E. M. F. of the battery is repre- 
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sented as a single variation at B, BF denoting this E. M. F. 
The variations of potential between the electrodes and the liquid 
are represented at C and D. The E. M. F. of polarization is 
denoted by the line EG in figures 3 and 4. The falling off 
of the current is shown by the difference of the slopes of 
the sloping lines in figures 2 and 4, the slope in 4 being less 
than in 2. 

If we perform a decomposition, such as that of copper sul- 
phate with pure copper plates, so that on the whole the chemical 
composition of the substances in the cell is not altered, then 
there is no E. M. F. of polarization. In this case copper is 
deposited on the kathode, and an equal quantity of copper 
is dissolved off the anode, keeping the constitution of the 
liquid constant. 

6. Let us consider a portion of a circuit of resistance R^ 
including an electrolytic cell of E. M. F. Ey and in which a 
current / is passing. The entire fall of potential along this 
portion of the circuit is RI^E. Therefore the energy' ex- 
pended per second is RP-^-EL The portion RP is spent in 
heating the circuit, and may be considered as lost ; the portion 
EI is spent in producing chemical decomposition, and we shall 
see that it may be obtained again in the form of electrical energy. 
By diminishing the value of / we may make the term RP as 
small as we please in comparison with EI, so that we may get 
practically the whole of the energy expended in producing 
decomposition and none of it wasted in heat. The energy 
expended in producing the decomposition is stored up in the 
uncombined substances as chemical potential energy, to be given 
out by them again, in some form, when they recombine. 
And the energy spent in separating the substances and 
that which they produce on recombining are always exactly 
equivalent. 

6. Suppose Q coulombs of electricity to pass through the cell, 
dissociating an ion of electro-chemical equivalent 0. The mass 
of the ion dissociated will be grammes. Let H be the heat 
of combination, measured in calories, of one gramme of the ion 
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with that from which it has been dissofciated : / the mechanical 
equivalent of heat, 2-4. Thus the heat of combination of 
z Q grammes, measured in joules, is z QJH, And if JE" is the 
£. M. F. of the cell, the work done, in joules, to produce the 
dissociation is QE, 

Thus QE-zQJH\ 
/. E^zJH. 

This enables us to calculate the E. M. F. of polarization in 
any electrolytic decomposition. 

It is from the same source, namely, chemical combination, 
that the energy of any electrical battery is derived ; and if we 
know accurately the heats of combination of all the substances 
in the cell we can calculate its E. M. F. 

Suppose we have a circuit of resistance R in which is any 
number of battery cells and voltameters, or electrolytic cells, 
that is vessels in which electrolysis is going on, and let the 
electro-chemical equivalents of the substances going into com- 
bination be x^, x^j &c.; let their heats of combination be 
H^, H^ &c. Let the electro-chemical-equivalents of the sub« 
stances coming out of combination be^^jj'g, &c. ; their heats 
of combination ^^ ^,, &c. Let / be the current passing. Then 
the energy expended per second xs, JH^xJ'\-JH^J['\- ,,,. 
And the work done in producing chemical decompositions is 
J^iyJ'^JKy^'^ • • • + •^-^'* Thus we have the relation 
Jl^{xH) ^jn,{yh)+RP. 
Or /2 (xH)^f2,{yh) = RI. 

This gives for the E. M. F. in such a circuit the value 
/S {xH)-J^ {j>h). 

We may denote the E. M. F. of a cell or combination of cells 
by the formula yS (zH\ z being taken positive or negative 
according as it refers to a substance going into or coming out 
of combination. If we measure H in joules and not calories, the 
formula is ^= 2 (zH). 

This theory was given by Sir William Thomson (now 
Lord Kelvin). 
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7. This formula in many cases gives a result considerably 
different from the measured E. M. F. of the cell, and so the 
following theory has been developed by Helmholtz and 
Lippmann. 

Suppose we have a cell that can be reformed by reversing the 
current. Then by making the current, /, indefinitely small, the 
energy expended per second by the cell in the form of heat 
(i?7*) disappears in comparison with the entire, energy expended, 
which is proportional to /. Thus the cell may be made to 
perform a Camot's cycle. 

Now the condition of the cell may be fixed by three inde^ 
pendent variables : 

(i) Temperature (thermo-dynamic) T\ 

(2) Quantity of electricity that has passed through \X.x\ 

{3) I^egree of concentration of its solutions. 

This may be reckoned by supposing the cell contained in a ' 
cylmder with a piston, the cylinder being always full of aqueous 
vapour at maximum pressure. Let the volume of cell and 
enclosure which will thus determine the degree of concentration 
be V, 

Now let dH (in joules) be an infinitesimal increment of heat 
given to the cell, and ^PF an infinitesimal quantity of work 
done by it Then if p denotes pressure, c thermal capacity of 
cell, E its E. M. F., and Z^, /, are other co-efl5cients, we have 

dW^pdv^-EdXy 

dH z:^ cdT'\-l^dX'\-l^dv. 

Let us suppose v to remain constant, so that we shall not 

consider the effect of variations of concentration. Then for the 

increment of intrinsic energy, and the increment of entropy in 
the cell, we have the expressions, 

dQzizdH'-dW, 

^cdT^{}^-E)dx, (i) 

^^^L^dT^\dx. (2) 
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By the first and second Laws of Thermodynamics each of 
these expressions is a complete differential, 



and 



or 



dxT" dTT' 
dx" dT f 



But t 



dT 
dH^ 



'"hiX' 



Thus to keep the cell at constant temperature we must 

supply heat ^3-^ to it for each unit of electricity that passes 
dj 

through it : or the work done by the cell exceeds the energy o^ 

the chemical combinations by this amount. 

This shows that Thomson's law would only be true for cells 

in which the E. M. F. does not vary with the temperature. In 

dc 
this case from an equation above we see that — =0. That is, 

the thermal capacity of the cell remains constant whether its 
constituents are combined or uncombined, that is they obey the 
law of Woestyn. 

This theory agrees with experiment in showing whether £ or 

2 (zlf) is the greater ; but the quantity ^jjf^^ always numeri- 
cally less than the measured difference between H and 2 {zH). 
8. If the voltameters are such as produce a back E. M. F. by 
polarization, and we take them before any decomposition has 
taken place, and if the normal value of 2 (yh) is greater than 
2 {xlf)y then 2 (j^h) will have a very small value at first, but 
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will rapidly increase, and thefe will be a current to start with, 
which will soon disappear. 

Let us consider as an instance of the gradual rise of E. M. Fr 
of polarization the decomposition of water with platinum elec- 
trodes. We know that the E. M. F. is due to the energy of the 
chemical recombination of the gases, which energy we get 
stored up in the cell on account of the gases being in a state of 
separation. Now when the current has only just begun to pass, 
the electrodes having been put in clean and free from gas, the 
E. M. F. of polarization being smaller than its normal value, 
we must infer that the work done in separating unit mass of 
hydrogen at first from its combination with oxygen is less than 
that required after decomposition has gone on for some time. 
And in fact this is the case, for the gases do not at first come 
oflf so as to be in a complete state of separation, but condense 
on the electrodes, forming with them what are very analogous to 
chemical compounds. So that we would not at first get all the 
energy of recombination as the gases are already in a state of 
partial chemical combination. That is, we do not get the full 
E. M. F. of polarization. 

It may happen that, using a single Daniell cell to decompose 
water, a permanent current, but an extremely feeble one, is 
obtained. This is due to the gases on the electrodes being 
constantly diflfused into the liquid, and just suflScient current 
passes to keep the electrodes in their state of partial poilar- 
ization. 

9. Secondary Actions. It often happens that the direct 
products of an electrolytic decomposition are not obtained at 
the electrodes, but that they act on other substances in presence 
of them and so give rise to other products at the electrodes. 
These actions are called Secondary Actions, If we decompose 
copper sulphate with platinum electrodes Cu S0< is broken up 
into Cu and S0<. Copper is deposited on the kathode, and 
sulphion, SO4, acting on water, gives oflf oxygen at the anode 
and forms sulphuric acid, which is found in the neighbourhood of 
the anode. 
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10. Voltameter. A very convenient way of measuring the 
strength of a current is by means of the electrolytic liberation 
by it of some substance whose electro-chemical equivalent is 
known, and under circumstances in which secondary actions 
are avoided. An electrolytic cell used for this purpose is called 
a voltameter. Voltameters in which the substance liberated is 
hydrogen or copper are frequently used, but Lord Rayleigh has 
found that the voltameter giving the most accurate results is 
that in which silver is deposited from a 15 per cent, solution of 
silver nitrate, the mass of silver deposited in one second by 
an ampere being 'OOiiiS gramme. 
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CHAPTER VI. 
Thermo-Electricity. 

1. Seebeok Effect. It was discovered by Seebeck that, in 
a circuit composed of two different metals, if the two junctions 
be kept at different temperatures a permanent current is main- 
tained in the circuit. 

2. Peltier EfTeot. The converse of this phenomenon was 
discovered by Peltier. If a current be paissed round a circuit 
composed of two different metals there will be heating at one 
junction and cooling at the other. 

3. Let us consider these two effects in the same circuit. If 
a heating at junction A and a cooling at junction B produce 
a current in a certain direction, then if a current be passed in 
the same direction by means of a battery placed in the circuit, 
cooling will be produced at A and heating at B, So that a current 
passing in a compound circuit according to the Seebeck effect 
cools the hot junction and warms the cold one, and thus tends 
to stop itself. 

The metals showing these phenomena best are antimony and 
bismuth. If in an antimony-bismuth circuit, at ordinary tem- 
peratures, a current is passed, the junction at ^hich the current 
passes from antimony to bismuth is heated and the other 
cooled. And conversely, if the junctions are kept at different 
temperatures a current will pass from bismuth to antimony 
across the hotter junction. 

In discussing these thermo-electric currents one must con- 
sider how the potential varies from point to point in a com- 
pound circuit. When two metals are placed in contact there is 
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as a rule a sudden variation of potential in passing from one to 
the other across the junction, and this variation depends upon 
the temperature of the junction as well as upon the two metals. 
Again, if the various parts of a single metal are kept at various 
temperatures they will also, as a rule, be at various potentials. 
Thermo-electric currents may be due to either or both of these 
causes of variation of potential. 

4. The following laws with regard to compound circuits have 
been proved by experiment. 

I. IjA^W of VOIiTA. In a compoiind oirouit, consisting: 
of any number of different metals, all points of which are 
at the same temperature, there is no current. 

This law shows that if there are variations of potential in 
passing from one metal to another these are always exactly 
compensated in passing back to the metal from which we 
started, whatever diflferent metals we pass through, and in what- 
ever order, provided we keep all the junctions at the same 
temperature. 

II. IiA^W OF MAGNUS. In a homogeneous circuit, how- 
ever the temperature varies from point to point, there is no 
current. 

This law shows that if the potential varies from point to 
point with the temperature, it always returns to the same value on 
passing along the circuit so as to come to a point at the same 
temperature as that from which we started. Thus, given the 
potential at a point of given temperature, the potential of any 
other point depends merely on its temperature and not on the 
manner in which the temperature has varied from the starting- 
point to it. 

From this law it follows that the E.M. F. in a compound 
circuit depends merely on the temperatures at the junctions, for 
the E. M. F. between the extremities of a homogeneous conductor 
depends only on the temperatures of the extremities. 

6. Suppose we have a circuit made of two metals A and B^ the 
junctions being kept at temperatures /^ and /,. Let us denote 
the E. M. F. tending to drive a current from A to B across 
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the junction at temperature i^ by the symbol K^ (^-^), and use 
similar symbols for the E. M. F.s of other compound circuits 
formed of two metals. Then we have the following relations, 
as results of experiment. 

If Q is any temperature intermediate between /^ and /,, 

lfl^{AB)^lf^{AB)^lfl(AB). 

This is called the I1A.W OF 8U00B88IVIS TBMFBBA< 
TUBBS. 

The symbol K^ (AB), being considered constant, is some 

function of Z^, and £^^(AB) is plainly the same function of 

/j with the opposite sign. Thus jEy (^-^) can be expressed 
in the form 

If C is any third metal, 

if;^{AB) = if;^{Aq+if;^(CB). 

This is called the IjA^W of INTBBMBDIATir MXTALS. 

This may be proved by showing that the E. M. F. of a circuit 
of two metals A and B with junctions at temperatures /^ and 4 
is not altered by introducing a conductor of the metal C into 
either of the junctions and keeping it all at the temperature of 
the junction. Then we may suppose a point in the conductor 
C in the junction at temperature /, to be carried to temperature 
t^. By the law of Magnus this makes no difference in the 
E. M. F. of the circuit, and we have now the two E. M.F.s, 
I^lliAC) and £^^{CB), in the circuit. 

We see from this that a compound circuit will have the same 
E. M.F. whether its various parts are connected directly or 
soldered together, the introduction of the solder into a junction 
making no difference. 

These two laws are due to Becquerel. 

6. Phenomenon of Inversion. If we have a circuit formed 
of two metals, and keep one junction at a constant temperature 

Digitized by VjOOQ IC 



1 6a Thermo^Electricity. [Part hi. 

and gradually raise the temperature of the other, the E. M. F. 
of the circuit will, as a rule, rise to a maximum value, then 
diminish to zero, and then become negative. The temperature 
at which the E. M.F. changes sign is called the temperature of 
inversion corresponding to the given temperature of the colder 
junction. 

It can be shown that diflferences of potential at the junctions 
alone are not sufficient to account for thermo-electric currents. 
For suppose in a circuit of two metals there is a rise of poten- 
tial H^ at the hotter junction and a fall H^ at the colder, 
reckoned in the direction in which the current goes, so that 
H^ must be greater than H^, At first the current tends to 
cool the hot junction and heat the cool one ; but by gradually 
increasing the temperature of the hot junction we pass the 
temperature of inversion, and a current passes in the opposite 
direction cooling the cold junction and heating the hot one. 
So that if we were sufficiently to get rid of loss of heat by 
radiation the current would keep itself up and tend to increase 
itself, transporting heat from the cold to the hot junction. This 
would be a violation of Carnot's principle. Thus the hypothesis 
of variations of potential at the junctions alone is untenable. 

7. We must suppose then, with Sir Wm. Thomson, that there 
are other variations of potential in the circuit, namely, variations 
along a homogeneous conductor whose parts are at different 
temperatures. Suppose we have a copper-iron circuit with its 
two junctions at temperatures t^ and /j, /j being the greater, and 
both being at first below the temperature of inversion. Let us 
suppose that all points of the circuit are at temperature /j, except 
those in the vicinity of the hotter junction. Let us represent 
in a figure the changes of potential on open circuit, that is, 
when a division is made somewhere in the iron. Let there be 
a sudden drop of potential H^ from iron to copper at the cold 
junction, and a sudden rise H^ at the hot one. There are, 
besides, variations of potential in both the copper and iron in 
the vicinity of the hot junction, which must be represented, as 
we shall see, as the figure is drawn, that is, there is a rise of 
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potential in the copper but a fall in the iron as we pass to points 
of higher temperature. 

Let us denote the rise in potential in copper and iron to- 
gether, due to the varia- 
tion of temperature, by h, j ^ 

Then the entire rise of L- 

potential at and in the . J 

vicinity of the hot junc- j \ 

tionis^jH-^. And the j 

E.M.F. of the circuit is J ' C I 

Now as we raise the temperature of the hot junction Hy-\-h 
increases to a maximum value, then diminishes, and when 4 
has passed through the value of the temperature of inversion 
corresponding to t^, H^'\-h^H^ becomes negative, that is the 

current changes in^rec- 2 „ 

tion. We shall see that ^ Jf 

h is always positive, and -^ 

it is only ZTg that becomes 

negative. We must in j c ' 2 

these cases represent the changes of potential as in the second 

figure. 

8. When a current is passing across a junction at which there 
is a fall of potential ZT, for every unit of electricity (coulomb) that 
passes the junction electrical energy H is expended, and as this 
appears merely in the form of heat at the junction, a quantity of 
heat II, measured in joules, is developed. This is, of course, 
in addition to the heat spent in overcoming the resistance of the 
circuit, and which is developed throughout the circuit. If now 
the direction of the current be reversed, for every unit of elec- 
tricity that crosses the junction, rising in potential by an amount 
Hy electrical energy H is developed, and thus a quantity of heat 
H is lost at the junction. 

Now to consider the variations of potential in the other parts 
of the circuit, let the rise of potential in a given conductor in 
passing from a point at temperature / to one at an inde- 

M 2 
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finitely near temperature /+<// be o-<//, where o- is a quantity 
depending on the nature of the conductor, and which may 
also be a function of /. For a unit of electricity passing 
from the point at temperature / to that at temperature /+ ^/ heat 
ijdt is absorbed; and if it passes in the opposite direction, heat 
frdt is developed, besides that due to the resistance of the circuit. 
Thus in an unequally heated metal in which a is positive, the 
passage of an electric current from places of low to places of 
high temperature should cause a cooling, and from places of 
high to places of low temperature, a heating. If <r is negative 
the opposite eflfects should be observed. And these effects are 
in addition to the ordinary heating effect in accordance with 
Joule's Law. 

9. Thomson Effect. Sir Wm. Thomson has made direct ex- 
periments to determine whether any such phenomena exist as 
those we have just alluded to. A bundle Of iron wires was 

I I 1 I [ I passed through two vessels of boil- 

A ^ 'B ^ € ing water A, C, and a vessel of 
cold water B between A and C. The temperatures at a and d 
were taken with the current passing in either direction along the 
wire. The temperature at a was observed to be greater when 
the current passed from C to A than when it passed from 
A to C; and the temperature at B was less when the current 
passed from C to A. It follows that in iron a- is negative : in 
copper it is positive. 

Experiments on several metals have been made by Le Roux, 
who has found that the heating effect is proportional to the 
current. He has also found that in lead alone of all metals the 
value of <r is practically zero. 

The quantity a- has been called by Thomson /he specific heat 
of eUctriciiy for the given metal. 

10. Sir Wm. Thomson has expressed tfie E.M.F. in a 
thermo-electric circuit by means of a function which he calls the 
thermo-electric power of the two metals. 

Def. If a oirouit is formed of two metals with the Junc- 
tions at indefinitely near temperatures, / and /+<//, and 
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dE is the E. M. F. of the circuit, then the differential co- 



efficient 



dE 
dt 



is called the THEBMO-BLBOTBIO FOWBB of 



the two metals for the temperature /. 

Let us suppose two loci -4, ^ to be drawn to coordinate the 
thermo-electric powers of two metals A, B with respect to a 
third one (7, which we will suppose to be lead, with the tempera- 
tures; the temperatures being taken as abscissae, and the 
thermo-electric powers are ordinates. Then for any given 
temperature, the thermo-electric power of A and B can be found 
by taking the intercept of the ordinate between these two lines. 
For by the law of intermediate metals, we have 
E(AB) = Ei^AC) - E(BC\ 
dE{AB) _ dEjAC ) _ dE(BC) 
dt " di dt * 




Thus at the temperature denoted by ON^, N^P^ and N^Q^ 
being the thermo-electric powers of A and B with respect to C, 
that of A with respect to B is denoted by PiQi» 

A is said to be thermo-electrically positive with respect to B 
at the temperature /, when one junction being at / and the other 
at t+dt, the current passes from A to B across the hotter junc- 
tion. The line A will fall above B in the diagram, for tempera- 
tures for which A is thermo-electrically positive with respect 
to B. 

11. Suppose we have a circuit formed of A and B with the 
junctions at temperatures /^ and /j, denoted by ON^ and ON^. Let 
us denote by <f> (/) the thermo-electric power at temperature /. 
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Then by the law of successive temperatures, if E is the E. M. F. 
of the circuit, 



£='fy{/)d/. 



Thus E is represented by the area PxP%Q%Q\' 
If the hot junction is at a temperature denoted by ON^ the 
E. M. F. wiU be denoted by IQJ^^-IQ^P^. Thus drawing the 
ordinate IM from the point / where the lines A and B intersect 
the temperature of the hot junction giving the maximum E.M.F. 
is that denoted by OM, 

It is found by experiment that the E.M.F. of a given circuit 
of two metals, i„ and / being the temperatures of the two junctions, 
and /„ some other temperature depending on the two metals, is 
given by the formula 

From this It^^ (^«'~^)- 

Thus the maximum value of the E. M.F. is obtained by making 
i-=it^\ which shows that the temperature /„ is that denoted by 
OM. 

Making 4 and / indefinitely near we see that the thermo- 
electric power at / is 

which shows that the lines drawn to represent the thermo-electric 
powers at various temperatures are straight lines. 

The thermo-electric power for temperature /^ is zero. This 
temperature, /«, is called the neutral point for the two metals. 

It appears from the expression for E that the temperature of 
the cold junction and the temperature of inversion are equally 
distant from the neutral pomt. 

12. Suppose we have a circuit formed of two metals A and 
By with the junctions at temperatures /j and /j, all temperatures 
being measured on the thermodynamic scale. Let H^, H^ht 
the falls of potential in passing from AioB^X these two junctions 
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respectively. Let <r, </ be the specific heats of electricity in 
A and B, Then the quantity of heat absorbed in the circuit 
for the passage of unit quantity of electricity from B \.o A across 
the junction at temperature /,, neglecting that due to the 
resistance, is 

which is equal to the E. M. F. E of the circuit. 

Now by indefinitely diminishing the current, the heat developed 
in accordance with Joule's law becomes indefinitely small as 
compared with that developed or absorbed on account of thermo- 
electric variations of potential. Thus when the current is re- 
versed there will be absorption of a quantity of heat equal to 
that developed in this case for each unit of electricity that 
passes. Thus the circuit acts like a perfectly reversible engine 
when the temperatures of the junctions are indefinitely near 
together. Therefore the algebraical sum of the quantity of 
heat absorbed at each point divided by the temperature of 
that point is zero. 

Thus -J--J+/ —^dt=o. 

*i h Jtt. ' 

Or since t^ and /j are indefinitely near together, 

d H <r'-<r 

— * V • = o. 

H dE . 
... - = ^ +«/-.. 

And the thermo-electric power <^ (/) at temperature / is 
dEdH , 

It follows from this, that if the junction of two metals is at 
their neutral point, at which their thermo-electric power is zero, 
there is no sudden variation of potential at the junction, and 
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no absorption or development of heat there. Thus in the case 
we have considered of a copper-iron circuit, when H^'\-h has 
its maximum value, H^ is zero. 

13. Suppose we have a circuit of two metals with both junc- 
tions at first below the neutral point. The passage of the 
current cools the hot junction and warms the cold one. Keep- 
ing the lower temperature constant and gradually raising the 
upper one, we have just seen that no thermal eflfect takes place 
at the hot junction when it is at the neutral point. If we further 
increase its temperature, the passage of the current now heats 
both junctions ; but when the temperature of inversion is passed 
the direction of the current is changed and it now cools both 
junctions. If we now raise the temperature of the cold junction 
above the neutral point, the passage of the current again cools 
the hot and warms the cold junction. 
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CHAPTER VII. 
Electro-Magnetic Induction. 

1. If we have an electric circuit carrying a current / in a mag- 
netic field, and such that the quantity of magnetic induction 
passing through it in the positive direction due to the field is N^ 
we have seen that the mutual potential of the field and circuit is 

Suppose the circuit to move from a position in which the 
quantity of induction enclosed by it is N^ to one in which the 
quantity is N^ : the work done on it by the field is the diminu- 
tion of potential, that is, it is / (-A^j— -A^i). Now the field always 
tends to move the circuit so as to do positive work upon it, so 
that it tends to move it so as to make it enclose the largest 
possible quantity of magnetic induction in the positive direction. 

2. Now suppose that the magnetic field in which the circuit is 
is due to another electric circuit : let us then have two electric 
circuits carrying currents /j and /,. Let the quantity of induction 
through the first due to the second be N^, and that through 
the second due to the first N^, Then the mutual potential of 
the two circuits is equal to — t^N^ or to —i^N^ Thus these 
expressions are equal ; and so we see that when the currents are 
equal the quantity of induction through each circuit due to the 
other is the same. Let us denote the quantity of induction 
through either circuit due to unit current in the other by the 
symbol M, Now the magnetic intensity at any point due to 
a given current in the second circuit, and therefore also the 
quantity of induction through the first circuit due to a given 
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current in the second, is generally proportional to the current 
in the second, and therefore when this current is i^ the quantity 
of induction through the first circuit due to it is Mi^, Thus the 
mutual potential of the two circuits is —MiJ^, 

The quantity M is called the coefficient of mutual induction of 
the two circuits ; and we have for its definition : 

Def. : THE COEPPICIENT OP MUTUAL INDUCTION 
of two circuits is the quantity of magnetic induction passing 
through either of them per unit current in the other. 

M is also called the mutual inductance of the two circuits. 

M is also the work which must be done on either circuit, 
against the action of unit current in each, to take it away from 
its given position to an infinite distance from the other. 

Or it is the work which would be done by either circuit on 
the other, in consequence of unit current in each, as the other 
moves from an infinite distance off up to its given position 
relatively to the first. 

3. M will depend on the form, size, and relative position of 
the two circuits ; and on the magneiic susceptibilities of neigh- 
bouring substances. And it should be noticed that M, or the 
quantity of induction through either circuit per unit current in 
the other, will not be constant if we have substances in the 
field of variable magnetic susceptibility, as iron or steel. In 
such a case the value of M will vary with the currents used ; 
and it can only be regarded as constant for such currents as will 
produce very small magnetic intensity in the iron or steel. 

4. Suppose we know the value of M for two circuits having 
one turn each ; and now we give to the circuits n^ and n^ turns, 
all the turns occupying practically the same position as the 
single turn of each circuit occupied before. This will produce 
the same effect as if we multiplied the currents in the two circuits 
by «i and n^. Thus the coefficient of mutual induction is n^ n^ 
times what it is if each circuit has only one turn. 

5. Solenoid. A single circular circuit of area s and carry- 
ing a current i has a magnetic moment is, m such circuits 
placed at equal distances along a common axis have magnetic 
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moment msi. Such an arrangement is an ideal solenoid. But 
as it cannot be realized in practice, a practical solenoid is 
a spiral with its ends brought back so as to be parallel to its 
axis. Suppose we form such a spiral with m turns all lying on 
the surface of a cylinder of cross-section j, and let i be the 
current carried. The magnetic moment of the arrangement is 
m s I, being practically equivalent to that of an ideal solenoid. 
Each circular circuit acts like a shell of area s and strength /, and 
the solenoid may be considered as equivalent to a cylindrical 
magnet of the same size and position built of magnetic shells, 
or discs, not necessarily very thin. If there are n turns per unit 
length, the thickness of each disc would be / = i/n. And if o- is 
the surface density of each shell i=z(rt=z (r/«, .-. a^tn. If the 
magnetic cylinder is built up of these discs wherever the surfaces 
of two cylinders with magnetic densities a and — o- are in con- 
tact, these two densities neutralize each other and the solenoid 
is equivalent to a cylinder of the same size and position having 
surface densities on its ends equal to in and —in. 

This cylindrical magnet may be considered as equivalent to 
the solenoid with regard to its action at all points outside it. 

Let us consider the magnetic intensity at a point within the 
solenoid. 

First, let us suppose the solenoid to be of indefinite length. 
Let AB be the positive direction of the solenoid, and suppose 
a unit magnet pole to start from a point P at a practically infinite 
distance from either end, and move through unit length from P 
to Q parallel to the axis of the solenoid, and in the positive 
direction of the lines of force. 

The work done on the unit pole by the solenoid is the same 
as that which would be done by the 



pole on the solenoid if this moved a P — Q 
through unit length in the direction 
BA, or the same as would be done by the pole on unit length 
of the solenoid which moved from B to A. Now in this motion 
the solid angle subtended at the pole by the positive face of 
each turn of the solenoid which has moved has diminished from 
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4 w to o. Thus the work done on each turn is 4 w /.• And the 
work done on the n turns in the unit length by the pole is 
4 Ti nt. This is also the work done on the pole by the solenoid 
in case the pole moves through unit length. And if the pole 
moved from P in any other direction than parallel to the axis 
it would have to move a greater distance for the performance of 
the same amount of work. Thus the magnetic intensity at any 
\ point P inside the solenoid and at a distance from its ends 
I practically infinite compared with its diameter is ^-nni, 

e. Next, suppose that the solenoid AB cannot be considered 
of infinitejength. If we continued it by means of two infinite 
solenoids added on at A and B of the same cross section, 
number of turns per unit length, and current as itself, the 
magnetic intensity at P would be 4 itnt. But these would be 
equivalent in their action at P to two infinite cylindrical uniform 
magnets of the same cross section as the given solenoid and of 
magnetic moment nt per unit length. Thus their action at P is 
the same as that of two layers of magnetism at A and B coin- 
ciding with the ends of the solenoid, and of densities /i/ and — nt 
(respectively. Thus in this case the magnetic intensity at P is 
4 TTwi— the intensity at P due to these two layers at the ends 
qfjLhe,splenpid. 

7. Let the length of the solenoid be /, so that m ^In. Suppose 
we place within a concentric cylindrical core of length /, the 
ends of the core and the coil being coincident. Let the magnetic 
susceptibility of the core be k ; its cross-section /. Let the 
length / be such that we may take the magnetic intensity 
throughout the space inside the coil to be 4 w«/. The induced 
magnetization of the core is 4 w «/k. So that the core becomes 
a magnet of moment 4 is niKls\ And the solenoid with its core 
has magnetic moment 

nils + ^TiniKl/ 
= mi{s + ^TtKs'), 

Thus by the addition of the core the magnetic moment is 
changed in the ratio j : x + 4 w k /. 

Suppose a coil of n' turns wound on upon the solenoid at 
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a great distance from its ends. The induction through a turn of 
this coil when there is no core is 4'Knsi; and when there is 
a core it is 4 ir « (x + 4 w k /) /. Thus the coeflficients of mutual 
induction of the two coils in the two cases are 

4 Tt nn' s, and 4 ir ««' (x + 4 ir k /). 

8. Induced Currents. Faraday discovered that while a closed 
electric circuit is moving relatively to a magnetic system a current 
is in general set up in the circuit. This he called an induced 
current* 

With regard to the direction of induced currents, the following 
law was given by Lenz : 

When a eonduotor is moving in a magnetio field a current 
is induced in the conductor in such a direction as by its 
mechanical action to oppose the motion. 

It appears from Faraday's experiments that any increase or 
diminution of the quantity of induction through a closed circuit 
will produce an induced current in it. Thus a current is pro- 
duced in a coil, as a rule, by increasing or decreasing the 
current in a neighbouring coil. If we take a neighbouring coil 
and suddenly start a current in it its effect in inducing a current 
in the given coil is the same as if we suddenly brought it up to 
its position from an infinite distance off with its current in it. 
If w^ suddenly stop the current the eflfect is the same as if we 
suddenly carried the coil off to an infinite distance with its 
current in it. 

0. Suppose we have a closed electric circuit of resistance R, 

containing an E. M. F. Ey and carrying a current /; and let the 

quantity of induction through it in the positive direction at any 

instant be iV. Now if N is constant, we have the ordinary rela- > 

tion E^RL But if N varies let us suppose that its rate of 

dN dN 

increase is— r-- Then /-^r ^s the rate of decrease of the po- 
at at 

tential of the circuit with regard to the field in which it is. Now 1 

E is by definition the work done per second per unit of current 

that passes in the circuit. So that in an element of time dt the ' 

electrical energy supplied by the source is Eldt, Now this 
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work is spent partly in heating the circuit ; in this way a quantity 

of work is used up equal to RPdi. The remainder of it is 

that part expended as mechanical work in the action between 

dN 
the circuit and the magnetic field; this part is /— r- dL 

dt 

dN 
Thus we have Eldt z=z RPdt^I^ dt . 

dt 






/= 



R 



Thus the eflfective E.M.F. in the circuit is no longer simply 

Ey but is altered by the variation of induction through it. We 

say then that there is an E.M.F. induced in the circuit, and the 

dN 

measure of it is 3- • Thus we have the rule, 

at 

The induced E.M.F. in a circuit is the rate of decrease of 
magnetic induction through the circuit. 

This is a general proposition, of which we shall make several 
applications, and it applies to all cases of induced E.M.F. 
however the variation of induction through the circuit may 
be caused. 

10. Suppose, for example, we have two circuits with a co- 
efiicient of mutual induction M. Let / be the current in one of 
them : then if / is varying the consequent induced E. M.JF. in 

the other is — M^* If -^is varying in consequence of relative 
dt 

motion of the two circuits, the consequent induced E. M. F. is 

dM, 

When two circuits are used so that by varying currents in 
one, E. M. F.s are generated in the other, the two are called 
respectively the primary and secondary circuits, and the currents 
in them the primary and secondary currents. 

Let A and B be two circuits with coefficient of mutual induc- 
tion My and let a steady current i^ be maintained in A while the 
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current in B rises from o to i^. Let i«? be the resistance of A . 
ThentheE.M.F. in-4 is 

Thus the work done to keep the current i^ going in A while 
i^ is set up in B^ independently of that done in consequence of 
the resistance of ^, is 



fi 



This is also the expression for the work that must be done to 
keep t\ going in A against the induction of B, if /j is kept 
steady in B while J/ increases from o to ^; as, for instance, 
if B is brought- up to position with its current t^ from an infinite 
distance off. The same amount of work must also be done in 
B in this case to keep i^ going against the inducdve action of A . 

Suppose the product Mt\ to vary in any manner from the 
value (Mt^i to the value {MiW, and suppose at the same time 
t\ is kept steady in A. Then we have 

Thus the work done to keep 1, steady in A against the induc- 
tive action of B is 

11. If a given circuit is carrying a varying current it is pro- 
ducing a varying quantity of mag netic ind uction through itself. 
Thus there must be an induced E. M. F. in the circuit in conse- 
quence of the variation of the current that it carries. Now the 
quantity of induction through the circuit due to its current is . 
generally proportional to its current. For unit current in the' 
circuit let this quantity be Z. Z is called the coefficient , of self - 
induction of the circuit : and we have for its definition, 

Def.: the coefpioibnt ob selp-induction of 
a cirouit is the quantity of induction passing through it per 
imit current in it. 

Z is also called the self-inductance of the circuit. 
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L will depend on the form and size of the circuitj and on the 
magnetic susceptibilities of any neighbouring substances. Sup- 
pose we know the value of L for a circuit of a single turn, and 
have a circuit of n tirnis all occupying practically the same 
position as the single turn, then the value of L for this circuit 
will be obtained by multiplying that for a single turn by «', for 
we have now produced the same effect as if we had made the 
current n times as great, so that we have made the induction 
n times as great, and at the same time we have n times as many 
turns for the induction to pass through. 

12. As in the case of the coeflficient of mutual induction, it 
should be noticed that L will not be constant for a given circuit 
if some of the lines of induction due to a current carried by it 
pass through substances of variable susceptibility, as iron or 
steel. L will then vary with the current used, and can only be 
regarded as constant for such currents as produce very small 
magnetic intensity in the iron or steel. 

18. Suppose a circuit with a coefficient of self-induction L to 
be carrying a varying current i. There is an induced E.M.F. 

m.it equal to —L-r.^ 

Thus, if there is an E.M.F. in the circuit, and it has resist- 
ance Ry we have 

The work expended in starting the current t in the circuit, 
independently of that spent in consequence of the resistance, is 



/■ 



Lj^tdf=:\Ll\ 



Also if the current ; has been started in the circuit, the circuit 
then containing no E.M.F., the expression \Li^ will represent 
the energy of the circuit. The circuit being now left to itself 
the current / will soon disappear, but we can show that the heat, 
produced in the circuit as the current falls off from 1 to o, is 
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\Li^. For during the decrease of the current, we have the 
relation _. 

Thus Ri^=z-^Li^^ 

at 

Therefore if / is the time that the current takes to change 
from the value / to o, the measure of the heat generated, in 
joules, is 

= i Lt\ 

14. Suppose we suddenly close the circuit containing the 
E. M. F. .E", so as to start the current in it ; the current will rise 
from o to its maximum value. Let this be »;, so that «, = E/R. 
We have, if i is the value of the current at any instant, 

dl ^ 

Rdi 



or, Rdt = L 



—Rt — Z\og 
= Zl08: 



E-Ri 
E-Ri 



C 
E-Ri 



E( _?l^ 
R^ 



t = ^i^i-e- L 



Thus the current rises to its final value i^ only after an infinite 
time ; but in a very short time after starting it is only imper- 
ceptibly different from i\. 

Now suppose the E. M. F. E removed, and the current to 
fall from 1* to zero. We have 



•0 ' 



N 
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Z, i 

The current that passes after the E. M. F. has been suppressed 
is called the extra current of self-induction. 

Thus the current does not becomes zero till after an infinite 
time ; but in a very short time it is appreciably zero for most 
coils, for in most cases Z/i?, which is a quantity of the dimen- 
sions of a time, is very small. 

15. The coefficient of self-induction of a long solenoid of 
length / with n turns per unit length is the quantity of induction 
across a cross-section of the solenoid multiplied by In, the 
number of its turns. Thus if s is its cross-section, iand it has no 
core, it is 

If it has a core of cross-section /, and susceptibility k, the 
coefficient of self-induction is 

47r«*/(j+47rK/). 

16. Energy of any number of circuits. Suppose we have 
any number of electric circuits having coefficients of self- 
induction Zj, Zj, Zj,...; and coefficients of mutual induction 
il/ij, M^^ ^2s»"- > so that any two of these such as Mp^, M^p 
are equal. Let us find the work that must be spent to start 
currents t\, t^, i*,,... in these circuits, neglecting their resistances. 
Let Z*!, Zj, Z3,... be the values of the E.M.F.s acting in the 
circuits at any instant to start the currents. 

We have the equations 
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And the energy is 

T==j^{£,i^+i:,t,+ ..,)dt, 

the limits of integration being taken from the time of starting to 
the time when the currents have risen to their full value. 
Now the part of jT involving Zj is 

The part involving Mj^ is 

And we get similar values for all such terms. 

Thus we have ♦ 

This quantity is called by Maxwell the electro-kinetic energy 
of the system. 

17. If we suppose the circuits to have any resistances 
i?i, i?j,... ; and if the system be left to itself after having the 
currents li, i*„... started in it, that is if the E. M. F.s in the circuits 
be suppressed, the heat developed in the circuits before they 
cease will be T, 

For we have the equations 

Ri ---L ^-A/ ^- 
^i^- A di '^dt ''-' 

Rt - ^M ^^^ ^L ^^^^ 
And the heat developed is 



/< 



the limits of integration being taken from the time when the 
currents have the values i*„ ij,... to the time when they cease. 
Thus we get for the value of the integral the expression which 
has been written equal to T'in the last article. 

N 2 
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18. If we suppose the circuits to have no resistances, and 
allow any motions to take place among thtm after the currents 
have been started and the E. M. F.s removed, the work done 
among them by their mechanical actions on each other will be 
equal to the diminudon of the electrokinetic energy. 

Now let us suppose that during any motions of the circuits, 
the currents in them are kept constant by means of E. M. F.s 
included in them. 

These motions will cause variations in the -^s, and if we sup- 
pose the forms as well as the positions of the circuits to be 
changed, in the Zs too. Let us denote the increments by 
8Z„ 8J!/ij,.... The consequent increment in T'is 

Now if the increments of magnetic induction through the 
circuits are hN^, fiiVj,... the entire energy supplied by the 
E. M. F.S is 

=i;(6Z,/,+6ji/;,i;+...), 
+i;(«ji/ij/i+^z,i;+...), 
+ 

=287: 

Thus if while the currents are kept constant, mechanical 
work W is done among the circuits, at the same time the 
electrokinetic energy is increased by FF, and the energy supplied 
by the E. M. F.s is 2 W. 

If the motions are infinitesimal, the electro-magnetic forces 
will be the same whether the currents are kept constant or the 
E. M. F.s removed, so that the mechanical work done will be the 
same. Thus the increment of electrokinetic energy in one case 
is equal to the decrement in the other case. 

10. We can get another useful expression for the electrokinetic 
energy of a system of linear circuits carrying currents. Sup- 
pose all the currents to rise simultaneously and uniformly from 
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zero to their full values. The magnetic induction at every 
point in the field will do so too ; and will, at any instant, be the 
same fraction of its full value as any current is oiits full value. 

Now suppose that a current through whose circuit there is 
induction N is increased by the infinitesimal amount di. The 
energy spent in doing this is Ndi. Thus the entire energy 
spent as far as this circuit is concerned will be 



/ 



Ndi. 



But N is always proportional to i'; so that . the energy 
expended in this circuit is \ the product of the final values of N 
and i. And the whole electrokinetic energy of the system is 
\ the sum of the products of each current and the quantity of 
induction through it. 

This investigation, of course, in supposing N always propor- 
tional to /, supposes the field to be everywhere of constant per- 
meability, that is, that at ever^ point the permeability is the same 
for all values of intensity, as for instance when the circuits are 
in air. If this is not the case W9 shall not get so simple an 
expression for the electrokinetic energy, but its value will in any 
case be given by the formula 

2 / Ndi, 



i- 



20. Maxwell supposed that the electrokinetic energy is 
associated with the lines of induction, and thus distributed 
throughout the entire field. We may consider the way in which 
it is distributed as follows. 

Imagine a filament; of infinitesimal cross-section, of a circuit 
in the field, carrying an infinitesimal current /. The energy 
contributed by this is J the product of i and the quantity of 
induction through it. Now take a closed tube of induction 
linked with the current /, of infinitesimal cross-section, and 
having throughout it a quantity of induction N, Thus the 
energy associated with, or in, this tube, as far as the current i is 
concerned, is J iN It should be noticed that the tube of 
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induction may be, wholly or in part, contained in the conductor 
from which the filament carrying t has been chosen, or in any 
conductor of the field. Suppose all the currents, in infinitesimal 
filaments, surrounding this tube in the + sense, add up 
algebraically to /. Then the entire quantity of energy in the 
tube is \ IN, 

Now suppose at any point of the tube the permeability is jui, 
the magnetic intensity H, and the cross-section of the tube S. 
ThtnN^iiHS. 

Also integrating all along the tube we get 

fllds = 4TrI 
.-. iiTlN^fiBSJlIds 

^LlPSds, 

since fi IIS is constant throughout the tube, and may therefore 
be taken under the sign of integration. 
Thus the energy in the tube 

or the energy per unit volume at any point in the field is 

21. To find the total quantity of electricity Q that passes 
round a circuit of resistance i? by induction, let N^ and iVj be 
the initial and final values of the induction through the circuit ; 
then 






P^ 



—jR-di^*' 

~ R 
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Thus if the circuit has coefficient of self-induction L and the 
E. M. F. is suddenly suppressed when the current in the circuit 
is iy the quantity of electricity that passes after this is 

If the current in a neighbouring circuit, which has with thjg 
given circuit coefficient of mutual induction M^ is changed in 
value from i^ to /j, the quantity of electricity which passes round 
the given circuit is 

R 

22. Induction in a ooil produced by Botation. 

Suppose we have a coil of n turns, all in one plane, and 
quite close together ; let iS" be the area enclosed by one turn. 
Let the coil be in a magnetic field of strength S^ and be rotated 
about an axis in its plane, which is perpendicular to the lines of 
force of this field, with a uniform angular velocity co. Let us 
consider the E. M. F. induced in the coil at any instant by this 
motion. 

Let Q be the angle which the plane of the coil makes at any 
instant with the position in which it is at right angles to the lines 
of force of the field. The quantity of magnetic induction 
enclosed by all the turns of the coil is nSH cos d. 

The induced E.M.F. will be the rate of decrease of this 
quantity; that is, it is nSI/oisind, 

Thus there is an alternating E. M.F. induced in the coil, 
which changes sign at the end of every half-turn. 

If the coil is closed we will thus get a series of alternating 
currents through it. 

Let us suppose that the coil is closed by means of a wire, to 
the ends of which its ends are connected by means of sliding 
contacts, so as to remain always in contact with them during the 
rotation of the coil. Let R be the entire resistance, and Z the 
coefficient of self-induction of the circuit so formed. 

The equation for the current is, (putting ^=a)/). 
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nSH(A sin co/ = i?/+ L -^ . 
at 

L 

Multiplying by 1—, and integrating, we get 

JLi 

Rt pRt_ 

e .1 := -= nSHiaJ e sma/.d/, 

e {-jT sin lot— (o cos <o/j 
= nSH,o i^ + C. 

-jr sin o) /— 0) cos oat _£_' 

Thus I=nSB(o. ^5 +C'^ ^- 

The last term, which diminishes as / increases, will have no 
appreciable effect on the value of / after a few turns, and may 
be neglected. 

r^. T €>y^y ^ Sln 0)/— Z(0 COS O)/ 

Thus 7= nSffa> ^rjJ^W 

Put L(A jR = tan <^, and we have 

Thus the strength of the current follows the same law as the 
E. M. F., but is not proportional to the E. M. F. 

The effect of the self-induction of the circuit on the value of 
the current may be stated as follows. 

The same current would be obtained as in the actual case, 
at every instant, if there were no self-induction, and 

(i) the resistance of the circuit were made -/i^^+ZW, 

(2) the coil were retarded in its rotation so as to be at the 
constant angle <^ behind its position in the actual case. 

In the same way we may suppose the coil to be acted upon 
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by a sinusoidal E.M.F., induced in any manner, of period 71 
The E. M. F. at time / may be given by the formula 



And putting tan<^= zitL/ET wt have for the current ^t 

itt/ 



any mstant 

^•sin(^-<^) 



V 






The expression in the denominator of this fraction is called 
the IMPEDANCE of the circuit. 

23. General definition of Impedance. If an E. M. F., e, 
which is periodic but not necessarily sinusoidal, acts on a circuit, 
the impedance of the circuit is to be defined as follows. Let 
T'be the period of the E. M. F., and therefore also of the current 
when the steady state has been attained. Take the integrals 

/ ^dty and / Pdt over any whole period. The results are 
Jo J a 

obviously independent of the limits of integration provided they 
differ, in each case, by T, The quantities 



a/^/ ^V/ and \/ f ( ^^^ 
•0 ^ Jo 

are called the effective E. M. F. and effective current, respec- 
tively. 

The impedance is the quantity obtained by dividing the 
effective E.M. F. by the effective current, or it is 



T 






Ut 

In the case of a sinusoidal current, from the values given 
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above for E and /, the value we should obtain for the impedance 
by this definition is obviously that already given, 



V 



^+^- 



24. Discharge Current. Suppose a conductor of capacity C 
is charged, and then connected to earth by means of a wire of 
resistance R and coefficient of self-induction Z. Let Q be the 
charge, and E the potential of the conductor at any instant ; 
/ the current through the wire. 



Then Q^EC, £ ^ ^ 

E = RI+L^, ^ 

dt di] 

dt' 


I' 




. d}Q RdQ I 

•• dt*^Ldt-^CL^-°' 






Let w,, «, be the roots of 






'"'+f-+i = o- 






(i) Let Wj, »a^ be real 






Then we have 






0=A^-" + ^,*"»*5 






and .'. /=-^,«j,«""*-^,)Wj*"»', 







with the conditions 

A^-^A^^ Q^ initial charge on conductor; 
and -4 J /«i + -4 J /«3 = o ; since initial current is zero. 

(a) Let m^, m^ be imaginary, and equal to a + \/^ )3, say. 
Then we have 

<2 = ^,^*SinO/+^,), 

/= ^1^** {asin {/3/+^a) + /3cos{/3/-|-i43)}, 
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with the conditions 

A^ sin A^ = Oo» 
a sin -4, + )3 cos A^ = o. 
Hence we may put 

/ =^ J (a cos -4,— ^ sin -^J ^ ** sin fit. 

Thus we see that the character of the discharge will depend 
on the nature of the roots m^^ m^. It will be oscillatory or 
not according as these roots are imaginary or real; that is, 
according as 

or according as 

< 4 

The electric oscillations in an oscillatory discharge are 
extremely rapid, and we cannot strictly apply to them the same 
equations as are used in the case of a current whose variations 
take place with moderate rapidity, as that induced in a rotating 
coil, for instance ; we know, for example, that the current must 
have very diflferent values at diflferent points of the wire at the 
same instant, the passage of the electricity along the wire being 
of the nature of the passage of waves. The results arrived 
at by this method, then, must only be considered as first 
approximations. 

25. When a variable current, whose value at a given instant is 
7, is flowing through a conductor, whose resistance and coefficient 
of self-induction are R and Z, we have the ordinary equation 
for the P. D. at the terminals of the conductor 

j'=je/+z^...(i). 

Now if the current is made a very rapidly alternating one, and 
we express the P. D. at the terminals of the conductor as the 
sum of two terms as follows, 



z:=i?v+z'^...{2). 
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it is found that R' is greater than R, the resistance as defined 
with reference to steady currents, and L' is less than Z. 

The general explanation of this may be given in the following 
way. Equation (i) is found on the supposition that the varia- 
tions in the current take place in such a manner that we may 
suppose that at any instant it is uniformly distributed across the 
whole of any given section of the conductor. But when a current 
is very rapidly started or stopped in the conductor, the several 
filaments of which we may suppose the conductor to be formed, 
by acting inductively on each other, cause the elements of current 
to be formed as far away from each other as possible. Thus 
the currents are established chiefly in the outer parts of the con- 
ductor, and things take place practically in the same way as if 
an innerjcore were removed, and thus the electrical resistance 
increased. Also if this core were removed we would now have 
a conductor whose several filaments are on the whole more 
separated from each other, and which would therefore have 
a smaller coefficient of self-induction. 

As an example of the effect produced, we may notice the 
following case. In a soft iron wire of length i6o cms. and 
diameter 3-3 mm. with an alternating current of complete period 
1/1050 sec. the mean value of-^' was i*%/^R, 

26. Suppose we have two coils wound so that all the lines 
of induction through either due to a current in it pass through 
the other. This may practically be arranged by putting the 
coils as close as possible to each other, or by winding them 
on the same ring of very soft iron, as a core, so that the 
ring threads through every turn of each coil, and practically 
all the lines of induction due to the coils lie in the substance 
of the ring. 

Further, suppose that the resistances of the coils are so small, 
and the inductances and rates of variation of current so large, 
that in the equations of E. M.F, we may neglect the terms 
depending on the resistances. 

If we have a variable E. M.F. given to the primary coil, 
supplied at its terminals, let us consider the E. M. F. generated 
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in the secondary; or given ofif at its terminals, the resistance 
being negligible, if it is joined to an outside circuit containing 
resistance. 

This is the probleni that occurs in the case of electrical 
transformers. 

Suppose the numbers of turns in the two coils are w^ and n^. 

Let Z, iV be the self-inductances, and M the mutual 

. inductance of the coils. Then since for any current in the first 

coil the same quantity of induction passes through both coils, 

L and M are proportional to n^ times and n^ times this quantity 

of induction. Thus 

Z : Jl/" = «i : «,. 

Similarly 

Now let Z\, E^ be the K M. F.s at the terminals of the coils 
at any instant, and t^ , /j the currents in them. 

Then we have approximately, neglecting the resistances, the 
equations. 

Thus, using the above relations between Z, M, N, 

Thus in this case the E. M. F. is practically changed in the 
ratio of the number of turns in the primary to the number in the 
secondary. 

27. To find the mutual potential of two closed electric circuits 
carrying currents / and /. 

Let us denote the two circuits by the letters s and s'. Then 
the required mutual potential is the product of t^ and the quan- 
tity of magnetic induction due to s passing through / in the 
positive direction, with its sign changed. 
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Let AB denote an elemenl ds of s. And let a series of 
indefinitely near planes be drawn at 
right angles lo AB^ the distance 
between two consecutive planes being 
/. And let these two cut off elements 
ds\y ds\ from / ; these elements being 
at distances r, and r, from ds] and 
r^ and r, making angles 0^ and 0^ with 
positive direction of ds. Let the posi- 
tive directions of ds^ ds\ in the figure 
be to the right, and of ds\ to the left. 
Now let us consider the qu^intity of magnetic induction due 
to ds enclosed between ds^^, d/^ and the two planes. The lines 
of force due to ds are circles about ds as axis. So that if r^ and 
ds\ are turned about ds as an axis till r, comes into the plane of 
Tj and ds^ d/^ will during the motion cut no lines of force*, and 
the quantity of magnetic induction required is that now enclosed 
between ds\, d^^ and the two planes. But the lines of force all 
cutting the present plane of Tj and r^ at right angles, this will be 
the quantity of induction passing across the portion CDFEoi this 
plane enclosed between the two planes CE, DF and two straight 
lines CD^ EF at right angles to them at the extremities of r^ 
and r,. 

Now the magneticjntensity at an element of this area at 
a distance r from dsy and such that r makes an angle B with ds^ is 

. , sin^ 
ids — 5— • 

And the area of this element is 

dr . 



sin^ 



Thus the quantity of induction across CDFE due to ds is 

idst^^^idsta^^A^ 

Now if the positive directions of ds\ and ds\ make angles 6j 
and 6j with that of ds we have / = ds\ cos f j = — <//, cos €,. 
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Thus the above expression is 

j'^j/ ^iCOS€i d:y^,cos€ x 

And considering all ^uch- elements as ds\ and ds\ the entire 
quantity of magnetic induction due to ds enclosed by / in the 
positive direction is 

ids 



ids I ds' • 



And the entire quantity of magnetic induction, or number of 
lines of force, due to s enclosed by s' in the positive direction is 



.rrcos< 

itial of ti 



dsd/. 

wo ci 
dsds\ 



Thus the mutual potential of the two circuits is 

''cose 
r 
Therefore the coefficient of mutual induction of two circuits is 

'*cos < 



F 



• dsd/. 



r 

This expression is also called the mutual potential oi the two 
circuits. 

The same double integral taken round one circuit is the co- 
efficient of self-induction of the circuit, 

28. Vector Potexntial of Magnetic Induction. 

The quantity of induction through any closed circuit is 
expressed by the surface integral 



//- 



NdS 



taken over any closed surface bounded by the circuit Now the 
same quantity may be expressed by means of a line integral 
taken round^the circuit. Suppose/ is some quantity having at 
every point of the field a definite direction and magnitude, 
€ denoting the angle between /and ds^ an element of the circuit, 
and/ being such that the line integral 

/ /cos € ds 

Digitized by VjOOQ IC 



jgz Electro- Magnetic Induction. [Part hi. 

taken round the circuit has the same value as the above surfiace 
integral. The quantity / was introduced by Maxwell, and 
called by him the Vector Potential of Magnetic Induction, We 
shall now see how / must be related to the induction that it 
may satisfy the required condition of making the above two 
integrals equal. 

From the circuit cut out an infinitesimal length du, and move 
this parallel to itself through a distance dv in a direction at rijg^ht 
angles to its old position. Join up the ends of du to their old 
positions on the circuit by two lengths each equal to dv. 

Then, if N is the component of magnetic induction at right 
angles to the rectangle du^ dv, the quantity of induction so added 
to the circuit is Ndudv, 

Again, lety^,y„ be the components of y along du and dv, in 
the positive sense round the circuit. Then the addition to the 
quantity of induction through the circuit is got from the line 
integral by taking in the terms contributed along dv, du, dv, and 
subtracting the term that arose from the old position didw, or, 
what comes to the same thing, taking the terms arising from the 
four sides of the rectangle in order, paying due regard to the 
signs. These terms may be written as 






Their sum is 

And this must be equal to Ndudv. 
Thus we have 

dv du 

The components of/at any point of the field must be connected 
with those of the magnetic induction by relations of this sort. 
And conversely, if a fiinction/ is found to satisfy these relations 
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at all points of the field it will fulfil the necessary condition of 
making the integrals 

ffNdS2indf/ds 

equal for any infinitesimal rectangle, and therefore for any 
circuit whatever. 

Taking F, G, If for the components of/ at any point, and 
a, b^c for those of the induction, we have the relations 
_dH^dG^ 
"^ dy dz 

"" dz dx 
_dG_dJ^ 
^ dx dy 

29. An expression for the electrokinetic energy of a system of 
currents flowing in conductors of any demensions may be found 
in terms of F^ G, H. We have for the energy the expression 



or 



or 






since i is constant round any filamental circuit and may there- 
fore be taken under the integral. 

i denotes, as in Art. 20, the infinitesimal current in any 
filamental circuit. 

Now suppose that at any point the current per unit area, 
drawn across the direction of its flow, is q ; and let UyV,w be 
the components of q. 

Let S denote the area of cross-section of a filamental circuit 
Then q=^t/S\ 

.dx ,dy .dz . 

•*• «-r, ^^, /—- are equal to 
ds ds ds 

uS, vS, wS. 
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Substituting the values in the integral and writing instead of 
Sds the expression for the element of volume dxdydz, we get 
for the electrokinetic energy the expression 



///< 



{Fu'\- Gv -\- JIw) dx dy dz 



taken throughout the field. 

30. The following method of treating magnetic tubes of 
induction is due to Hopkinson. 

Suppose we have a tube of induction, the cross-section at any 
place, permeability (considered constant throughout the cross- 
section), intensity and induction being denoted byj, iXylTzndB. 
Let dl denote an element of length of the tube. Then for the 
line integral of intensity round the tube we have 

CBsdl 



J H 



d 



•.• Bs is constant throughout the tube. Ildlis called the 

1 magneto-motive force of the circuit. Bs is the quantity of 

induction through the tube ; or, as it is sometimes called, the 

flow, or flux, of induction in the tube, i/fi may be called 

the specific magnetic resistance, and denoted by p; so that 

C ^i C dl , , . . r u ..,..,_ ,. 

/ — = / P — IS the magnetic resistance of the circuit which the 

tube forms. Thus we have the formula 
magneto-motive force ^=^flow of induction x magnetic resistance ; 
precisely analogous to the electrical formula 

electromotive force = current x electrical resistance. 
If i is the algebraic sum of all the currents interlinking the 
tube in the positive sense the magnetomotive force is 4^/; 
so that if no current interlinks the tube, the magneto-motive force 
is zero. 
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In the case of a substance having retentiveness we may get 
a flow of induction, due to residual magnetism, when the magneto- 
motive force is zero, or even of opposite sign from the flow. 
The explanation of this is that, in the above formula, the 
magnetic resistance is then zero or negative. For, by definition, 
p is, at any point, equal to HjB ; and, in such a substance, H 
may be zero while B is not, or ZTand B may have opposite 
signs. Thus the values of p throughout the tube may be such 
as to make the integral expressing the magnetic resistance zero 
or negative. 

We may take for the tube of force forming the magnetic circuit 
any material into, or out from, which no lines of induction pass ; 
that is, across the sides of which there is no magnetic leakage. 

Consider a uniform circular ring, length /, cross-section j, 
wound round uniformly with n turns of wire, carrying current /. 
The flow of induction will be 

= j^Ttiisni/l, 

Next, suppose the ring is slit across by a gap of breadth 6/, 
so narrow in comparison with the thickness of the ring that we 
may suppose the lines of force not to bulge out at the gap ; that 
is, the magnetic circuit is of practically the same breadth through- 
out. The magnetic resistance is now 

l-'hl hi 

fis s 

^ /+(fx-i)6/ 

Thus it is the same as if the ring were increased by a length 
(fjt— i) 8 /, and the flow of induction is now 

/^Ttiisni 
/+(iui-i)8/' 



o 2 
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CHAPTER VIII. 
Galvanometers. 

1. We have already noticed a few of the commonest forms of 
galvanometers and their chief uses, we shall now go on to con- 
sider them more in detail. 

Sine Galvanometer. Suppose we have a galvanometer of 
any form with a needle of any size ; and suppose we can rotate 
its coils about a vertical axis and have some means of measuring 
the angle through which they have been rotated from the 
magnetic meridian. Let M be the magnetic moment of the 
needle, and G the moment of the forces with which unit current 
in the coils acts on the needle when both coils and needle are 
in the same vertical plane. Let H be the horizontal component 
of the earth's magnetic intensity. Suppose a current C to be 
passed in the coils causing a deflexion of the needle. Now 
turn the coils so as to follow up the needle, and when they are 
both again in the same vertical plane let Q be the angle through 
which they have been turned. The needle is in equilibrium 
undet the action of the two couples whose moments are CG 
and Mil sin 0. 

.•. C = —FT- sm Q . 

Cr 

2. The ordinary method of observing the deflexion of the 
needle of a sensitive galvanometer is as follows. To the needle 
is attached a small plane mirror. A divided scale is placed 
horizontally at some distance from the galvanometer. A beam 
of light is made to pass through a slit, just under the scale, in 



Digitized by 



Google 



Galvanometers. 197 

which is a vertical wire, and to fall on the mirror after passing 
at right angles to the scale. A lens is placed between the slit 
and the mirror 'so as to form an image of the wire on the scale 
after reflexion of the light at the mirror. Sometimes the mirror 
is made concave, so that a lens is unnecessary : then the wire 
is placed at the centre of the mirror. When the needle is in its 
position of equilibrium, there being no current in the galvano- 
meter, the image of the wire is formed just over the wire itself, 
that is, at the foot of the perpendicular from the mirror on the 
scale. Very frequently, in using this instrument, the thing to 
be observed is simply whether there is a current or not ; but if 
we wish to determine the deflexion of the needle, let / be the 
distance of the scale from the needle, d the distance from the 
zero reading at which the image of the wire is formed. Let 
6 be the deflexion of the needle ; then the deflexion of the re- 
flected ray is 2 6, Then tan 2 ^ = d/L From this 6 can be 
determined. 

To increase the sensitiveness of a sensitive galvanometer it 
frequently has attached to it a magnet, called a compensating 
magnet, which can be adjusted so as to diminish the action of 
the earth's magnetism on the needle, and to allow a larger de- 
flexion to be obtained for a given current. 

3. Winding of sensitive galvanometer. In winding a sen- 
sitive galvanometer we wish to arrange so that the turns may 
produce the greatest possible magnetic effect on the needle. 
We should then get the wire as close as possible to the needle. 
Now a certain amount of space must be left for the needle 
to swing freely in, which must not be occupied by the wire: 
let us consider what is the best possible winding for the wire 
outside this space. Suppose the windings to be all circles 
about the horizontal magnetic axis of the needle in its position 
of equilibrium, as a common axis. Consider a length / of 
the wire wound in a circle of radius r sin d with its centre 
at a distance r cos 6 from the centre of the needle. Let 
i be the current flowing in this wire. Then the magnetic 
intensity produced by the portion of wire we are considering 
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resolved horizontally and at right angles to the axis of the 

needle is 

//sin^ 

If then the length / is wound anywhere on the boundary of 
a surfiace of revolution for which sin Q/r^ is constant, it will, when 
carrying a given current, produce a constant effect on the 
needle. If wound outside this surface its eflfect will be diminished. 
The wire which is wound on the galvanometer should then, to 
produce the greatest possible effect, just fill up the volume in- 
cluded between the space left for the needle and the surface 
r^ = c^ sin ^, where a is some constant. 

4. Ballistic Galvanometer. This is an instrument in which 
the needle is made to have a considerable moment of inertia ; it 
is sometimes made of a magnetized sphere of steel. It is used 
when we wish to read, not the steady deflexion of the needle, 
but the extent of the swing produced in it by a transitory current. 
With a needle having a large moment of inertia the entit-e transi- 
tory current may be assumed to have passed before the needle 
has moved sensibly from its position of equilibrium, and as it 
moves slowly the extent of the swing will be easier to read than 
that of a light, quickly-swinging needle. 

Let M be the magnetic moment of the magnet, A its moment 
of inertia, H the horizontal component of the earth's magnetic 
intensity, G the constant of the galvanometer. Suppose a 
transitory current passed through the galvanometer, Q being 
the entire quantity of electricity that passes, and let a be the 
swing of the needle. If i is the current at any instant, we have 



.=/.<//. 



Let ft) be the angular velocity with which the needle starts 
The angular momentum communicated to it is 



/ 



MGidt^MGQ, 
^ ft) = MG Q, 
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Thus the kinetic energy with which the needle starts is 

2A 

And the work done against the magnetic forces before the 
needle comes to rest is 



r 



MIf am Ode = Mil {i- cos a) =:^ 2MHsai^-\ 



= 2MHsvDr-; 



2A 



_ 2 /AH . a 



Now if the needle is set to make small oscillations under the 
action of the earth's field alone, its equation of motion is 

so that the time of a complete oscillation is 



Q 


=r 


B T . 


a 
2 




= 


H T 

-GTi"' 





when the deflexion is small. 

5. Damping of Galvanometer. In some galvanometers, in 
order to bring the needle to rest more quickly, a resistance is 
offered to its motion; so that its oscillations rapidly become 
smaller and smaller, and the needle soon settles down at its posi- 
tion of equilibrium. Such a galvanometer is said to be damped. 
A common way of damping a galvanometer is to have a mass 
of copper close to the needle, so that as the needle swings it 
induces currents in the copper, and these retard the motion of 
the needle. Sometimes the needle is suspended inside a sphere 
of copper which has a cavity hollowed out inside it for the 
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needle to swing in. The currents induced in the copper in any 
position of the needle are proportional to the velocity of the 
needle, and the retarding effect on the needle is proportional to 
the intensity of the currents, so that it is proportional to the 
velocity of the needle, for a given position of the needle. If 
we suppose the oscillations to be small, we may always suppose 
the retarding effect to be proportional to the velocity of swing of 
the needle. 

Let the deflexion of the needle at any instant from its position 
of equilibrium be Q, Then the equation of motion may be 
written 

_+,^_+co«d=o, 

the factor k depending on the damping, and co* on the restoring 
couple. 

To solve this equation let us put 



Thus we get 



From which 



^+(a)'->^^ = o. 



AT = C sin (y;;;^3J«/+ C) ; 



.-. B = Ce-f^i sin (-/a)2-.>P/+ C) ; 
if 0) is > k. 

Or x—Ce ^^^^^tj^ Ce - V^^^'t; 

\ik is >a). 

In this last case the motion is not oscillatory; the needle can 
only go through the position of equilibrium for one value of/; 
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after which it reaches a point of maximum elongation, and then 
continually approaches the position of equilibrium, only reaching 
it after an infinite time. 

Similar results would be obtained if o) = ^, the solution for 
which case is 

Let us consider the case in which co is > k. The equation 
shows that we get isochronous oscillations of which the complete 
period is 

27r 



r = 



Va)»->^ 



But the amplitudes of these oscillations diminish in geome- 
trical progression. If the value of a given half-amplitude is 

that of the next one will be 



Thus the ratio of each half-amplitude to the next is e V"^**. 
The logarithm of this ratio, k 7r/\/a)*— /^*, is called the logarithmic 
decrement. Let us denote it by A. The common logarithmic 
decrement L is found by observing an elongation, and then 
another after the body has made a considerable number of 
vibrations. Then 

A = Zlogeio. 

If T^ is the period of a complete oscillation without damping, 
ft) 



T ya)«-.>&« 



■^0 



T 0) y^« + A2 

Suppose we have a damped ballistic galvanometer, and 
a quantity of electricity Q passes through it. Let a be the 
observed deflexion, a^ that which we would obtain with no 
damping. 
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The position of the needle at any instant, measuring the time 
from the instant when it starts, is given by 

^=C^-*<sin Voi?-^t. 

Thus to find the maximum elongation, we have 

4. /~2 lAi Vdi^ — k^ 

tan voor^k^/vsz — — • 
And if V is the initial angular velocity, 



v=:CV<^^^J^; 



k 



And a„ = 



V 






" -^f|, **» -*— ^a)»->S' 



A 



-1 f 

A. 



Now G = f£'a.. 

Thus = -^ . g* 

If A is small we have tan ~^ tt/X = 77/2 nearly. 

Therefore G = ?— (i+-)a. 

G^ 2 TTV 2/ 

Suppose there is very little damping, so that \ is very small. 
Let I + ^ be the ratio of each half-amplitude to the next. Then 
p is very small. And we have 

= p very nearly. 
Thus Q=f^.ILu^P\a. 

(jT 277^ 2'f 
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e. To find a more exact formula we may notice that a and a^ 
should more strictly be found from the equations 

ar at 

— ^ +ft)^sin^ = o. 

Now since k and dQ/di are both small, by using the 
approximate equations with Q for sin d, we nearly change the 
angular acceleration in each case in the same ratio. And so the 
values found for the maximiun elongation from these equations 
are nearly changed in the same ratio. Thus if a and a^ were 
found from the more exact equations we should still have very 
approximately 



or 



-tan-i 




ao=a(i + ^) 




ue for Q is 




G It 2 




JI T 

sin 

G y^r^ + A^ 


2 



Now sin^ = sin ]-(iH — )[• 

And on expanding this is seen to be equal to 



sm-(i + -), 
2^ 2' 

as far as small quantities of the third order -are concerned, a and 
A being both small. 

mi r\ H. J . a. . Av 

Thus 0=:__sm-(i + -). 

Gtt 2^ 2' 

7. In using a reflecting galvanometer when a steady deflexion, 
or a throw, of the needle is obtained, the corresponding current, 
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or quantity of electricity, may be taken as proportional to the 
deflexion, or throw, as measured on the scale. If more accurate 
results are required we may proceed as follows. 

Let Q be the angular displacement of the needle, d the dis- 
placement of the spot of light on the scale, / the distance of the 
mirror from the scale. Then we may require tan Q or sin ^/2, 
and we have tan 2 ^ = ^/ /. Writing the equations approximately, 

we have 

. ^ . tan»2^ 
2 ^ = tan 2 ^ 

3 

2/ 6/^ 

&^ 
tan(?=^+- 

3 

"" 2/ 6/»"^24/» 



d( d^\ 



. e e $" 

sm - = - 

2 2 48 

_^__^ f 

"4/ i2/» 48.8/» 

""4/V' 32 /V* 

The proportional errors in these formulae are clearly of the 
magnitudes of </*//*, since the full series in the brackets only 
contain even powers of d/l, for when d is changed in sign and 
not magnitude so are tan 6 and sin 6/2. 

8. Bifilar Suspension. A bifllar suspension is used in many 
electrical and magnetic instruments ; and we shall here give the 
theory of it. 

A weight P is suspended by two threads of equal length /, 
having their upper ends on the same horizontal line, and which 
in the position of equilibrium are parallel to each other, and at 
a distance apart d. If the body is turned through an angle about 
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a vertical axis from its position of equilibrium its centre of 
gravity is raised, and it tends to return to its original position. 
To find the moment of the couple acting 
on the body to produce this displacement. 
Let this moment be M, Suppose the 
centre of gravity of the body, which we may 
consider to be vertically below a point 
midway between the attachments of the 
strings, to be raised through a distance x. 
Let each of the strings be deviated from its 
vertical position by an angle </>. 
Then 

x = /(i— cos</>), 

/sin</) = </sin-> 



= /- /y//2-^2 



sm-'-- 



For the position of equilibrium 
MdO = Pgdx, 



Pg(Psm -cos-dO 
22 



. .0 

sm'- 

2 



M:=: 



2 A^l'-d' 
PgcP sin Q 

4 W^/2-.,/2sin»|. 



Or since d is made very small in comparison with /, and Q is 

taken ^small too, 

^- Pgd' sine . 

M = — ^ — - — > very nearly. 

9. Weber's Electrodynamometer. In this instrument a small 
coil is suspended by a bifilar suspension, consisting of two 
wires, within a large one which is fixed in the plane of the 
magnetic meridian. Let G be the magnetic intensity produced 
by the large coil at its centre, where the small one is suspended, 
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for unit current flowing in it. Let ^ be the magnetic moment 
of the small coil for unit current flowing in it. The small coil 
hangs from a torsion-head which may be turned through any 
required angle. The current is led to this coil by means of the 
wires forming the suspension. Let the moment of torsion due 
to the suspension, when the angle of torsion is d, be i^ sin 0. 
Suppose we have currents /j, i^ in the fixed and suspended coils. 
And let be the angle through which the suspended coil is 
deflected. This angle is observed by means of a mirror 
attached to the coil and reflecting a beam of light. We have 
the equation, 

i^i^Ggco^O—t^gH^inO—F^mO = o. 

To correct for errors of adjustment of the coils, let us suppose 
that the plane of the fixed coil makes an angle a, and the axis 
of the suspended coil an angle a+/3 with the magnetic meridian. 
Suppose we pass the current t^ in the suspended coil, and then 
reverse its direction, and obtain the corresponding deflexions 
dj, 0^ on opposite sides of its position of equilibrium. We get 
the equations, 

i;i;(?^cos(^i+)3) = /;^^sin(dj + a + /3) + i^sind,, (i) 
t\t\Gg cos {6^— fi) = -4^^sin(^2-a-i9) + ^sind,. (2) 

In the same way if by passing the current t\ in the opposite 
directions through the fixed coil, we get for the two directions of 
Xj in the suspended coil the deflexions 0^, 6^ on opposite sides of 
the position of equilibrium, we have the equations, 

t\t\Gg cos (^3-/3) = I'a^^sin {e^^a'-fi)+Fsm 0^, (3) 
/, i^ Gg cos {e^ + ^) = - hgH sin (^, + a + ^) + i^'sin 0^ . (4) 

From (i ) and (3) we get 



hhGg = i,gHxm — -g-^ 



COS 

+F\za 



A-^^> 



cos(?i=i«+^) 
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Now a and fi are very small angles; and 0^, 6^, 6^, 0^ are 
nearly equal. Thus neglecting magnitudes above the first order 
of small quantities, we get from this equation, 



2 2 



8 



In a similar way from equations (2) and (4), we get 

M,G^ = -^2^^tan ^ +^tan ?i±^^ 

Now suppose that t\g His small compared with Fj then at the 
same time the deflexions are nearly equal. Thus approximately 

hh = -7T- (tan AZ-J+tan-2.^^*), 
2Gg^ 2 2 / 

= -^T- tan ^ ' ' * , nearly. 

If the same current t is sent through the two coils, and is 
the mean value of the deflexions, 

F 

P = 77- tan e. 
Gg 

This method of using the electrodynamometer is called the 
Method of Tangents. 

Another method of using it is to bring back the suspended 
coil to its position of equilibrium, with its axis in the magnetic 
meridian, while the current is passing. Then we have, if the 
adjustments are accurate, 

Or with the same current in both coils, 

F 

I** = TT- sin B, 

Gg 

This is called the Method of Sines. 

If the current in each coil has its direction changed the de- 
flexion is unafiected. An electrodynamometer is consequently 
a suitable instrument for measuring alternating currents. 
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CHAPTER IX. 

Determination of the Absolute Value of a given 
Electrical Resistance. 

1. We have seen how an electrical resistance may be 
measured in terms of a given set of standard resistances. This 
operation may be called Comparison 0/ Resistances : with suit- 
able apparatus it is capable of being done with tolerable ease 
and a considerable degree of accuracy. Thus with a Post Office 
resistance box, in which the values of the resistances of the coils 
are given in terms of the B. A. unit of resistance, we can find to 
a small per-centage the value of a given electrical resistance in 
B. A. units. 

We have now to consider methods of determining the value of 
a given resistance in terms of the absolute unit of resistance, 
or the ohm, according to the definition already given of this unit. 
The object of this is to determine in terms of some easily 
producible standard the value of the ohm. The plan adopted 
has been to compare the resistance measured in ohms with 
a column of pure mercury of known dimensions and at 0° C, 
and to calculate from the value of its resistance in ohms the 
length of a column of pure mercury at 0° C. having a cross- 
section of one square millimetre, which has a resistance of one 
ohm. 

When this has been done, copies of the ohm consisting of 
columns of mercury, with dimensions adjusted to have the 
required resistance at a fixed temperature, or conductors of 
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other metals compared electrically with these, may be made and 
kept as absolute units of resistance. 

2. The methods which have been used to determine the 
absolute value of a given resistance may be classed under two 
general heads. They depend respectively on the laws of Joule 
and Ohm. 

In the first, the resistance of a conductor is calculated from 
the amount of heat generated in it by a known current in 
a given time, according to Joule's law which has for its expres- 
sion the equation 

JH^ CRt, 

where the heat -^ is measured in calories, and /is the mechanical 
equivalent of heat. 

In the second, the resistance of a conductor is calculated from 
the current produced in a conductor by a known E. M. F. accord- 
ing to Ohm's law which has for its expression the equation 

E^CR. 

In this case the E. M. F. must be due to induction, as these 
are the only E. M.F.s that can be calculated directly in abso- 
lute units. 

We shall now describe some of the principal methods that 
have been used to determine the absolute value of a resistance. 

3. (i) Joule's Calorlmetrio Method. A current C whose 
strength was measured by means of a tangent galvanometer was 
passed through the coil of resistance R contained with water in 
a calorimeter. The heat, H, in calories, developed in the calori- 
meter in a certain time, / seconds, was determined. Then \ij 
is the mechanical equivalent of heat we have, to determine R^ the 
equation 

JH^ CRt. 

This method has been used by Joule and other experimenters. 
There is this objection to it ; that the value of/ is not known 
sufficiently well to make it an accurate method. In fact the 
value of the ohm is probably known, from other methods, much 
better than / is known. This would therefore be a more suit- 
Digitized by VjOOQ IC 



a 10 Absolute Value of Resistance, [Part hi. 

able method for determining the value of J from the value in 
ohms of the resistance of the coil used in the calorimeter. At 
the same time it should be mentioned that the value which Joule 
determined for the ohm by this method is now known to be 
much more accurate than many determinations made before 
and since by means of methods not involving the same 
difficulties. 

4. (2) Methods by Transient Induced Currents. 

Suppose a quantity Q of electricity passes instantaneously 
through a ballistic galvanometer of which the constant is (?, and 
at which the horizontal component of the earth's magnetic field 
is Hy the period of a complete oscillation of the needle being T, 
Let Q be the deflexion produced by Q, Then we have 

(j- IT 2 

The transient current in the galvanometer may be produced 
in two ways. 

(i) A large coil is set so as to be capable of rotating about 
a vertical axis in a place where the horizontal component of the 
earth's field is ZT'. The ends of this coil are connected to the 
galvanometer. Let the magnetic moment of the coil per unit 
current in it be S. This may be found from its dimensions by 
taking the sum of the areas of its turns, they being all in one 
plane. Let R be the resistance of the circuit formed of the coil 
and galvanometer. 

The coil is set first at right angles to the magnetic meridian, 
and then rapidly rotated through i8o°. The quantity of elec- 
tricity which passes is 

2Sff' 

R 

Thus we have, 6 being the galvanometer deflexion, 



Tsm- 

2 
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The ratio H^H may be found by oscillating the same 
magnet at the centres of the galvanometer and the rotating 
coil. 

(ii) Two coils are taken whose coefficient of mutual induction 
Mczxi be calculated. One of these is connected to the galvano- 
meter, forming £^ circuit of resistance R, In the other a current 
/is established. If this current is suddenly reversed the quantity 
of electricity which passes through the galvanometer is 

2MI 



I is measured by means of a tangent galvanometer, whose 
constant is G\ at a place where the horizontal component of 
the earth's field is H\ Let a be the deflexion produced by / 
in this galvanometer. Then we have 

/= 7^ tan a. 
Cr 

From these equations we get 

T^sm- 
2 

The ratio H'/H may be found as before. Or the reduction 
factors H/Gy it/G' of the two instruments may be completely 
got rid of by passing the same current through them; the 
ballistic galvanometer, since it is a very sensitive instrument, 
being shunted with a known shunt; and observing the de- 
flexions produced. 

The first of these two methods is due to Weber. The second 
was first suggested by Kirchhoff", who was the first to determine 
in absolute measure the resistance of a conductor. His experi- 
ment, however, was arranged in a different manner; and the 
theory of it is much less simple. He used the same galvano- 
meter to measure the permanent and the induced currents. The 
above method, and various slight modifications of it, have been 
employed by several experimenters with good results. 
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5. (3) Iiorens's Method by Continuous Induced Current. 

A conducting disc is made to rotate about its axis in a mag- 
netic field. If the ends of a conductor are placed in contact 
with the centre and circumference of the disc an E. M. F. will be 
induced in the circuit so formed. The magnetic field is pro- 
duced by a coil coaxal with the disc carrying a current. Thus 
the magnetic forces of the field form a system of revolution 
about the axis of the coil. And the quantity of magnetic in- 
duction cut across by the moving disc, considered as part of 
the circuit, in a single revolution, will be equal to the quantity 
enclosed by the rim of the disc. 

Now let M be the coefficient of nmtual induction of the coil 
and a circuit coinciding with the rim of the disc. And let / be 
the current carried by the coil. Let T'be the time of a revolu- 
tion of the disc. The E. M. F. induced by the rotation of the 

disc is 

Ml 
T' 

Now the centre and the circumference of the disc are con- 
nected with the ends of a portion of resistance i? of a circuit in 
which a current r is flowing. And matters are so arranged 
that no current flows in the disc or its connexions with R, Thus 
the E.*M. F. induced by the motion of the disc just balances the 
E. M. F. R r. And we have 

MI 

The current / of the coil is made the same as that in the 
resistance R, and so we have 

6. (4) British Association Method by means of a Re- 
volving Coil. 

A closed circular coil is made to revolve uniformly about 
a vertical axis. The currents induced in this by the earth's 
field act on a small magnet suspended at its centre by means of 
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a silk fibre. Under the action of these currents the magnet 
would not, strictly speaking, have a position of equilibrium ; but 
by making it of large moment of inertia and making the coil 
revolve rapidly it settles down, approximately, into a definite 
position. Its deflexion from the magnetic meridian is read by 
means of a beam of light reflected on a scale. 

Let G be the galvanometric constant of the coil, or the mag- 
netic intensity at its centre per unit current ; 

iS" the magnetic moment of the coil per unit current ; 

L its coeSicient of self-induction ; 

R its resistance in ohms ; 

0) its angular velocity ; 

/ the current in the coil at any instant ; 

H the horizontal component of the earth's magnetism ; 

M the magnetic moment of the magnet ; 

A its moment of inertia ; 

Q the angle between the magnetic meridian and the plane of 
the coil at any instant ; 

</> the angle between the magnetic meridian and the axis of 
the magnet; 

a the value of </> when there is no torsion in the thread ; 

MHt the coeflicient of torsion of the suspension fibre. 

The entire E. M. F. induced in the coil in consequence of its 
motion with respect to the earth and the needle is 

HS^^ sind+ GM^^^in (^-^) 

= HSdi cos Q + GMdi cos (^— </>), 

because -3- == o), and ultimately </> is constant. 
at 

Thus we have 

Ri^L ~ = US a> cos e+GM<a cos (e'"<l>). 

Rt 

Multiplying by e^f L, and integrating, and writing Q = co/, 
and dividing by e ^^ we get 
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t = ^^2:W ^ cos<»/+Zft) sm 6)/) 

GSJfft) U , . .V. . . . . .x> ^-4^ 



=^ ^i? cos(a)/— <^)+Za) sin (o)/— <^)> + C/ 



The last term disappears after a short time. 
From the motion of the needle we have 

In the position of equilibrium of the needle -^ = o. Thus 

we have Gi'cos (^— <^) = Zr{sin <^ + t (<^— a) }. 

Substituting in the above equation, the terms in B, or oat must 
vanish .; for the final value of <^ does not depend on B. Thus 
leaving these terms out we get 

= 2Zr{sin<^+T(<^— a)}. 

From this equation the value of R can be deduced. 

It is not necessary to know the value of H, The value of 
M/H can be determined by using the suspended magnet to 
deflect the needle of a magnetometer. 

This method was suggested by Sir William Thomson to the 
Committee of the British Association on Electrical Standards, 
and used by them in 1863. 
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CHAPTER X. 
Dimensions. 

1. By the dimensions of a physical quantity we m^an the 
quantities, and powers of quantities, involved in the measure- 
ment of it. Thus a velocity, since it is distance per unit of 
time, and is measured by a distance divided by a time, is of the 
dimensions of a length and the reciprocal of a time : an ac- 
celeration, since it is increase of velocity per unit of time, is of 
the dimensions of a velocity and the reciprocal of a time ; or of 
a length and the inverse square of a time. Now in mechanics 
we know that length, mass, and time are the fundamental 
quantities the units of which we choose as fundamental units; 
and the units of all other quantities are derived from these. 
These three fundamental units are sufficient for the statement of 
the measure of any quantity that can occur in mechanics. For 
instance, we may say that a force is one which acting on the 
unit of mass for unit of time will generate in it a velocity of so 
many units of length per unit of time. Thus the dimensions of 
all quantities that occur in mechanics can be expressed in terms 
of those of length, mass, and time. 

2. The units of all quantities that occur in Electricity and 
Magnetism are defined with reference to their mechanical actions, 
and the dimensions of all such quantities can be expressed in 
terms of the fundamental units of length, mass, and time. 

The fundamental units of length, mass, and time are denoted 
by the symbols [Z], [M], and [T'J, and any derived unit is 
denoted by a similar symbol in square brackets. Thus [LT''^'\, 
[Z7~*] for the units of velocity and acceleration. 
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3. The expression of any physical quantity may be con- 
sidered to consist of two factors, one being the unit in terms of 
which it is measured, and the other the number of times it con- 
tains the unit. If the magnitude of the unit is altered in any 
manner, the numerical factor in the expression of a given quan- 
tity will be altered in the inverse ratio. Now the? magnitude of 
the unit will depend on those of the fundamental units chosen. 
If we know in what manner it depends upon them, that is to 
say, if we know its dimensions, we can easily find how it will 
be changed if we change the fundamental imits. For suppose 
that a derived unit [iV] is [^L^M'^T'^ Then by taking new 
fundamental units [Z'], [M^, [7^], the corresponding derived 
unit [iV^ is [Z'^i^^T^**]. And the ratio of the new to the old 

(i) (») (?) • 

4. Derived Mechanical TTnits. The following are the 
dimensions of the principal derived units that occur in me- 
chanics. 

Velocity. A velocity being distance passed over per unit of 
time, the dimensions of the unit of velocity are \LT~'^\ 

Acceleration. This, being increase of velocity per unit of 
time, has for dimensions \LT^\ 

Force. This, being measured by the product of a mass and 
an acceleration, has for dimensions \LMT~^\ 

Work. This, being measured by the product of a force and 
a distance, has for dimensions \I}MT~^\ 

5. The dimensions of the unit of any quantity will depend 
upon the action with reference to which the unit has been 
defined. So that if we can find two entirely different actions 
of the same quantity with reference to which to fix its unit and 
to measure it, the unit will, as a rule, be of different dimensions 
in the two cases, and the measure of the quantity will vary when 
we vary the fundamental units in different manners according to 
the ways we have chosen of selecting the unit. As an example 
of diflferent ways of selecting a unit for the same quantity we 
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may refer to the definitions already given of the unit of elec- 
tricity according to its electrostatic and electromagnetic actions 
respectively ; the unit in the first case being defined with respect 
to the action of a charge of electricity on another charge, and 
that in the second case with respect to the action on a magnetic 
pole of a quantity of electricity flowing along a conductor. 

6. There are two systems of units of all the quantities that 
occur in electricity and magnetism, which are obtained respec- 
tively by starting with electrostatic and magnetic actions, and 
are called the electrostatic and electromagnetic systems. We 
shall determine the dimensions of the units in these two systems. 
We shall denote by a small letter the measure of any quantity 
in the electrostatic system, and by the same letter in square 
brackets the corresponding unit ; and by the corresponding 
capital letter, and this letter in square brackets, the measure 
of the same quantity in the electro-magnetic system, and its 
unit. 

7. BIiEOTBOSTATIO SYSTEM. 
Quantity of Electricity. A quantity q of electricity acts 
on an equal quantity at a distance d with a force yj where 

Thus q^d^f. 

And since d is of dimensions [Z] and f of dimensions 
\LMT-^\ we have . 

\q'\ = \pM^T--'^\ 

SurflEtce-Density of Electricity, being the quantity per unit 
area, we have for the unit. 

Electrical Intensity, being force per unit of quantity, we 
have for the unit, 

w = [/]/[?] = [^-*^*^']- 

Specific Inductive Capacity is by definition, in this system, 
a ratio, that is to say, it is a quantity of no dimensions in the 
fundamental units. 
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Electrostatic Potential, or E. M. F., is work per unit quan- 
tity of electricity; so that we have for the unit, 

[^]=:[Z*JI/*r"^]. 

Capacity being quantity of electricity per unit of E. M. F., we 
have for the unit, 

M = C?]/W = m- 

Current being quantity per unit time, we have for the imit, 

Besistance being defined by Ohm's law, we have for the unit, 

Quantity of Magnetism. A quantity / of magnetism con- 
centrated at the centre of a circular conductor of length / and 
radius d and carrying a current /' is acted on by a force/* due to 
the current, where y*= tlq' /d^. 

Thus ^^fd}lil\ 

[/] = [/]W/H = [^*^*]. 

Surface Density of Magnetism being quantity per unit area, 
we have for the unit, 

Magnetic Intensity being force per unit quantity of magnet- 
ism, we have for the unit, 

. [^1 = [/]/[?T = [^*^*^]- 

Magnetic Potential being work per imit quantity of magnetism, 
we have for the unit. 

Magnetic Power being product of magnetic density by thick- 
ness of shell, we have for the unit, 

8. EIiECTBOMAGXETIC SYSTEM. 
Quantity of Magnetism. A quantity Qf of magnetism acts 
on an equal quantity at a distance d with a forcey^ where 

/= o'V'^. 
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Thus Qr=^d^. 

And we have for the unit, 

SurflEkce Density of Magnetism being quantity of magnetism 
per unit area, we have for the unit, 

Magnetic Intensity being force per unit of magnetism, we 
have for the unit. 

Magnetic Potential being work per unit quantity of magnet- 
ism, we have for the unit. 

Magnetic Power being the product of magnetic density and 
thickness of shell, we have for the unit, 

C?urrent. A quantity Qf of magnetism concentrated at the 
centre of a circular conductor of length / and radius d and 
carrying a current /is acted on by a force/ due to the current, 

Thus I=fd'/iqf; 

Quantity of Electricity being product of current and time, 
we have for the unit, 

' Sur&ce-Density of Electricity being quantity per unit area, 
we have for the unit, 

[S] = [Z-»il/*]. 

Electrical Intensity being force per unit quantity of electricity, 
we have for the unit, 
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Electrostatio Potential, or B. M. P., being work per unit 
quantity of electricity, we have for the unit, 

Capacity being quantity per unit of E. M. F., we have for the 
unit, 

[C] = [Z-7»]. 

Beaistance being defined by Ohm's Law, we have for the 

Specific Inductive Capacity. If 2 is the surface-density of 
electricity at a surface in a medium of specific inductive capacity 
K, and V is the potential at the surface, and n a distance 
measured along the normal to the surface, passing into the 
medium, we have 

Thus we have for the unit of specific inductive capacity, 

[Arj = [S][z]/[Z'] = [z-»n 

9. These are the dimensions of the units of the principal 
quantities occurring in electricity and magnetism. It may be 
noticed that the quotient obtained by dividing the unit of any 
quantity in either system by that of the same quantity in the 
other system is always some power direct or inverse of the unit 
of velocity. Thus, for instance, taking the units of quantity of 
electricity, we have 

From this it follows that the number of electrostatic units in 
an electromagnetic unit is the numerical measure of a certain 
velocity the absolute value of which does not depend upon the 
magnitudes of the fundamental units. For if these units be 
changed in any manner this number will vary inversely as the 
unit of velocity, so that the product of it and the unit of velocity, 
that is the velocity of which it is the numerical measure, will 
remain constant. 
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Let us denote this number by v. We can see in just the 
same way that the number of electrostatic units of any quantity 
contained in an electromagnetic unit of the same quantity is 
some simple power of v. 

We may also see in the following way the relations that exist 
between the units of the principal quantities in the two systems. 
Let iy 1 be the numerical measures, in the two systems, of an 
electric current, with similar meanings for the other letters. We 
have for FF, the measure in joules of a quantity of energy, the 
following expressions, 

From these equations we get 

v T '^ I^ e ^ Q " >/ C' 
Thus we have for the ratios of the units of the quantities, 

[i]_H_[0]_^ 
M~[^]~l>]" ' 

10. The dimensions which have been here assigned to the 
various electrical quantities are those usually given. They serve 
one purpose of dimensions ; namely, to show in what ratio the 
unit of any quantity would be changed if the fundamental units 
were changed in any manner. And they further serve as a 
check on a formula or equation by showing whether all its terms 
liave the same dimensions in Z, M, and 71 

The dimensions of a physical quantity in terms of the funda- 
mental mechanical units, ought, however, if possible, that is to 
say, when our knowledge is sufficient, to indicate the mechanical 
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nature of the quantity. As for instance, in mechanics, the 
dimensions of force [LJlfT"'^, show us that force involves the 
ideas of a mass moving with acceleration, and shows how the 
magnitude of the mass and that of the acceleration enter into the 
measure of the force. 

Now in the case, for example, of the electrostatic unit of 
quantity, the resul/ of the mechanical actions of two quantities 
of electricity is involved in the definition, and so comes into the 
dimensions; but what the ultimate mechanical nature of an 
electrical charge is, is necessarily, on account of our ignorance 
of it, in no way indicated in the dimensions. 

That the natures of the quantities in the two systems are not 
indicated in the dimensions would be obvious from the mere 
fact that the dimensions are different in the two systems. In 
finding the dimensions in either case we start by contemplating 
the results of two sets of actions ; the actions chosen in the 
two cases being different, thus leading to results, from this 
point of view, inconsistent with each other. If we knew enough 
about electricity and magnetism to start in the two cases with 
the quantities themselves, we should doubtless get the same 
dimensions for any quantity in the two systems, if two systems 
were then necessary. In either case the actions, whatever they 
are, take place in the surrounding medium, and depend on that 
medium, that is on the quantity A!' or fx. 

Professor Rticker has suggested that these quantities should 
be regarded, not as mere ratios, but as quantities having dimen- 
sions, although, at present, unknown dimensions, in Z, M, 
and T, These he has called secondary fundamental units, 
and has proposed their introduction into the dimensions of 
electrical and magnetic quantities, showing how in the ordinary 
expression of these dimensions the quantities K and ^ are 
suppressed. 

In the electrostatic system, then, for unit of quantity we must 
write our relation/* = ^ / d'^ K. 

Thus [s] = [L^M^T-^K^l 
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In the electromagnetic system, for the dimensions of unit 
quantity of magnetism we have, in the same way. 

For unit of current 

For unit of electricity 

In the same way the dimensions of all the other quantities in 
the two systems, with K and /x introduced, may easily be found. 

By comparing the dimensions of any quantity in the two 
systems, a necessary relation between those of K and /i is seen. 
Thus considering that [^] and [Q] have the same dimensions we 
see that the dimensions of AT /ut"» are [ZT*"^]. 
. 11. Experiments have been made to determine the value of v 
with reference to various pairs of imits ; these have all given for 
it, supposing we take for fundamental units those of the C.G.S. 
system, a value of about 30 x lo*. This is about the same as 
the measure of the velocity of light with the same units ; the 
two numbers, the ratio Vy and the measure of the velocity of 
light agreeing to about the same degree of accuracy as the 
various determinations of either of them agree among them- 
selves. If then we suppose these two quantities to be the same, 
we see that whatever be the fundamental units chosen, the 
number of electrostatic units of electricity in an electromagnetic 
unit is a number expressing a velocity which is always the 
velocity of light. If our fundamental units were so chosen that 
the velocity of light should be unit of velocity, then the units of 
any quantity in the electrostatic and electromagnetic systems 
would be equal. 

We may obtain a physical conception of the velocity v, as 
it relates to the units of electricity, in the following manner. 
Suppose we have two parallel plane surfaces electrified to surface 
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densities <r, <t'. The force of repulsion on either of these per 
unit area is 2 7r<r<r'. 

Now let us suppose that an electrified body in motion is 
equivalent to an electric current. And let these two surfaces move 
in a direction parallel to themselves with velocity v. This is 
equivalent to two parallel current-sheets ; and there will in con- 
sequence be attraction between the planes. If «, u' are the 
surface-densities of the current in the two sheets, or the quanti- 
ties of electricity flowing per second across unit length drawn at 
right angles to the direction of flow, it may be shown that the con- 
sequent attraction on either plane per unit area is 2 ttww' ; where 
u and «/ are measured in electromagnetic units. Now let n 
be the number of electrostatic units in an electromagnetic 
unit. The surface-densities of current due to the motion of 
the two planes measured in electrostatic units are <tVj(/v, 
Thus we have 

Now let us suppose that the velocity v is such that the electro- 
static repulsion is just balanced by the electromagnetic attrac- 
tion. Then we must have 

ZIKTO" := 2 TT =— • 

Therefore v^n. 

This gives the velocity with which the surfaces must move, 
and shows that the number expressing it is equal to the 
number of electrostatic units contained in an electromagnetic 
unit. 

It has not been shown whether a moving electrified body 
does produce the same electromagnetic effect as that here 
supposed, but Rowland has shown that such a body does pro- 
duce some magnetic effect, of the same order of quantities as 
we have supposed. 

12. We have seen that the quantity 1/ VK^x is of the 
dimensions of a velocity. Let us consider what particular 
velocity it represents. 
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Suppose the measures on any arbitrary system whatever of the 
specific inductive capacity and permeability of a given medium 
to be A!' and ft. And suppose the measures, on the same system, 
of the electrostatic and magnetic units of quantity, the unit of 
magnetism, and the unit of current to be q, Q, Q\ I; these 
being the units with regard to the given medium and some 
given system of fundamental units. Take the four equations 
connecting these quantities mechanically, 

f=I.l.Qfld\ 
Q=I.t. 

Now by making <f = i in the first of these, so that/" = i, and 
similarly with the others, we get 



From which 



I Q 



That is in any arbitrary system whatever the number which 
measures if J K\i. is the number expressing the ratio of the 
electromagnetic to the electrostatic unit on the same system and 
with reference to the medium. Thus \ / ^K\k denotes the 
velocity v above mentioned. (Arts. 9, 11.) 

In the case of air this quantity has been shown by experiment 
to be equal to the velocity of light. In his Electromagnetic 
Theory of Light, Maxwell supposes that for any medium 
ij *JK\l would be the velocity of light in that medium, being 
the velocity of propagation of electromagnetic disturbances, and 
light being a manifestation of these disturbances. 
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Thus, taking symbols to refer to two diflferent media, 



V: 



and is thus the optical index of refraction from the first to the 
second mediums. 

Taking^ and /i, as is generally done, to simply mean the 
ratios of the corresponding quantities in a given medium to 
those in air, we see that V^ij. denotes the index of refraction 
of that medium with respect to air. 

13. Weber and Kohlrauaoh's determination of v, Weber 
and Kohlrausch were the first to make a determination of the 
value of V, They determined it as the ratio of the electro- 
magnetic unit of electricity to the electrostatic unit, or the ratio 
of the numbers expressing the value of the same quantity of 
electricity in electrostatic and electromagnetic units. 

The following is the principle of the method. A Leyden jar- 
of known capacity was charged, and the electrostatic measure 
of the charge was determined. The jar was then discharged 
through a ballistic galvanometer to determine the electro- 
magnetic measure of the charge. The ratio of the first of these 
measures to the second is the required value of v. 

The capacity of the jar was determined by comparing it with 
that of an isolated sphere, the capacity of which in electrostatic 
measure is equal to its radius. This was done by putting the jar 
in contact with the sphere several times, and putting the sphere to 
earth after each contact, and comparing the potential of the jar, 
before these contacts, with that which it has after they have been 
made. The potential of the jar is diminished at each contact 
in the ratio of its capacity to the sum of the capacities of the 
jar and sphere. 

The potential of the jar could now be determined by means 
of an electrometer of known constants; and so the charge 
could be found as the product of capacity and potential. But 
in the original experiments a torsion-balance, of known con- 
stants, and having the fixed and moving balls equal, was used. 
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With the fixed ball, of known size, a known fraction of the 
sphere's charge was taken from it, and thus a known fraction of 
the charge of the jar. Half this charge was imparted by contact 
to the moving bail, and by the deflexion, and the known con- 
stants of the instrument, the value of the charge, and thus of 
the charge of the jar, was determined. 

14. Sir Wm. Thomson's determination of v. Thomson 
determined v as the ratio of the electrostatic to the electro- 
magnetic unit of E. M. F. . 

A current was sent through a coil whose resistance R in 
electromagnetic measure was known. The value of the current 
/ was determined by means of an electrodynamometer, so that 
it was not necessary to determine the value of H, Thus the 
electromagnetic measure E of the E. M. F. of the ends of the 
coil was known, being equal to RL 

The electrostatic measure e of the same E. M. F. was deter- 
mined by connecting the extremities of the resistance R with 
an absolute electrometer. Thus we get for the required value 

E 

V = — 
e 

In this method of determining v it is necessary to know the 

value of R in absolute measure, as this value is a factor in the 

result, and if it has been measured in terms of any given unit, 

for instance the B.A. unit, we ^ must know how many C.G.S. 

units of resistance this contains. The other factor of the result, 

it may be seen, is merely a numerical quantity, and of no 

dimensions in the units ; for instance the values of / and of e 

both involve the square root of a force. This method may then 

be considered as one for determining z; as a resistance. 

15. Determination of v by means of the measures of 
a capacity. 

The value of v is the square root of the ratio of the electro- 
magnetic to the electrostatic unit of capacity. 

Suppose we have a condenser whose electrostatic capacity can 
be readily calculated from its dimensions ; such as one formed 
of two parallel circular plates with a guard-ring. 

Q 2 

Digitized by VjOOQ IC 



228 Dunensions, [Part in. 

The electromagnetic measure of the capacity may be deter- 
mined in the following way. A current is passed through 
a known resistance R^ and its value determined by the deflexion 
a produced in a galvanometer, frqm the formula 

/= -— ■ tana. 

Or 

The ends of the resistance R are connected to the electrodes 

of the condenser, thus charging it to E.M.F. RI. If then C 

is the capacity of the condenser it is charged with a quantity of 

electricity, 

jj 

CR-r^ tana- 
Cr 

If the condenser is now discharged through the galvanometer, 
the period of a complete vibration of which is T, producing 
a swing 6, we have the quantity discharged 

TH . 6 

- -^ sm - . 

IS G 2 

Thus we get 

. h 

rr Sm - 

•TT i? tan a 

If c is the electrostatic measure of the condenser, as deter- 
mined by measurement, we have 

„ i;Rc tan a 

r . s 

sm- 

2 

This method has been used by Professors Ayrton and Perry. 
To make it workable, matters were arranged so that the entire 
current / was not passed through the galvanometer, which, as it 
was used to measure the discharge, was a very sensitive one. 
But the galvanometer, of resistance g^ was shunted with a shunt 
f, and a very great resistance p added to it. The terminals of 
the resistance thus formed were then connected with those of a 
known fraction m of the entire resistance R, This practically 
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does not alter the value of the current in mR, and so we observe 

the current produced by the E.M.F. mE m the resistance 

^ s 
Q-\ — If o! is the deflexion thus produced, we have 

^jp P(l±^hgsH 

mJL :=. y^ tan a , 



since the current in the resistance p-^i^/ig-^^) is 
^.^tana. 
And the charge is CE; thus we get 



C = 



ms T-S'n^ 



P{g + ^)'+g^ wtana''. 
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CHAPTER XL 

Examples of Electro-Magnetic Measurements. 

1. To compare a Coefficient of Mutual-Induction and 
a Resistance. The primary coil is joined up in circuit with 
a constant battery so that a current / flows in it. The secondary 
is connected with a ballistic galvanometer. Let M be the co- 
efficient of mutual-induction of the coils; R the resistance of 
the circuit composed of the secondary coil and galvanometer. 
The current in the primary coil is suddenly reversed, and the 
swing of the galvanometer, a, read. The entire quantity of 
electricity that has passed through the galvanometer is 2MI/R, 

_, 2MI T H , af Xx 

Thus — =- = ---^sm-fi + -)• 

Next the galvanometer is shunted to a portion of the primary 
circuit of small resistance, S\ and the resistance, K, of the 
galvanometer circuit is made very large. Thus the entire 
current in the primary circuit may be supposed to be unaltered. 
And the current through the galvanometer will be IS/{S-\-K). 
Let y3 be the deflexion obtained. 

a 
2M_ S T ^/ Xn 
'* R ■■^+^7r 'tan^V^"^ 2/ 

This method may be used to determine M if we know the 
value of R and the ratio of *$* and K, Or it may be used to 
determine the absolute value of a resistance R^ if the value oiM 
is known by calculation and the relative vilues of the other 
resistances can be found. 
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2. To compare a Coefficient of Mutual-Induction and 
a Capacity. Join up a constant battery in circuit with the 
primary coil, and a ballistic galvanometer with the secondary 
coil, as in the first ^ 
figure. Letilt/'bethe J_ 
coefficient of mutual T" 
induction of ihe coils; 
R the entire resistance of the secondary circuit ; / the current in 
the primary circuit. Observe the throw, a, of the galvanometer 
on making the primary circuit. 

MI T H , ar Ax 
Then -^ - _ .sm-(i + -). 

Next charge the condenser of capacity C, at the extremities of 

a portion of known resist- r-i_, 

ance S of the primary cir- , r- Q 

cuit, through the galvano- f 5 V..,.| 

meter, while the current — 1 — i^^H] 

1 is flowing through the ^ ""^ — ' 

primary circuit. Observe the throw ^ of the galvanometer. 

Then C57=^.^.sin^(i + ^). 

. a 

Therefore ^^ = — • 

sm — 
2 

The change from the first to the second arrangement may be 
made in practice by means 
of two three-way pieces 
abc, a'b'c', a and a' are 
connected to b and V to [ _ ^ W ^ ' ' "^J'a 

put the galvanometer in ^f'' 

circuit with the secondary coil ; and with c and / to charge the 
condenser. 

3. Measure of Capacity of a Condenser in terms of 
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a Besistance, with BalliBtic Oalvanpmeter. A constant bat- 

Itery is joined up in circuit with a very large 
I V resistance. Let AB \^ 2^ portion of this 
I resistance of known value R. The con- 
^ I V denser is arranged as in the first figure, so 
I J — ' that it may be charged to the P. D. of A 
I ^^ and B and discharged through the galvano- 

v-^' meter. 

Let /be the current through AB, C the capacity of the con- 
denser, a the swing of the galvanometer when the condenser is 
discharged through it, other letters having their usual meaning. 
Then, since CIR is the quantity of electricity that passes 
through the galvanometer, 

C7i?=?.fsin«(i + h... (I) 

Next the galvanometer is shunted on to a portion CD of the 

I main circuit of small resistance ^S", and the 

I >. resistance, K, of the galvanometer circuit 
1 J is ^ade very large. 

V J> € J Let /3 be the steady deflexion obtained 

in the galvanometer. The current in the 
^ main circuit may be supposed still to have 

the value 7, since the resistance of the 
circuit has been very slightly diminished. The current in the 
galvanometer is now IS/{S'^JS). 

Thus J^=g.tani8.... (2) 

From equations (i) and (2) we get 

To determine C in this way we must know the value of R 
accurately. We only require to know the ratio of the resistances 
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4. Measure of Capacity of Ck>]iden8er by means of Inter- 
mittent Currents. Suppose the condenser arranged with 
a galvanometer G, and a battery 
of E. M.F. -£", and a piece A 
moving between the two con- 
tacts B and C, either as in fig. i, 
so that when A touches B the 
condenser is charged through 
the galvanometer, and when A 
touches C it is discharged; or as 
in fig. 2, so that when A touches 
C the condenser is charged, and 
when A touches B it is dis- 
charged through the galvano- 
meter. 

Let C be the capacity of the condenser. 

Then at every complete to-and-fro vibration of -4 a quantity 
EC oi electricity passes through the galvanometer. 

Now let A vibrate so quickly as to keep up a continuous 
steady deflexion of the galvanometer. Let N be the number of 
vibrations made by A per second. The mean current through 
the galvanometer is NEC, 

Now let the same battery be used to drive a steady current 
through the galvanometer, and let the resistance of the entire 
circuit be adjusted to such a value R that the same deflexion of 
the galvanometer is obtained as before. The current is now 
equal to E/R, 

Thus we have NEC = ^ ' 



• • ^^ NR 

For the vibrating piece A a prong of a tuning-fork of known 
vibration frequency may be used. 

6. To measure the E.M.F. of a Battery in terms of 
a given Besistance and Current. Join up a constant battery 
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<3 



in circuit with a known resistance i?, and a tangent galvanometer 
7'or some apparatus for measuring the 
current. Join the poles of the given 
battery through a sensitive galvano- 
meter G to the extremities of the 
resistance R, so that its positive pole 
and the positive pole of the other or 
auxiliary battery are connected to the 
same extremity of R, Arrange the 
resistance R and the current through it so that when the circuit 
through the galvanometer G is completed it gives no deflexion. 
Let / be the current in R as given by T] and E the E. M. F. 
of the given cell. Then applying KirchhofF's second Law [see 
Chap. II, § 7] to the circuit of the given cell, the galvanometer 
G, and R, we get ^ = JR, 

It is clear that the auxiliary battery must have a larger 
E. M. F. than that which we are to measure. 

6. To measure a Coefficient of Self-induction. The coil 
of resistance q whose coefficient is to be measured is joined up 
in a Wheatstone's bridge, and the 
balance obtained for steady currents, 
so that when the battery circuit is first 
made and then the galvanometer cir- 
cuit there is no deflexion of the gal- 
vanometer. Let L be the coefficient 
of self-induction of the coil, q, L' that 
of the galvanometer. The arms /, r, j 
should have no self-induction. 
The throw of the galvanometer needle is obtained when the 
galvanometer circuit is first made, and then the battery circuit. 
Let this be a. 

Let the currents at any instant in the arms /, ^, &c. be de- 
noted by P, Q, &c. Let their final values in the steady state be 
denoted by P', Q^ &c. 

Then we have from the expressions for the P. D. between 
B and C, 
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qQ^pP^L^^^^gG^r^-^..,. (I) 

dG 
And rR-sS—gG'^U-Tr\ 

dG 

that is, rP-sQ={g^r-Vs)G^-L'-^.... (a) 

Multiply (i) by f and (2) by q, and add; and we get, since 
ps = qr. 

Integrate* this with respect to the time from the starting of the 
currents to the time that their steady values are attained. Let 
E be the entire quantity of electricity that passes through the 

galvanometer, / GdL Also since the initial and final values of 

the current in the galvanometer are both zero the coefficient of 
Z' disappears. Thus we get 

sLQ^{g{s^q)^q(r^s)\E. 

Now upset the balance slightly by putting in a very small 
additional resistance hp in the arm /. Let G be now the steady 
current produced in the galvanometer, and ^ the corresponding 
deflexion. The steady current in p may be taken to be P\ the 
same as before, on account of the smallness of hp. 

We have now 
P'shp = {^ (j + ^) + ^ (r + j) } (?. [See Chap. IV, § 8.] 

HTf Xx . a 

Lr ^ r TT V 2>^ 2 

yr-tan^ 

where T is the galvanometer constant, T the period of a com- 
plete vibration, and X the logarithmic decrement. 

. a 

Thus Z = ^^--^ — o('+-)- 

r. TTtanySV 2^ 



Digitized by VjOOQ IC 



2^6 EkctrO' Magnetic Measurements. 

7. Iiord Bayleigh's Modification. — Lord Rayleigh has 
modified this method, which was given by Maxwell, as follows. 
He found that to obtain a suitable value for ^, hp could not be 
made so small that the current in/ may be supposed still to 
have the value i". Suppose the current in /, when the resis- 
tance hp is added to /, is P". Then we have, putting P^' 
instead of P', f^ ^ 

Or, as we may write it, 

L(/ P" E 
P'hp P'''^ G^ 
Now the ratio P' / P'' may be found very approximately as 
follows. The battery resistance being very small we may 
suppose the P. D. between A and i? to be constant ; and the 
galvanometer resistance being very great we have, approximately, 
the same current flowing through p and r. Thus the current 
along ABD\% inversely proportional to the resistance oi ABD. 
And we have 

P" _ p^hp^-r 
P"'' p^r ' 
j._ p-\-r sbp Ta^ An 
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CHAPTER XII. 
Dynamos and Motors. 

1. We have seen that 

(i) When a conductor is moved in a magnetic field there is 
an E. M. F. induced in it ; 

(2) When a conductor situated in a magnetic field carries 
a current in any direction but that of the lines of induction of the 
field there is a tendency for it to move in the field. 

The first of these principles is used in making machines for 
converting mechanical into electrical energy. 

The second is used in making machines for converting elec- 
trical into mechanical energy. 

2. The simplest machine for producing an electric current 
by means of mechanical motion is Faraday's disc. A disc of 
copper is mounted in a vertical position on a copper axis. The 
axis and the rim are connected by means of a wire, one end 
of the wire pressing on the axis, and the other dipping into 
mercury, into which the rim dips too. The disc is placed in 
a magnetic field so that the lines of induction of the field run 
across it. When it is rotated, the lines of induction of the field 
being continually intersected by it, an E. M. F. will be induced, 
and a current will flow in the circuit. 

Suppose the magnetic field to be a uniform one; and its 
intensity resolved at right angles to the disc to be H, Let r be 
the radius of the disc ; and a> its angular velocity of rotation. 

Then the same E. M. F. will be induced along each radius of 
the disc. The quantity of magnetic induction passed across by 



Digitized by VjOOQ IC 



238 Dynamos and Motors, [Part hi. 

each radius of the disc per second will be the expression for the 
induced E. M. F., which is therefore 



3. The same machine may be used for converting electrical 
into mechanical energy. If a current is passed from the axis to 
the circumference, and if the disc is free to rotate, it will do so. 

The rotation of the disc produced by a current in a given 
direction will be opposite to the rotation which would produce 
a current, by induction, in the same direction. The motion will 
therefore induce an E. M. F« opposed to the given current, 
which will thus be diminished. This E. M. F. is called the 
back E.M.F. 

Consider the mechanical work done in turning the disc. Let 
/ denote the intensity of the current, the other symbols having 
the same meanings as before. 

Then since the quantity of induction inclosed per second by 
any radius of the disc is Ht^iajz^ the work done per second is 

2 

Thus the moment of the forces acting on the disc, about its 
axis, is IHr^ 

2 

Let F denote the E. M. F. of the battery which drives the 
curreht, F' the back E.M.F. due to the rotation of the disc, 
and which is equal to i7r*a)/2, jR the resistance of the circuit. 

Then the work done per second by the battery is -£*/. 

Of this J^P is used in heating the circuit. 

The part expended in mechanical work is -£*'/. 

Thus we have ^/ = ^/a ^ £^/ 

Def. the BPPIOIBl^CT of an arrangement used for 
converting electrical into mechanical energy is the ratio of 
the mechanical energy developed per second to the electrical 
energy consumed per second. 

Thus the efficiency of the arrangement above described is UyE. 
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4. A machine used for obtaining electric currents from the 
energy of mechanical motion is called a Dynamo. Faraday's 
rotating disc used to generate a current is a simple example of 
a dynamo. We shall now consider the principles on which 
a dynamo is usually constructed for practical work. 

We have seen that if a closed coil is rotated in a magnetic 
field, about an axis in its plane at right angles to the lines of 
force of the field, and has its ends always connected to those of 
a wire, an alternating current is produced in the circuit formed 
of the coil and the wire. 

Now let A and B denote the ends of the coil, and C and D 
those of the wire : and instead of having A constantly connected 
to C and B io D suppose that these connexions only last for half 
a turn, finishing with a position in which the coil encloses the 
maximum quantity of magnetic induction ; that is, all the time 
that E.M.F. is being induced in the coil in one direction. Let A 
then become connected to D and B io C for the next half-turn, 
changing to the original connexions at the end of it ; and so on. 
We thus get a series of alternating currents in the coil, but a cur- 
rent in the wire in a constant direction, but varying in intensity. 

This changing of the connexions is effected by means of 
a piece of apparatus called a commutator, which consists of 
a cylindrical copper ring placed on the axis of the coil, and cut 
through in two places diametrically opposite to each other. The 
ends of the coil are connected to these two halves of the ring, 
which are insulated from each other. Strips of copper to which 
the ends of the wire are connected press on the split ring as it 
rotates with the coiL 

The strips of copper pressing against the commutator are 
called brushes. 

We thus see how a current in a wire, uniform in direction, 
may be obtained from the mechanical work expended in rotating 
a coil in a magnetic field. 

In machines used for the production of electric currents in this 
manner, the apparatus, consisting of coil, axis, and commutator, 
is called an armature. 
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6. The next step is to obtain a current more uniform in 
intensity. This may be done in two diflferent wa)rs, in each of 
which an armature is used consisting of several coils, instead of 
one, with a commutator divided into several segments. 

(i) Open-coil Armature. Suppose we have two identical 
coils, set on a common axis, at right angles to each other ; and 
a commutator divided into four segments ; the ends of each coil 
being connected to two opposite segments of the commutator. 
Let the brushes be connected by the commutator with a coil for 
the period of a quarter of a revolution during the time that induc- 
tion in it is most powerful, and to become connected with the other 
coil just before the connexions with the first are broken. We 
thus get a current which is much more uniform in intensity than 
that obtained from a single coil, never falling to the value of zero. 
By increasing the number of coils and commutator segments 
we obtain a more and more uniform current. 

With an armature of this sort the brushes and commutator 
segments may be so made as to draw the current from more 
than one coil at the same time, so as to make the resistance 
of the armature smaller. This plan is used in the Brush machine. 
(2) Closed-ooil Armature. In this armature the coils are 
all in electrical connexion with each other and with the seg- 
ments of the commutator, and in working the machine the 
induction in every coil is used at the same time. 

As a type of closed-coil armatures 
we will describe that of the Gramme 
machine. The figure is a simple 
diagram of a Gramme armature 
with four coils wound on a ring 
made of iron wires, called the core 
of the armature, and used to in- 
crease the magnetic induction 
through the coils. The ends of 
each coil are connected to two 
adjacent segments of the commutator. 

If the armature is placed in a magnetic field so that the lines of 
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induction of the field are in the plane of the armature, these lines 
will to a great extent follow the direction of the substance of the 
armature core, and the field will thus be far from uniform. 

Now suppose in the figure the lines of induction enter the 
armature on the left hand side. They then pass chiefly by 
means of the iron of the ring through the coils and out again on 
the right hand side. The ring A is enclosing its maximum 
quantity of induction in one direction. Let the armature be 
rotating in the clock-wise direction. As it rotates A constantly 
loses magnetic induction till it comes to the position C when 
it is enclosing the maximum quantity in the other direction. As 
A ascends to the highest position again it is constantly gaining 
magnetic induction in the same direction as at first. 

Thus we see that in a coil on the right hand side of the ring 
an E. M. F. is always induced in one direction, and in a coil on 
the left hand side an E. M. F. is always induced in the other 
direction. Each of these means an induction of E. M. F. from 
the highest to the lowest part of the commutator, or vice versa. 

The brushes are placed at these two points of the commu- 
tator between which E. M. F. is being induced in every coil. 
Thus the current divides itself in two between the two parts of 
the armature between the brushes ; and the E. M. F. induced in 
every coil of the armature is used at every instant. 

Other closed-coil armatures, such as the Siemens, are made 
of cylindrical shape, called drum armatures, the core being 
made of wood, wound over with iron wire circumferentially, in 
old machines ; and built up of iron discs placed so as to have 
the spindle for axis in the newer ones. The* coils are wound on 
to the cylindrical core in rectangular shape, the wire passing 
along the sides and across the ends. The two ends of each 
coil are connected to two adjacent segments of the commutator. 
The generation of the current in such an armature is the same 
as in the Gramme ring armature. 

6. Magnetic Field. The magnetic field is produced by means 
of strong magnets terminating in pole pieces between which the 
armature is rotated, the axis of the armature being at right angles 

R 
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to the general direction of the lines of induction of the field. 
These magnets are called the field-magnets of the dynamo. 

The field-magnets may be permanent, and then the dynamo 
is called a magneto machine. But they are usually electro- 
magnets with soft iron cores, the current being supplied by the 
dynamo itself. 

The conductors joined up to the dynamo, through which the 
current is to be driven, form what is called the outside circuit 

The field-magnets may be excited in two different ways. 

(i) A Series Dynamo is one in which the armature, field- 
magnet coils, and outside circuit are in series ; the entire cur- 
rent generated in the armature then passes through the outside 
circuit and the magnet coils. 

(2) A Shunt Dynamo is one in which the field-magnet coils 
form a shunt to the outside circuit The current generated in 
the armature divides itself between the outside circuit and the 
magnet coils. 
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The accompanying figures show diagrams of a series and a 
shunt dynamo respectively. 

7. Position of Brushes. The rotation of the armature in 
the field produces a point of maximum, and a point of mini- 
mum potential on the commutator ; these two being diametri- 
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cally opposite each other, and the potential varying in a uniform 
manner from one to the other either way round the commutator, 
if the field-magnets and armature are well made. It is at these 
two points that the brushes should be placed. When this is 
done a brush is never connecting two segments between which 
there is much potential difference, and sparking at the brushes 
is reduced to a minimum. If the brushes are placed in any 
other position, each of them is in a region in which there is 
considerable variation of potential from one segment of the 
commutator to another, and thus in connecting two segments 
together sparking will be produced. 

8. Armature Beaction. — Iiead of Brushes. If no current 
were passing in the armature the points of maximum and 
minimum potential would be on that diameter of the com- 
mutator which is at right angles to the general direction of the 
magnetic field. But the passage of a current in the armature, 
by making it a magnet, influences the magnetic field, changing 
the direction of the lines of induction through the armature : 
and thus the position of the brushes must be changed, until 
such a position is found for them that there is no sparking ; that 
is, they are at the points of maximum and minimum potential 
on the commutator. The angle through which the brushes 
must be turned fi-om the diameter at right angles to the direction 
of the field is called the lead of the brushes. 

Suppose an armature in a field whose lines of induction run 
from left to right to be rotated in the clock-wise direction. It is 
easily seen that the currents induced in it will make it a magnet 
with its S. pole aboje, and its N. pole below. Thus the lines of 
induction in it, being from S. to N. pole in the magnet, will be 
from above downwards. The general 
way in which the field will be altered 
can be shown by supposing the original 
field and that due to the magnet to be 
both imiform. 

Draw AB to denote the original field-strength, BC that due 
to the magnet. Then AC will denote the resultant field- 

R 2 
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strength to which the induced E. M. F. is due. Thus BC, 
which is parallel to the line of the brushes, is at right angles 
to A C BA C is the angle of lead. The lead of the brushes 
is in the direction in which the armature rotates. 

Since AC =^ AB x cosine of angle of lead, it is best to avoid 
a great lead, which always diminishes the field-strength. This 
is done by having few turns in the armature coils, and com- 
pensating by having powerful field-magnets. 

9. Alternate Current Dynamos. Some machines, chiefly for 
electric lighting purposes, are made to give alternating currents. 
In these no commutator is used, but the armature terminals are 
connected to two rings on the axis against which the brushes 
press, each terminal being thus constantly in contact with a 
terminal of the outside circuit. 

In these machines the field-magnets are generally separately 
excited by means of a continuous- current dynamo. 

In many alternate-current dynamos the field is formed of a 
lot of electro-magnets placed round the circumference of a circle, 
giving lines of induction passing first in one direction and then 
in the opposite as we go round the circle. The armature con- 
sists of a lot of coils in series which move between the magnets 
and are so connected that the induction is always in the same 
direction in every coil. As the coils move from point to point 
of the field enclosing lines of induction, first in one direction 
and then in the other, a constandy alternating current is pro- 
duced. The coils are generally made of a few turns of thick 
wire or of copper strips, to avoid the loss of energy that would 
arise from self-induction, if there were many turns; the field- 
magnets must therefore be made very strong. 

10. The electrical out-put of a dynamo, that is, the electrical 
energy developed per second, is given, in watts, in the case of a 
continuous current machine, by the product of the E. M. F. 
developed in the armature and the current which passes through 
the armature, these being measured in volts and amperes. In 
the case of an alternating current machine the out-put is given 
by the mean value of this product. 
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The Efficiency of a dynamo is the ratio of the electrical out-* 
put per second to the work done on it per second. 

We must distinguish between two different efficiencies : 

(i) The Intrinsic efficiency; in which the entire electrical 
out-put per second is considered : 

(2) The Commercial efficiency; in which only the useful 
part of the electrical out-put, or the electrical energy consumed 
in the outside circuit, is considered. This is less than the 
intrinsic efficiency on account of the energy lost in the armature 
and other parts of the machine- 

The efficiency of a given dynamo will depend on various 
circumstances; the speed at which it is being driven, and the 
current which it is sending. For a given machine it is always 
important to find the most advantageous conditions under which 
to work it. 

11. Out-put of Alternate-Current Byname. Let R be the 
entire resistance, L the coefficient of self-induction of armature 
and outside circuit. Let the time taken for the magnetic in- 
duction to be reversed in every coil of the armature and to 
return to its original value be Z Suppose the E. M. F. of the 
armature to be given, as in the case of a rotating coil, by a sine 
function, as follows, 

E^E^ sin -^ . 
The equation of the current is 

^^ F. . 277/ RI dl 

Thus -•«n^ = -^ + -. 

Multiplying by ^^ , and integrating, 

^/R . 277/ 2ir 2'77/\ 

Rt J. e^{j-^\n-=-'-- — Qo^-=r) 

' L ^.^ 
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Or, when the steady state is attained, 
sin( 



[Part III. 



E. sin(?^^<^) 






2 7rZ 

putting tan ^ e= -^^ . 



Thus the current does not attain its maximum value at the 
same time as the E. M. F., but lags behind. 

The out-put per second is given in watts as follows, 
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-r£ 



Eldt 
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E\ 



'V T» 



4^ 



. 277/ . /21t/ 

sm —=r sm 



Q^-^Y 






E\ 






fcos <^-cos (^ - <^)J <// 



•'o 



.cos<l>.T 



D 

E\ 



^^'{f^^'f) 



12. Motors. When a current is driven through the armature 
of a dynamo ; its field-magnets also being excited, if they are 
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electromagnets ; the mechanical action on its coils will cause the 
armature to rotate. And, by the law of Lenz, this rotation will be 
in the opposite direction to that which would generate a current 
in the same direction as that used. 

The armature of a dynamo caused to rotate in this manner 
may be made to do useful work. We have thus a means of 
converting electrical into mechanical energy. A dynamo used 
in this way is called an electro-motor, or, more simply, a 
motor. 

The Efficiency of a motor is the ratio of the mechanical 
out-put per second to the electrical energy consumed by it per 
second. 

As in the case of the d}Tiamo, we must distinguish between 
two different efficiencies : 

(i) The Intrinsic efficiency, in which we consider the whole 
of the work done by the motor : 

(2) The Commercial efficiency, in which we consider only 
the useful work done by the motor. This is less than the 
intrinsic efficiency on account of the work lost in heating bear- 
ings, &c. 

Suppose a current / to be passing through a motor which 
is a series or magneto machine, E being the E. M.F. at its 
terminals ; let it be runnmg at such a speed as to develop a 
back E. M. F. E'^ and let R be the electrical resistance through 
it from terminal to terminal. Then we have the relation 

EI^RP^-E'L 

Now EI is the energy expended per second. This is used 
partly in heating the conductors, and partly in developing 
mechanical work. RP is the measure of the heat developed 
per second in joules. The mechanical work done per second 
in joules is E'l, 

We can easily see that E'l is the work done per second, by 
remembering that this is the product of the current and the 
quantity of induction enclosed per second by the coils of the 
armature ; and the latter is equal to the back E. M. F. . 



Digitized by VjOOQ IC 



248 Dynamos and Motors. [Part in. 

The intrinsic efficiency of a motor working under the above 
conditions is ^/ 

Thus we see that to have a great intrinsio efficiency the 
motor should be allowed to run at a great speed, and develop 
a large back E. M. F. 

The part of the work lost in heating bearings, &c., generally 
increases with the speed, so that the eommeroial efficiency 
does not continually increase with the speed. 

To find when the work done per second, or the activity, is 
greatest, let us put W for this quantity. 

W^EI-RP. 

For PT to be a maximum for variations of /, 

= ^— 2i?/, 

2R 

Thus the back E. M. F. developed is E/2, 

In this case the intrinsic efficiency is 1/2. 

13. Transmission of Power. Sometimes a dynamo is used 
at one station, where there is a sourge of energy, to develop a 
current and drive a motor at a distant station, where work is 
required to be done, by means of conducting wires between 
the two stations. This operation is generally called the * trans- 
mission of power.' 

Suppose we have a series dynamo and series motor. 

Let -£* be the E. M. F. developed by the dynamo. 

E' the back E. M. F. developed by the motor. 

R the entire resistance of the circuit formed of dynamos, 
motor, and conductors. 

I the current passing. 

The electrical energy developed per second is 
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The work done per second by the motor is 

EI- -^ 

The work lost in heating conductors is 
^j.^<E-EJ 

Jx 

The intrinsic efficiency of the arrangement is 

e;_ 

E ' 

Suppose we increase E and jE", keeping E—E' constant. 
Then the energy lost in heating conductors remains the same 
as before; but both the efficiency E' / Ej and the activity 
E'{E'-E')/Ry are increased. 

Thus it is advantageous to run at high E. M. F.s. 
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Absolute electrometer, p. 66, 
Absolute value of resistance, ao8. 
Accuracy, Conditions for, 139, 
Activity, 248. 

Alteinate-cnrrent dynamo, 244. 
Alternating currents, 183, 245. 
Ampere, the, 129. 
Ampere's rule, 98. 
Anisotropic medium, 122. 
Apparent electrification of surface of 

separation, 50. 
Armature, 239, 240. 
Astatic combination, 93. 
Attracted-Disc Electrometer, 66, 

B. 

B. A. method of finding absolute 
value of resistance, 212. 

— unit of resistance, 133. 
Battery resistance, 115, 143. 
Becquerel, 161. 
Bifilar suspension, 204. 
Biot and Savart, 108. 
British engineers' system, 127. 
Brushes, 239. 

C. 

Capacity, 33, 231, 233. 

C. G. S. system, 127. 

Closed hollow conductor, 30, 31, 32. 



Coefficient of Induced Magnetiza- 
tion, 86. 

— of Induction, 23. 

— of Mutual Induction, 170, 230. 

— of Potential, 23. 

— of Self-induction, 175. 
Coercive Force, 89. 
Condenser, 33. 

— particular cases, 35. 
Conductors, 2. 

Constant of galvanometer, no. 
Contact, P. D. o^ 9. 
Coulomb, the, 130. 
Coulomb's torsion balance, 3. 
Current, 95. 
Cycles, Magnetic, 87. 



Damping of Galvanometer, 199. 
DanielFs cell, 95. 
Declination, 90. 
Density, electrical, 6. 

— magnetic, 75. 
Diamagnetism, 85. 
Dimensions, 215. 
Dip, 90. 

Displacement, Electric, 51. 
Distribution, one possible state, 21. 

— on plane under action of point, 56. 

— on two planes, 59. 

— on sphere, 56. 
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Dynamos, 337. 
Dyne, 137. 

E. 
Earth, potential of, 20. 
Earth*s magnetism, 90. 
Efficiency, 238, 247. 

— Commercial, 245, 247. 

— Intrinsic, 245, 247. 
Elasticity, Electric, 52. 
Electrification, i. 
Electro-chemical equivalent, 151. 
Electro-kinetic energy, 179. 
Electrolysis, 97, 149. 

— Laws of, 150, 151. 
Electro-magnetic system, 218. 
Electro-magnetic theory of light, 

225. 
Electrometers, 66. 
Electrostatic system, 217. 
E. M. F., 96. 

— of polarization, 151. 

Energy, Electrokinetic, 180, 181, 193. 

— Electrostatic, 50. 

— of Magnetic Field, 88. 

— of system, 24, 178. 
Equipotential surface, 8. 
Erg, 127. 

Extra current of self-induction, 178. 



Farad, the, 132. 
Faraday, 97, 173. 
Field, Electrical, 7. 

— Magnetic, 70. 

— of dynamo, 241. 
Foot-pound, 128. 

Force, Electromagnetic, loi. 

— on charged body, 30, 40, 41 . 

G. 
Galvanometer, 196. 

— Ballistic, 198. 

— Constant of, no. 



Galvanometer, Damping of, 199. 

— Reduction factor, no. 

— Tangent, 108. 

Gauss's method of finding -^,91. 

— theorem, 23. 

H. 

Helmholtz and Lipmann's theory of 

electrolytic cell, 155. 
Hopkinson, magnetic circuits, 194. 

— magnetic cycles, 87. 
Horse power, 129. 
Hysteresis, 87. 

I. 

Images, electrical, 54. 
Impedance, 185. 
Inclination, 90. 
Induced currents, 173. 
Induction, Electrical, 20, 48, 49. 

— Electromagnetic, 169. 

— Magnetic, 82. 

Infinite succession of images, 60. 
Insulators, 2. 
Intensity, Electrical, 8. 
just outside conductor, 16. 

— Magnetic, 72, 91. 

— of magnetization, 75. 
Intermediate metals. Law of, 161. 
Inversion, 61. 

— Thermo-Electric, 161. 



J. 



Joule's Law, 125. 

K. 
KirchhofPs Laws, 116. 

L. 

Lamellar distribution, 80. 
Laplace's equation, 14, 49. 
Law of force. Proof of, 10. 
Laws of electrical action, 2, 4. 
— magnetic action, 70, 71. 
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Legal ohm, 133. 
Lenz's law, 173. 
Line of force, 8, 73'. 

— of iDduction, 83. 
Logarithmic decrement, 201. 
Lord Rayleigh, E. C. E. of silver, 1 58. 
coefficient of self-induction, 

236. 
Lorenz*s method of finding absolute 
value of resistance, 212. 

M. 
Magnetic circuit, 194. 

— inductive capacity, 86. 

— meridian, 90. 
Magnetism, 69. 

— of earth, 90. 
Magnetization, Induced, 84. 
Magnus, Law of, 160. 

Mance^s test for battery resistance, 

143. 
Maxwell's investigation for system 

of conductors, 117. 
Mechanical units, 127. 
Metre Bridge, 144, 
Microfarad, 132. 
Moment, magnetic, 73. 
Motors, 237. 
Mutual potential, 191. 

N. 
Neutral point, 166. 
Number of lines of force, 81 . 

O. 
Ohm, The, 131. 
Ohm*s Law, 112. 
C5rsted's experiment, 97. 
Oscillatory discharge, 186. 



Paramagnetic, 85. 
Paris Congress, 133. 
Peltier effect, 159. 



Permanent magnetization, 85. 
Permeability, 86. 
Plane, Distribution on, 56. 
Poisson*s equation, 14, 49. 
Polarization, 151. 
Post Office box, 135. 
Potential, Electrical, 7. 
— Magnetic, 73. 



Quadrant electrometer, 67. 
Quantity of magnetic induction, 84. 

— of magnetism, 70. 

R. 
Resinous electricity, 3. 
Resistance, 112. 

— Absolute value of, 208. 

— box, 134. 

— containing E. M. F., 142. 

— Measure of, 133, 147. 

— of combined conductors, 113. 

— Specific, 115. 
Right-handed screw law, 99. 
Rotating coil, 183. 

S. 

Secondary actions, 157. 
Seebeck effect, 159. 
Self-induction, 175, 234. 
Sensitive galvanometer, 197. 
Shell, Magnetic, 78. 

Equivalent, 100. 

Potential due to system and, 

80. 

Strength of, 78. 

Sine galvanometer, 196. 
Solenoid, 77, 170. 

— Strength of, 77. 

Specific inductive capacity, 42. 

— resistance, 115. 
Sphere, Distribution on, 56. 
Stress on charged surface, 16. 
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Substitution method, 135. 
Successive temperatures, 161. 
Suppressed dimensions, 222. 
Surface-density, 6, 56. 
— integral, 12, 48, 72, 83. 
Susceptibility, 86. 
System of conductors, 20* 



Tangent Galvanometer, 108. 
Temporary magnetization, 85. 
Thermo-electric power, 165. 
Thermo-electricity, 159. 
Thomson effect, 164. 
Torsion balance, 3, 7i» 
Transformers, 188. 
Transmission of power, 248. 
Tube of force, 15, 18. 

— magnetic induction, 83. 

U. 
Unit of capacity, 131. 

— of current, 103, 129. 

— of electricity, 5, 129. 



UnitofE. M. F., 130. 

— of magnetism, 72, 

— of resistance, 131. 

Units, Comparison of electrostatic 
and electromagnetic, 218. 

— mechanical and electrical, 127. 



Variation of energy with constant 
potentials, 29. 

Variations of enexgy with constant 
currents, 180. ' 

Vector Potential of Magnetic Induc- 
tion, 191. 

Vitreous electricity, 3. 

Volt, 130. 

Volta, Law of, 160. 

Voltameter, 156, 158. 

W. 
Watt, 129. 
Weber, 98. 

Wheatstone Bridge, 137. 
Work, 6. 



THE END. 
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Ohamiaao. Peter SchlemihVs fVundersame Geschichte. With Notes 
and Vocabulary. By Emma S. Buchhbim. Fourth Thoiaand. [Extra fcap. 8vo,9{. 

Ch>et]ie. Egmont. With a Life of Goethe, &c. Edited by C. A. 
Buchhbim, Phil. Doc. Fourth Edition. . . . [Extra fcap. 8vo, 3^ . 

Iphigenie auf Tauris, A Drama. With, a Critical Intro- 
duction and Notes. Edited by C A Buchhbim, Phil. Doc Fourth Edition. 

[Extra fcap. Bvo, 3f . 
Dichtung und Wahrheit: (The First Four Books.) Edited by 



C. A. Buchhbim, Phil. Doc [Extra fcap. Bvo, 4^ . td, 

Kalm's Griseldis, With English Notes,&c. Edited by C. A. Buchheim, 

Phil. Doc [Extra fcap. 8vo, 34; 

■eine's Harzreise, With a life of Heine, &c. ^Vith Map. Edited 

byC. A Buchhbim, Phil. Doc Second Edition. [Extra fcap. Bvo, cloth, ax. 6</. 
Prosa, being Selections from his Prose Works. Edited, with 

English Notes, &c., by C. A Buchhbim, Phil. Doc [Extra fcap. Bvo, is. 6d. 

WomaitMXL*u Heute Mir Morgen Dir. Edited by J. H. Maude, M.A. 

[Extra fcap. Bvo, 2f. 
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I^MSlAff. Laokoon. With Notes, &c. By A. Hamann, Phil. Doc., 
M.A. Revised, with an Introducti(», by L. £• Upoott, M.A. 

[Extra fcap. 8vo, 41. 6d, 

— ■^— Minna van Bamhelm, A Comedy. With a Life of Lessing, 
Critical Analjrsis, Complete Commentary, &c. Edited by C A Buchhkim, 
PhiL Doc Stventk Eaititm, (Extra fcap. 8vo, 3*. 6d, 

Nathan dtr JViise. With Engli«h Notes, &c. Edited by 

C A. BucHHUM. Phil. Doc Second SdiiiffH, . (Extra fcap. 8to, 4«. 6<;. 

Vl«1mh7's Griechische Heroen^Geschichten, Tales of Greek Heroes. 
Edited with English Notes and a Vocabulary, by Emma S. Buchhbim. 

Edition A. Text in German Type. » [Extra fcap. 8vo, tUff, xt.td,\ 
Edition B. Text in Roman Tirpe. I cUtk,as, 

Blehl's Seines Vaters Sohn and Gespensterkampf, Edited with Notes, 
by H. T. Gbrrams. . . • (Extra fcap. 8vo, 25. 

Bohlller's ffistorische Skitaen : — Egmonts Leben und Tod, and Beia- 
gtruHg von Aniwtrftn, Edited by C A. Buchhbim, Phil. Doc Fifih 
EdUwn^ Revised and Eniaf^, with a Map, [Extra fcap. 8vo, ax. 6<^. 

WUhelm Tell. With a Life of SchiUer; an Historical and 

Critical Introduction, Arguments, a' Complete Commentary, and Map. Edited 
by C. A Buchhbim, PhiL Doc. Seventh Edition, [Extra fcap. 8vo, 3«. 6d, 

Wilhelm Tell. Edited by C. A. Buchhbim, Phil. Doc. 

School Edition, With Map. [Extra fcap. 8vo, 3«. 

Jungfrau von Orleans, Edited by C. A. Buchhbim, Phil. 

Doc Second Edition. [Extra fcap. 8vo, 4'* 6<^* 

Maria Stuart. Edited by C. A. Buchhbim, Phil. Doc. 

,, [Extra fcap. 8vo, 3*. td. 

Scli«r«r. A History of German Literature. By W. Scherbr. 
Translated from the Third German Edition by Mrs. F. C. Conybbarb. Edited 

by The Rt. Hon. F. Max MOllbk. a vols. [8vo, azi. 

♦^* Or, separately, 10*. 6d, each yolnme. 

— ^— A History of Gerfnan Literature from the Accession of Frederick 
the Great to the Death of Goethe. Reprinted from the above. [Crown 8vo. 5«. 

Max MiUler. The German Clctssicsfrom the Fourth to the Nineteenth 
Century, With Biographical Notices, Translations into Modem German, and 
Notes, by The Rt. Hon. F. Max Mijllbr, M.A. A New edition, revised, 
enlarged, and adapted to Wilhblm Schbkbr's History of German Literaturet 

by F. Lichtbnstbin. a vols. [Crown 8vo, au. 

\* Or, separately, loj. 6d. each volume. 

Wright. An Old High German Primer, With Grammar, Notes, 
and Glossary. By Josbph Wright, M.A., Ph.D. . [Extra fcap. 8vo, ^. td. 

.— — A Middle High German Primer, With Grammar, Notes, 
and Glossary. Second Edition, By the same Author. [Extra fcap. 8vo, 34. 6<tf. 

A Primer of the Gothic Language. Containing the Gospel of 

St. Mark, Selections from the other Gospels, and the Second Epistle to Timothy. 
With Grammar, Notes, and Glossary. By the same Author. Second Edition, 

[Extra fcap. 8vo, \s. 6a. 

Oxford 

AT THE CLARENDON PRESS 

iSon^on, €btn6uv$9, mC^ Q^lew ^ovft 

HENRY FROWDE 



Digitized by VjOOQ IC 



Latin Educational Works. 

GRAMMARS, LEXICONS, <5r»<:. 
▲Uen. Rudimenta Latina, Comprising Accidence, and Exercises of 
a very Elementary Character, for the use of Beginners. By J. Barrow Allbm, 
M.A. [£xtrafcap. 8vo, 9f. 

An Elementary Latin Grammar, By the same Author. New 

EditioH, Revised and Enlarged, .... [Extra fcap. 8vo, as. 6d. 

A First Latin Exercise Book, By the same Author. Eighth 

Edition. [Extra fcap. 8 vo, 2X. 6</. 

A Second LcUin Exercise Book, By the same Author. Second 

Edition, [Extra fcap. 8vo, 35. 6d. 

\.A Key to First 4- Second Latin Exercise Books ^ for Teachers only, price 5*. net."] 

Ta/es of Early Rome. Adapted from the Text of Livy. With 

Notes, Maps, Vocabularies, and English Exercises. By the same Author. 

[Extra fcap. Svo, stiff covers, 1*. 6d. 

Pox and Bromley. Models and Exercises in Unseen Translation. 

By H. F. Fox, M.A., and T. M. Bromley, M. A. [Extra fcap. 8vo, 5^. 6^. 

[A Key to Passages quoted in the above : for Teachers only, price 6d. net,] 

01bBoii. An Introduction to Latin Syntax, By W. S. Gibson, M.A. 

[Extra fcap. 8vo, ^s. 
Jerram. Reddenda Minora. By C. S. Jerram, M.A. 

[Extra fcap. 8vo, \s. td. 

Anglice Reddenda. First Series. [Extra fcap. 8vo, ai. td. 

Anglice Reddenda. Second Series. [Extra fcap. 8vo, 3*. 

Anglice Reddenda, Third Series. [Extra fcap. 8vo, 3*. 

Lee-Warner. Hints and Helps for Latin Elegicus. By H. Lee- 

Warnkr, M.A [Extra fcap. 8vo, 3«. 6<^. 

\A Key is provided, for Teachers only ^ price 4*. td. net.} 
Lewis. An Elementary Latin Dictionary, By Charlton T. Lewis, 
Ph.D [Square 8vo, 71. td, 

A Latin Dictionary for Schools, By the same Author. 

[Small 4to, xZs. 
Lindsay. A Short Historical Latin Grammar, By W. M. Lindsay, 

M.A (Crown 8vo, 5*. 6d, 

Vunns. First Latin Reader, By T. J. NuNNS, M.A. Third Edition, 

[Extra fcap. Svo, 9S. 

Owen and PhlUimore. Mvsa Clavda. Translations into Latin Elegiac 

Veise. By S. G. Owen and J. S. Phillimore. [Crown Svo, paper boards, ■^,td 

Bamsay. Latin Frose Composition, By G. G. Ramsay, M.A., LL.D. 

Fourth Edition, Extra fcap. Svo. 

VoL I. Syntax t Exercises with Notes ^ ^c.^ 4s. 6d, 
Or in two Parts, 2s. 6d each, viz. 
Part I. The Simple Sentence, Part II. The Compound Sentence. 

*»* A Key to the above ^/orTeachers only ^ price 5*. net. 
Vol. II. Passages of Graduated Diffic^tty for Translation into Latiuy 
together with an Introduction en Continuous Prose, 4X. 6d, 
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Latin Prose Versions, Contributed by various Scholars. 
Edited by G. G. Ramsat, M.A.,LL.D . . [Extra fcap. 8vo, $$. 
Bouse. Demonstrations in Latin Elegiac Verse. By W. H. D. Rouse, 
M.A [Crown 8vo, +ff. f>d, 

Sarffent. Easy Passages for Translation into Latin, By J. Y. Sargent, 

M.A. Seventh Edition, [Extra fcap. 8vo, 3f. dd. 

[A Key to this Edition is provided ^/or Teachers only ^ price 5*., net.\ 

— A Latin Prose Primer, By the same Author. [Ex. fcap. 8vo, a*, td, 

Klnff and Oookson. The Principles of Sound and InfUxum^ as 
iUustrated in the Greek and Latin Languages, By J. E. Kino, M.A., and 
Christophbk Cooks'on, M.A [8vo, i8«. 

An Introduction to the Comparative Grammar of Greeh and 

Latin. By the same Authors [Crown 8vo, 5X. td, 

PaplUon. A Manual of Comparative Philology. By T. L. Papillon, 
MA. Third Edition, [Crown 8vo, 6f. 



Oaesar. The Commentaries (for Schools). With Notes and Maps. 
By Chaelbs £. Mobbrly, M.A. 
The Gallic War. New Edition. Extra fcap. 8to— 

Books I and II, a*.; I-III, a*. ; III-V, ax. 6</. ; VI-VIII, 31. 6</. 
The Civil War. Second Edition, . . [^xtrafcap. 8vo, 3«. 6</. 

OatuUl Veronenals Carmina Selecta^ secundum recognitionem 
Robinson Ellis, A. M. ... ... [Extra fcap. 8vo, 3«. 6<f. 

Oloaro. Selectionof Interesting and Descriptive Pcusages, With Notes. 
By Hbnky Walford, M.A. In three Parts. Third Edition, 

[Extra fcap. 8vo, 41. 6d. 
Part I. Anecdotes from Grecian and Roman History, . lUmp, is. 6d. 
Part II. Omens and Dreams; Beauties of Natnre.. . [ „ is. 6d. 

Vsat 111. Rome's Rule 0/ her Provinces ^ ,, is. 6d, 

De Amicitia, With Introduction and Notes. By St. George 

Stock, M.A [Extra fcap. 8vo, 3X. 

De Senectute. With Introduction and Notes. By Leonard 

Huzlbt, B.A. In one or two Parts, .... [Extra fcap. 8vo, ax. 

Pro Cluentio, With Introduction and Notes. By W. Ramsay, 

M.A. Edited by G. G.Ramsay, M.A. Second Edition, [Extra fcap. 8vo, 3X. 6d, 

Pro Marcello^ pro LigariOy pro Rege Deiotaro, With Introduction 

and Notes. By W. Y. Faussbt, M.A. . . [Extra fcap. 8vo, ax. &/. 

Pro Milone, With Notes, &c. By A. B. Poynton, M.A. 

[Extra fcap. 8vo, ax. 6d, 

Pro Roscio, With Introduction and Notes. By St. George 

Stock, M.A [Extra fcap. 8vo, 3X. UL, 

- Select Orations (for Schools). In Verrem Actio Prima, De 
Imperio Gn. Pompeii. Pro Archia, Philippica IX, With Introduction and 
Notes. By J. R. King, M.A. Second Edition, . [ Extra fcap. 8vo, ax. 64^ 

In Q, Caecilium Divinatio and In C, Verrem Actio Prima, 

With Introduction and Notes. By J. R. Kino, M. A [Extra fcap. 8vo, ix. 6^ 

Speeches against Catilina, With Introduction and Notes. By 

E. A. Upcott, M.A. Second Edition. , . . [Extra fcap. 8to, ax. 6d, 



Digitized by VjOOQ IC 



LATIN EDUCATIONAL WORKS. i5 

CMoero. Philippic Orations (I-III, V, VII). With Notes,&c., by J. R. 
King, M.A [Extra fcap. 8vo, 3«. 6d. 

Selected Letters (for Schools). With Notes. By C. E. 

Prichard, M.A., and E. R. Bkrnakd, M.A. Second Edition, 

[Extra fcap. 8vo, 3«. 

Select Letters, With English Introductions, Notes, and Ap- 
pendices. By Albert Watson, M.A. Fourth Edition, . . [8vo, x8«. 

Select Letters, Text. By the same Editor. Second Edition, 

[Extra fcap. Svo, 4«. 
Barly Boman Poetry. Selected FrcLgments, With Introduction and 

Notes. By W. W. Merry, D.D [Crown 8vo, 6*. 6rf. 

Kozaoa. With a Commentary. Volume I. The Odes, Carmen 
Secutartt and Epodes, By Edward C. Wickham, D.D. New Edition. 

[Extra fcap. 8vo, 65. 

^dSfx, Bookl. By the same Editor. . . [Extra fcap. 8vo, 2 j. 

Selected Odes. With Notes for the use of a Fifth Form. By 

the same Editor [Extra fcap. 8vo, 9«. 

The Complete Works. By the same Editor. 

[On writing-paper, 32mo, 3*. 6</. ; on India paper, ji . 

Juvenal. XIII ScUires. Edited, with Introduction, Notes, &c., by 

C. H. Pearson, M. A., and H. A. Strong, M.A. Second Edition, [Crown 8vo, 9^ . 

Livy. Selections {ioxSchwAi), With Notes and Maps. By H. Lee- 
Warner, M.A. [Extra fcap. 8vo. 

Part I. The Caudine Disaster. [limp, is. 6d. 

Part II. HannihaFs Campaign in Italy. . . [ „ u. 6d. 
Part III. The Macedonian War. [ „ if. 6<^. 

Books V—VII, With Introduction and Notes. By A. R. Cluer, 

B.A. Second Edition, Revised by P. E. Mathbson, M.A. [Extra fcap. 8vo, is. 
Book V, 2s, 6d, ; Book VII, 2s, By the same Editors. 

Books XXI— XXIII. With Introduction, Notes, and Maps. 

tiy M. T. Tatham, M.A. Second Edition , . , [Extra fcap. 8vo, 5^. 

Book XXI, By the same Editor. . . [Extra fcap. 8vo, 2s, 6d, 

Book XXII, By the same Editor. . . [Extra fcap. 8to, 2 j. 6d. 

Vepos. With Notes. By Oscar Browning, M.A. Third 

Edition. Revised by W. R. Inge, M.A. . . . [Extra fcap. 8vo, 3f. 

- Lives from. Miltiades, Themistocles, Pausanias. With Notes, 
Maps, Vocabularies, and English Exercises. By John Barrow Allen, M.A. 

[Extra fcap. 8vo, i*. 6d, 

O^ld. Selections (for the use of Schools). With Introductions and 
Notes, and an Appendix on the Roman Calendar. By W. Ramsat, M.A. 
Edited by G. G. Ramsay, M.A. Third Edition. . [Efxtra fcap. 8vo, 5X. 6d. 

Tristia, Book I. The Text revised, with an Introduction and 

Notes. By S. G. Owen, B.A. Second Edition. , [Extra fcap. 8vo, 3^. 6</. 

THf/fVi, Book III. With Introduction and Notes. By the same 

Editor [Extra fcap. 8vo, 3«. 

Perslns. The Satires, With Translation and Commentary by 
J. CoNiNGTON, M. A.,editedbyH. Nettlbship, M. A.' Third Edition,[ByOt St. 6d: 
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PUutns. CapHvu With Introduction and Notes. By W. M. Lindsay, 
M.A. [Extra fcap. 8vo, %s. td. 

- Trinummus, With Notes and Introdnctions. By C. E. Freeman, 
M.A., and A. Sloman, M.A. [Extra fcap. 8vo, 3X. 

Pliny. Selected Letters (for Schools) . By,C. E. Prichard, M. A., and 
E. R. Bbrnard, M.A. Third Edition, . [Extra fcap. 8vo, 3«. 

QnlntlUan. Institutionis Oratoriae Liber X, Edited by W. Peter- 
son, M.A. [Extra fcap. 8vo, 3«. 6d. 

Salluat. Bellum Catilinarium 9jaA Jugurthinum, With Introdnc- 
tion and Notes, by W. W. Capbs, M.A. . [Extra fcap. 8vo, ^. 6d. 

Taoltns. TkeAnnats. Books I— IV. Edited, with Introduction and 
Notes for the use of Schools and Junior Students, by H. Furkkaux, M.A. 

[Extra fcap. 8vo, st. 

The Annals, Book I. By the same Editor. . [limp, as. 

The Annals, (Text only) [Crown 8vo, 6*. 

Terenoe. Adelphi. With Notes and Introductions. ByA.SLOMAN, 
M.A [Eictra fcap. 8vo, 31. 

Andria, With Notes and Introductions. By C. E. Freeman, 

M.A., and A. Sloman, M.A. Second Edition , , [Extra fcap. 8vo, 31. 

Phormio, With Notes and Introductions. By A. Sloman, 

M.A. [Extra fcap. 8vo, 31. 

Tlbnllus and Propertlus. Selections, Edited, with Introduction and 
Notes, by G. G. Ramsay, M.A. Second Edition, [Extra fcap. 8vo, 6f . 

▼Irgll. With an Introduction and Notes. By T. L. Papillon, M.A., 
and A. K Haigh, M.A. 

[Crown 8vo, a vols., cloth^pric* 6*. eack^ or in stiff coverg, 3«. td, each. 

The Text, including the Minor Works, 

[On writing-paper, 32mo, y, 6d, j on India paper, $8. 

Aeneid, With Introduction and Notes, by the same Editors. 

In Four Parts. [Crown 8vo, as, each, 

Aeneid I. With Introduction and Notes, by C. S. Jerram, M. A. 

[Extra fcap. 8vo, lim^, is. 6d. 

Aeneid IX* Edited, with Introduction and Notes, by A. E. 

Haigh, M.A • . . [Extra fcap. 8vo, lim/, is, 6d, In two Parts, as. 

Bucolics, With Introduction andNotes, by C. S. Jerram, M.A. 

[Extra fcap. 8vo, as. 6d. 

Bucolics and Georgics, By T. L. Papillon, M.A., and A. E. 

Haigh, M.A [Crown Svo, as. 6d. 

Georgics. Books I, II. By C.S. Jerram, M.A. [Extra fcap. 8vo. ps. td. 

Georgics, Books III, IV. By the same Editor. [Extrafcap.8«-o,M.6</. 
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GRAMMARS, LEXICONS, &»€, 

Chandler. The Elements of Greek Accentuation (for Schools). By 
H. W. Chandler, M.A. Second Edition. . [Extra fcap. 8vo, a«. 6d. 

Fox and Bromley. Models and Exercises in Unseen Translation. 
By H. F. Fox, M.A., and T. M. Bromley, M.A. [Extra fcap. 8vo, 5*. 6rf. 

[A Kty to Petssages quoted in the above ^ for Teachers only ^ price 6d. ftet.] 

Jerxam. Graece Reddenda, By C. S. Jerram. M.A. . . [2x. 6rf. 

Reddenda Minora [Extra fcap. 8vo, is, 6d. 

Anglice Reddenda, First Series. . [Extra fcap. 8vo, 2s. 6d. 

Second Series. .... [Extra fcap. 8vo, 3^. 

Third Series [Extra fcap. Svo, 3X. 

Uddell and Scott. A Greek-English Lexicon. . . [4to, 36/. 

An Intermediate Greek-English Lexicon. [Small 4to, 1 2 j. 6d. 

A Greek-English Lexicon, abridged. . [Square 1 2mo, *js. 6d. 

Sarffent. A Primer of Greek Prose Composition. By J. Young 

Sargent, M.A [Extra fcap. Svo, 31. 6d. 

[A Key to the above^ for Teachers only ^ price 5*. netj] 

^-, Passages for Translation into Greek Prose. [Extra fcap. Svo, 3/. 

Exemplaria Graeca\ being Greek Renderings of Selected "Pas- 
sages for Translation into Greek Prose." . . . [Extra fcap. Svo, 3*. 

Models and Materials for Greek Iambic Verse. , , [4^. ed, 

Wordsworth. A Greek Primer. By the Right Rev. Charles 

Wordsworth, D.C.L. Eighty-third Thousand, [Extra fcap. Svo, 11. 6d, 

Graeccu Grammaticae Rudimenta in usum Scholarum. Auctorc 

Carolo Wordsworth, D.CL. Nineteenth Edition. . . . (xamo, 41. 

King* and Oookson. An Introduction to the Comparative Grammar of 
Greek and Latin, By J. E. King, M.A., and C. Cooksok, M.A. 

[Crown Svo, 5*. 6d, 

Papillon. A Manual of Comparative Philology, By T. L. Papillon, 
MA. [Crown Svo, 6<. 

A COURSE OF GREEK READERS, 
Basy Greek Beader. By Evelyn Abbott, M.A. [Extrafcap. Svo, 31. 
rirst Greek Beader. By W. G. Rushbrooks, M.L. Third Edition, 

[Extra fcap. Svo, ax. 6^ 
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Second Greek Beader. By A. M. Bell, M.A. [Extra fcap. 8yo, 31. 

Speoimens of Greek Dlaleots ; being a Fourth Greek Reader, With 

Introductions and Notes. By W. W. Merry, D.D. [Extra fcap. 8vo, 4r. td. 
SeleotlouB from Homer and the Greek Dramatists ; being a Fifth 

Greek Reader, By Evelyn Abbott, M. A. . [Extra fcap. 8vo, 4^ . 6d. 

WrifiTht. The Golden Treasury of Ancient Greek Poetry. By Sir R. S. 

Wright, M. A. Second Edition, Revised. . . [Extra fcap. 8vo, xof. 6d, 
WrlfiTlit and Shadwell. A Golden Treasury of Greek Prose. By 

Sir R. S. Wright, M. A., and J. E. L. Shadwell, M. A. [Extra fcap. 8vo, 4^ . 6d. 



THE GREEK TESTAMENT, 

Ml Greek Testament Primer. An Easy Grammar and Reading Book 

for the use of Students beginning Greek. By E. Miller, M. A. Second Edition. 

[Extra fcap. 8vo, paper covers, as. ; ctotA, y. 6d. 

Brang'ella Saora Graece. [Fcap. 8vo, limp, is, 6d, 

VoTiim Testamentnm Graeoe juxta Exemplar Milliannm. [2s. 6d. 

Voimm Testamentnm Graeoe. Accedunt parallela S. Scripturae 

ioca, &c Edidit CarolusLloyd, S.T.P.R [xSmo, 3«. 

Critical Appendices to the above. By W. Sanday, M.A. 3J. 6d. 

The Greek Testament, with the Readings adopted by the Revisers of 
the Authorised Version, and Marginal References. . [Fcap. 8vo, 4*. 6d. 



Outlines of Textual Criticism applied to the Vew Testament. 
By C. E. Hammond, M.A. Ft/tA Edition. . . . [Crown 8vo, 4*. 6d, 



GREEK CLASSICS FOR SCHOOLS, 

Aeschylus. Agamemnon. With Introduction and Notes, by Arthur 
SiDGWiCK, M.A. Fifth Edition, Revised . . . [Extra fcap. 8vo, 3*. 

Choephoroi. By the same Editor. . . . [Extra fcap. 8vo, 3 j. 

Eumenides, By the same Editor. . . . [Extra fcap. 8vo, 3*. 

Prometheus Bound, With Introduction and Notes, by A. O. 

Prick ARD, M.A Third Edition. .... [Extra fcap. 8vo, ax. 

Aristophanes. The Achamians, With Introduction and Notes, 
by W. W. Merry, D.D. Fourth Edition, , . . [Extra fcap. 8yo, 3*. 

The Birds, By the same Editor. . . [Extra fcap. 8vo, 3J. 6df. 

The Clouds. By the same Editor. Third Edition. 

[Extra fcap. 8vo, 34. 

The Frogs. By the same Editor . . [Extra fcap. 8vo, 3^. 

The Knights, By the same Editor. . [Extra fcap. Svo, 3^. 

The Wasps, By the same Editor , . [Extra fcap. Svo, 35. dd. 

Ctobes. Tabula, With Introduction and Notes, by C. S. Jerram , M. A . 

[Extra fcap. 8vo, as. 6a . 
*t* Abridged School Edition. Paper boards, is. 6d, 
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Deniosthenes. With Introduction and Notes, by Evelyn Abbott, 
M.A., and P. E. Matheson, M.A. Extra fcap. 8vo. 

Orations against Philip. V o\. I. Philippic I, Olynthiacs I-III, [35. 

Vol. II. De Pace, Philippic II, De Chersoneso, 

Philippic III, \\s.td. 

Philippics only, reprinted from the above .... [2J. dd, 

Speech on the Crown [y. (id, 

Euripides. Alcestis. ByC. S.Jerram,M.A. [Extrafcap. 8vo, aj. 6^/. 

Bacchae, By A. H. Cruickshank, M.A. . . . [3J. 6d, 

Cyclops. By W. E. Long, M.A. . [Extra fcap. 8vo, 2j. 6d. 

Becuha, By C. H. Russell, M.A. [Extra fcap. 8vo, 2s. 6d. 

Helena, By C. S. Jerram, M.A. . . [Extra fcap. Svo, 3J. 

Heracleidcu. By the same Editor. . , [Extra fcap. Svo, 3 j. 

Ion, By the same Editor. . . . [Extra fcap. Svo, 3^. 

• Iphigenia in Tauris, By the same Editor. [Extra fcap. Svo, 3J. 

Medea. With Introduction, Notes, and Appendices. By C. B. 

Hbbbrden, M.A In one or two Parts. . .• . [Extra fcap. Svo, ax. 

Kerodotus. Book IX. Edited, with Notes, by Evelyn Abbott, 

M.A In one or two Parts [Extra fcap. Svo, 34. 

Selections. Edited, with Introduction, Notes, and a Map, by 

W. W. Merry, D.D [Extra fcap. Svo, as. td. 

Komer for Beginners. Iliad, Book III. By M. T. Tatham, M.A. 

[Extra fcap. Svo, is. 6d. 

Komer. Iliad, Books I-XII. With an Introduction, a brief Homeric 
Grammar, and Notes. By D. B. Monro, M.A . . [Extra fcap. Svo, 6s. 

Iliad, Books XIII-XXIV. By the same Editor. . . [6s. 

Iliad, Book I. By the same Editor. . [Extra fcap. Svo, is. 6d. 

" Iliad, Book XXI. By Herbert Hailstone, M.A. [is. 6d. 
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